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1 Introduction
New WI (RP-151037) was created to specify technical requirements for deploying LTE operation in 1447-1467MHz Band in China. The major work is to specify the RF requirement for the new band. In this contribution, similar content as discussed in [2] is provided for discussion and corresponding TP is provided for approval. 
2 Discussion
The 1447~1467MHz band was public issued in February 2015 by ministry of industry and information technology of China. And the frequency spectrum issued around 1.4GHz in China is represented in the figure below.
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Figure 2-1: Frequency band around1.4 GHz in China
*Note：UAVs (Unmanned Aerial Vehicles) deployed in urban areas, the frequency band below 1442MHz should be used. 

· 1400~1427 MHz: earth exploration-satellite service
· 1427-1429 MHz: space operation
· 1430~1446 MHz: new issued for UAVs used as downlink telemetry and information transmission link

· 1447~1467 MHz: new issued for radio government networks
· 1467~1492 MHz: broadcasting-satellite service 
The RF requirements for 1447~1467 MHz band including unwanted emission limits for protection of other bands can be found from the following website link. And some requirements for this band are specified as follows.
http://wgj.miit.gov.cn/n11293472/n11295310/n11297382/n14171129/16492656.html
1) The duplex mode is TDD.

2) Channel bandwidth: 10MHz, 20MHz

3) Rated output power: 46 dBm for BS and 23 dBm for UE
4) Unwanted emission limits for protection of other bands
Table 2-1 General spurious emission requirements
	Frequency Range 
	Maximum Level
	Measurement bandwidth

	9kHz-150kHz 
	-36dBm 
	1kHz 

	150kHz-30MHz 
	-36dBm 
	10kHz 

	30MHz-1GHz 
	-36dBm 
	100kHz 

	Above 1GHz 
	-30dBm 
	1MHz 


Table 2-2 Unwanted emission requirements for protection 1472-1492 MHz band

	Frequency（MHz）
	1467.5
	1468.5
	1469.5
	1470.5
	1471.5
	1472-1492

	Maximum emission Level（dBm/MHz/carrier）
	-20
	-23
	-26
	-33
	-40
	-47


3 Conclusion
It is proposed to approve the TP for 1447-1467MHz Band WI TR [3].
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5
Band plan allocation and regulatory background

The 1447~1467MHz band was public issued in February 2015 by ministry of industry and information technology of China. And the frequency spectrum issued around 1.4GHz in China is represented in the figure below.
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Figure 5-1: Frequency band around1.4 GHz in China
*Note：UAVs (Unmanned Aerial Vehicles) deployed in urban areas, the frequency band below 1442MHz should be used. 

· 1400~1427 MHz: earth exploration-satellite service
· 1427-1429 MHz: space operation
· 1430~1446 MHz: new issued for UAVs used as downlink telemetry and information transmission link

· 1447~1467 MHz: new issued for radio government networks
· 1467~1492 MHz: broadcasting-satellite service 
The RF requirements for 1447~1467 MHz band including unwanted emission limits for protection of other bands can be found from the following website link. And some requirements for this band are specified as follows.
http://wgj.miit.gov.cn/n11293472/n11295310/n11297382/n14171129/16492656.html
1) The duplex mode is TDD.
2) Channel bandwidth: 10MHz, 20MHz

3) Rated output power: 46 dBm for BS and 23 dBm for UE
4) Unwanted emission limits for protection of other bands
Table 5-1 General spurious emission requirements
	Frequency Range 
	Maximum Level
	Measurement bandwidth

	9kHz-150kHz 
	-36dBm 
	1kHz 

	150kHz-30MHz 
	-36dBm 
	10kHz 

	30MHz-1GHz 
	-36dBm 
	100kHz 

	Above 1GHz 
	-30dBm 
	1MHz 


Table 5-2 Unwanted emission requirements for protection 1472-1492 MHz band

	Frequency（MHz）
	1467.5
	1468.5
	1469.5
	1470.5
	1471.5
	1472-1492

	Maximum emission Level（dBm/MHz/carrier）
	-20
	-23
	-26
	-33
	-40
	-47


<End of TP>























































































3GPP


