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1 Introduction
On April 21, 2015, the FCC released a Report and Order (R&O) and Second Further Notice of Proposed Rulemaking (Second FNPRM) to establish new rules for shared use of the 3550-3650 MHz band. This framework extends into adjacent 3650-3750 MHz band to create a contiguous 150 MHz block at 3550-3700 MHz (3.5 GHz) for mobile broadband that FCC calls “Citizens Broadband Radio Service (CBRS)” and regulated under new Part 96 of FCC’s Rules. 

The CBRS consists of two tiers—Priority Access and General Authorized Access (GAA). Priority Access operations will receive interference protection from GAA operations. CBRS devices will be assigned frequencies dynamically by a Spectrum Access System (SAS). All CBRS users must protect the Incumbent Tier of users in the band (ground-based and shipborne Federal radar systems, fixed satellite services and grandfathered commercial users in the 3650-3700 MHz segment). 

In this contribution we discuss what changes are needed to be able to use bands 42 and 43 is US.

2 Discussion

2.1 Overview
Regulated under new Part 96 of FCC’s Rules 3550-3700 MHz (3.5 GHz) for mobile broadband that FCC calls “Citizens Broadband Radio Service (CBRS)” is available for 3GPP technologies and as can be seen from Figure 1 that frequency range extends over bands 42 and 43. This means that it is not necessary to define a new band in 3GPP instead terminal supporting both bands 42 and 43 can operate in US.
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Figure 1: 3.5 GHz frequency arrengement in US
However there are some modifications necessary to 3GPP specifications to allow the bands to be used in US.

1 Some limitations to channel arrengements are necessary from 3GPP specification point of view as carrier may not overlap a band boundary. 

2 NS-signaling and A-MPR for US is necessary as FCC out-of-band emissions are different from 3GPP emission requirements from bands 42 and 43

3 Ue to UE co-existence table needs to amended to have mutual proptection between 3550 -3700 MHz range and other US bands which do not yet protect bands 42 and 43
4 Specify a CA configuration of CA_42A-43A to allow carrier aggregation to be used for reception of larger bandwidths
2.2 Channel arrengement

Carriers may not overlap the band boundary of bands 42 and 43 i.e. 3600 MHz. This could be written in to 3GPP specifications or restriction to the carrier positions can be handled as deployment restriction.
In case aggregation of CC is desired in US 3.5 GHz band then interband CA must be used i.e. CA_42A-43A. UE capable for CA_42A-43A operation would be able to receive carriers from the whole 42 and 43 frequancy range but similarly as for single carrier case actual US deployments should be restricted for 3550-3700 MHz range.
2.3 NS-signaling and A-MPR
2.3.1 Additional spectrum emission mask and additional spurios emissions

Defining a new additional specrum emission mask would be needed as FCC OOB requirement is new

OOB limits for 3.5 GHz in US are as follows for all channel bandwidths
· -13 dBm/MHz from 0 to 10 MHz from the assigned channel edge 

· -25 dBm/MHz beyond 10 MHz from the assigned channel edge down to 3530 MHz and up to 3720 MHz

· -40 dBm/MHz below 3530 MHz and above 3720 MHz 
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Figure 1: Out-of-Band Emission Limits

New emissions mask would be indicated with new NS-signalin value and would extend to first 10 MHz outside assigned channels edge i.e. the -13 dBm / 1 MHz requirement. The new FCC OOB requirement has also -25 dBm / 1 MHz requirement beyond 10 MHz from the assigned channel edge down to 3530 MHz and up to 3720 MHz and -40 dBm/1 MHz requirements for frequencies below 3530 MHz and above 3720 MHz. These two requirements need to be specified as additional spurious emission requirements and would be mapped to same NS as the additional SEM.
Comparision of FCC OOB requirement to 3GPP NS_22 requirement which is intended for band 42 and 43 co-ex and also can be used when networks are not synchronized inside the bands 42 and 43 is presented in Figure 2.
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Figure 2: Compasison of FCC OOB requirement and GPP NS_22

From Figure 2 it can be seen that FCC mask is tighter than NS_22 mask for 0 - 5 MHz. For offset 5 – 25 MHz the comparison is not straight forward as MBW is different but if NS_22 mask is converted to 1 MHz MBW it is 5 dB tigter. 

2.3.1 A-MPR simulations

A-MPR simulations for the lowest position are presented which is most demanding as the -40 dBm requirement is closest. Results can be found from Figures 3 - 6.
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Figure 3
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Figure 4: A-MPR
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Figure 5
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Figure 6
Depending of channel bandwidth and channel frequency it varies which of the FCC OOB requirements is limiting factor.  From Figure 7 it can be seen that when allocation size is 8-12 RB’s and is located at the edge of the transmitted channel due to spectral regrowth the -13 dBm requirement which starts immediately outside the transmitted channel is requiring the A-MPR.
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Figure 7: Worst case allocation for 10 MHz carrier
On the other hand from Figure 8 it can be seen that for 20 MHz channel with 1 RB transmission at the edge of the channel the -25 dBm requirement is the limiting factor.
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Figure 8
Finally from Figure 9 it can be seen that when 20 MHz channel has large allocation and channel is at the the lowest postion of band 3550 – 3700 MHz then -40 dBm is limiting. If channel is placed further away from edge of the 3550 MHz or 3700 MHz then the need for A-MPR is lower.
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Figure 9
2.4 UE to UE co-ex
3550-3700 MHz range needs to be protected by other US bands and other US bands needs to be protected by 3550-3700 MHz range. Modifications presented in Annex A to UE to UE co-ex table would be necessary. Some of the US bands already protect bands 42 and 43 thus no change is necessary for those.
2.5 Interband CA

To enable simultaneous reception of two carriers without having constraints were the carriers are placed inside 3550 – 3700 MHz range a interband CA configuration CA_42A-43A would be needed. Specificaiton impact would be minimal consisting of addition of CA operating bands, CA configuration, dTib and dRib. 

For CA_42A-43A dTib and dRib could be 0 dB as RAN4 has assumed a usage of single filter for reception of bands 42 and 43. Specification impact example can be found from Annex A.2

3 Conclusion

This this contribution we have shown that it is possible to use bands 42 and 43 in UE for 3550 – 3700 MHz range which will be available for mobile broadband that FCC calls “Citizens Broadband Radio Service (CBRS)” and regulated under new Part 96 of FCC’s Rules. Using band 42 and 43 in US would increase their value as global bands and give larger economics of scale.
Annex A

A.1 Specification changes for single carrier operation
NS-Signaling

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	N/A

	NS_03
	6.6.2.2.1
	2, 4,10, 23, 25, 35, 36
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	41
	5
	>6
	≤ 1

	
	
	
	10, 15, 20
	Table 6.2.4-4

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	N/A

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3

	NS_11
	6.6.2.2.1 6.6.3.3.13
	23
	1.4, 3, 5, 10, 15, 20
	Table 6.2.4-5

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-6

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4-7

	NS_14
	6.6.3.3.7
	26
	10, 15
	Table 6.2.4-8

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-9

Table 6.2.4-10

	NS_16
	6.6.3.3.9
	27
	3, 5, 10
	Table 6.2.4-11, Table 6.2.4-12, Table 6.2.4-13

	NS_17
	6.6.3.3.10
	28
	5, 10
	Table 5.6-1
	N/A

	NS_18
	6.6.3.3.11
	28
	5
	≥ 2
	≤ 1

	
	
	
	10, 15, 20
	≥ 1
	≤ 4

	NS_19
	6.6.3.3.12
	44
	10, 15, 20
	Table 6.2.4-14

	NS_20
	6.2.2

6.6.2.2.1

6.6.3.3.14
	23
	5, 10, 15, 20
	Table 6.2.4-15

	NS_21
	6.6.2.2.1 6.6.3.3.15
	30
	5, 10
	Table 6.2.4-16

	NS_22
	6.6.3.3.16
	42, 43
	5, 10, 15, 20
	Table 6.2.4-17

	NS_23
	6.6.3.3.17
	42, 43
	5, 10, 15, 20
	N/A

	NS_24
	6.6.2.2.4
6.6.3.3.19
	42, 43
	5, 10, 15, 20
	

	...
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-


A-MPR

Table 6.2.4-17: A-MPR for "NS_24"

	Channel
bandwidth [MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D

	5
	RBstart
	
	
	
	

	
	LCRB [RBs]
	
	
	
	

	
	RBstart + LCRB [RBs]
	
	
	
	

	
	A-MPR [dB]
	
	
	
	

	10
	RBstart
	
	
	
	

	
	LCRB [RBs]
	
	
	
	

	
	RBstart + LCRB [RBs]
	
	
	
	

	
	A-MPR [dB]
	
	
	
	

	15
	RBstart
	
	
	
	

	
	LCRB [RBs]
	
	
	
	

	
	RBstart + LCRB [RBs]
	
	
	
	

	
	A-MPR [dB]
	
	
	
	

	20
	RBstart
	
	
	
	

	
	LCRB [RBs]
	
	
	
	

	
	RBstart + LCRB [RBs]
	
	
	
	

	
	A-MPR [dB]
	
	
	
	

	NOTE 1;
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2;
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

NOTE 4;
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


Additional SEM
6.6.2.2.4
Minimum requirement (network signalled value "NS_24")

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_24" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2.4-1.

Table 6.6.2.2.4-1: Additional requirements

	
	Spectrum emission limit (dBm)/ Channel bandwidth 

	ΔfOOB
(MHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	Measurement bandwidth

	( 0 - 10
	-13
	-13
	-13
	-13
	1 MHz


Additional Spurios emissions
6.6.3.3.19 
Minimum requirement (network signalled value "NS_24")

When "NS_24" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.24-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth but are not within ± 10 MHz from channel edge.
Table 6.6.3.3.19-1: Additional requirements
	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	3530 f  3720
	-25
	-25
	-25
	-25
	1 MHz

	f  3530 or 3720 f
	-40
	-40
	-40
	-40
	1 MHz


UE to UE co-ex

Table 6.6.3.2-1: Requirements

	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	1
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	
	1895
	-40
	1
	15,27

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	15, 26, 27

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	15

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	3
	E-UTRA Band 1, 5, 7, 8, 20, 26, 27, 28, 31, 32, 33, 34, 38, 39, 41, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	4
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 23, 24, 25, 28, 29, 30, 31,  38, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	6
	E-UTRA Band 1, 9, 11, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	7

	
	
	1884.5
	-
	1915.7
	
	
	8

	7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	8
	E-UTRA Band 1, 20, 28, 31, 32, 33, 34, 38, 39, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA band 7
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 8
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 22, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	Frequency range
	860
	-
	890
	-40
	1
	15, 23

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 23

	9
	E-UTRA Band 1, 11, 18, 19, 21, 26, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	11
	E-UTRA Band 1, 11, 18, 19, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	3550
	-
	3700
	-50
	1
	2

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	
	E-UTRA Band 14
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	3550
	-
	3700
	-50
	1
	

	14
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	
	Frequency range
	3550
	-
	3700
	-50
	1
	

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	3550
	-
	3700
	-50
	1
	2

	18
	E-UTRA Band 1, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	19
	E-UTRA Band 1, 11, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	20
	E-UTRA Band 1, 3, 7, 8, 20, 22, 31, 32, 33, 34, 40, 43
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	21
	E-UTRA Band 1, 18, 19, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	22
	E-UTRA Band 1, 3, 7, 8, 20, 26, 27, 28, 31, 32, 33, 34, 38, 39, 40, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3510
	- 
	3525
	-40
	1
	15

	
	Frequency range
	3525
	- 
	3590
	-50
	1
	

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3550
	-
	3700
	-50
	1
	

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3550
	-
	3700
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band 1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 23, 24, 25, 26, 29, 30, 31, 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	27
	E-UTRA Band 1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 23, 25, 26, 27, 29, 30, 31, 38, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	
	E-UTRA Band 28
	
	
	
	
	
	

	
	
	FDL_low
	-
	790
	-50
	1
	

	28
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 20, 25, 26, 27, 31, 34, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 4, 10, 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	Frequency range
	470
	-
	694
	-42
	8
	15, 35

	
	Frequency range
	470
	-
	710
	-26.2
	6
	34

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	30
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	31
	E-UTRA Band 1, 5, 7, 8, 20, 22, 26, 27, 28, 31, 32, 33, 34, 38, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low
	-
	FDL_high
	-50
	1
	2

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band 1, 7, 8, 20, 22, 28, 31, 32, 34, 38, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 31, 32, 33, 38,39, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	- 
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	39
	E-UTRA Band 22, 34, 40, 41, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1805
	
	1855
	-40
	1
	32

	
	Frequency range
	1855
	
	1875
	-15.5
	5
	15,26,32

	
	Frequency range
	1875
	
	1880
	-15.5
	5
	15,26,33

	40
	E-UTRA Band 1, 3, 5, 7, 8, 20, 22, 26, 27, 28, 31, 32, 33, 34, 38, 39, 41, 42, 43, 44 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1839.9
	
	1879.9
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	
	Frequency range
	3600
	-
	3700
	-50
	1
	

	42
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 31, 32, 33, 34, 38, 40, 41, 44


	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 12, 13, 14, 17, 23, 24
	FDL_low 
	- 
	FDL_high
	-50
	1
	X

	43
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 31,32, 33, 34, 38, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	[-50]
	[1]
	3

	
	E-UTRA Band 12, 13, 14, 17, 23, 24
	FDL_low 
	- 
	FDL_high
	-50
	1
	Y

	44
	E-UTRA Band 3, 5, 8, 34, 39, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 40, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 3:
To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
N/A

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
N/A

NOTE 10:
N/A

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 14:
N/A

NOTE 15:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 16:
N/A

NOTE 17:
N/A

NOTE 18:
N/A

NOTE 19:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
N/A

NOTE 21:
This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 22:
This requirement is applicable for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
For carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.

NOTE 23:
This requirement is applicable only for the following cases:
- for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc <  907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB
- for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤  912.5 MHz without any restriction on uplink transmission bandwidth.
- for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstart > 3.

NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 27:
This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 28:
N/A

NOTE 29:
N/A

NOTE 30:
This requirement applies when the E-UTRA carrier is confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz

NOTE 31:
N/A

NOTE 32:
This requirement is applicable for an uplink transmission bandwidth less than or equal to [54 RB] for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1887.5 - 1889.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1890 - 1898 MHz. 

NOTE 33:
This requirement is only applicable for carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to [54 RB] for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1895 - 1903 MHz. 

NOTE 34:
This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.

NOTE 35:
This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.
NOTE X:   Applicable when the assigned E-UTRA carrier is confined within 3550 – 3600 MHz.
NOTE Y:   Applicable when the assigned E-UTRA carrier is confined within 3600 – 3700 MHz.


A.2 Specification changes for 2DL / 1 UL interband CA

Table 5.5A-2: Inter-band CA operating bands (two bands)

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_42-43
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	
	43
	3600 MHz
	–
	3800 MHz
	3600 MHz
	–
	3800 MHz
	


Table 5.6A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_42A-43A
	-
	42
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	43
	
	
	Yes
	Yes
	Yes
	Yes
	
	


Table 6.2.5-2: ΔTIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_42A-43A
	42
	0

	
	43
	0


Table 7.3.1-1A: ΔRIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_42A-43A
	42
	0

	
	43
	0
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