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1
Introduction
A WI to specify a SDL band in the 700MHz spectrum was approved in [1].A band number and channel number is proposed in this document.
3 Proposal
It is proposed that band 67 is assigned to SDL 700MHz with EARFCN numbers 67336-67536. It is also proposed that the attached text proposal below is approved and included in the TR for LTE Advanced 2 Band Carrier Aggregation (2DL/1UL) of Band 20 and Band xy (new band European 700SDL).
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TEXT PROPOSAL:

<start of text proposal >
10
Channel numbering for E-UTRA, MSR

Table 10-1 and Table 10-2 include the Operating band number and the EARFCN numbers, respectively.

Table 10-1: Operating band definition for SDL 700MHz
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	[67]
	N/A
	738 MHz  
	–
	758 MHz
	FDD2

	NOTE 2:
Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 10-2: EARFCN numbers for SDL 700MHz
	E-UTRA Operating

Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	[67]2
	738
	67336
	67336-67536
	N/A

	NOTE 2: 
Restricted to E-UTRA operation when carrier aggregation is configured.




<end of text proposal >
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