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1 Introduction

In theRAN4#75AH AAS meeting in Venice, a way forward on OTA sensitivity [1] was endorsed. Part of the WF was to investigate the viability of using the concepts and terminology for the whole envisaged range of AAS BS implementations. Such evaluation has been done in [2] on a high level. [3] presents a text proposal for TR37.942, based on [4] regarding OTA sensitivity and related definitions and acronyms, in line with [1] and based on the findings in [2]. This contribution collects the declarations related to OTA sensitivity using the format presented in [5].
2 Discussion
In the non AAA BS conformance specifications, there is a sub-clause listing all manufacturer declarations (at least intending too – some implicitly required declarations are not listed). This contribution collects the declarations stated or implied in [3] in a similar list in the AAS WI TR. The list is here intended to be in alphabetic order to facilitate cross-checking when drafting the conformance specifications in the future. A text proposal discussion the format and use of the list itself is presented in [5]. This contribution is related to the manufacturer declarations needed for the OTA sensitivity requirement. It is assumed that [5] has been approved.
3 Manufacturer declarations
Table 1: Manufacturer declaration cross reference list
	Declaration
	Used in requirements
	Notes

	AoA for OTA sensitivity conformance testing
	7.2 OTA sensitivity
	AoA comprising the highest and lowest φ values, respective the highest and lowest θ values of the OSDR.

	BS settings for extreme AoA in OTA sensitivity conformance testing
	7.2 OTA sensitivity
	Settings to achieve the sensitivity RoAoA comprising the conformance test AoA.

	OSDR
	7.2 OTA sensitivity
	Group of declarations linked together

	OSDR redirection range (optional)
	7.2 OTA sensitivity
	Optional RoAoA in OSDR

	OTA sensitivity
	7.2 OTA sensitivity
	EIS level in OSDR

	Polarisation reception
	7.2 OTA sensitivity
	Dual or single. Declared per OSDR.

	Sensitivity RoAoA
	7.2 OTA sensitivity
	RoAoA in OSDR. If redirection is supported, more than one may be needed to comprise all conformance test AoA.


4 Observations
· This declarations listed in this contribution are only the ones deemed exclusively related to the OTA sensitivity requirement. Other declarations, like operating band, will also be required for proper conformance testing of OTA sensitivity. Such declarations are subject to future contributions.
· The text proposal in [5] is shown in a separate track changes colour than the text proposal in this contribution.
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6 Terminology
The terminology used in this contribution is taken from TR37.842. 

Additional explanations of terms can be found below:

OSDR:





OTA Sensitivity Direction Range 

OSDR redirection range: 
a RoAoA comprising the directions of all achievable sensitivity RoAoA for the full envelope of BS settings affecting an OSDR.
RoAoA:





Range of Angles of Arrival.
Sensitivity RoAoA: 

a RoAoA within which the declared EIS of an OSDR is intended to be achieved at any instant for a particular AAS BS setting.
7 Text proposal
9
Manufacturer declarations
Table X.1 is a complete list of manufacture declarations agreed under the WI AAS_LTE_UTRA to apply for AAS BS.
Table X-1: Manufacturer declaration cross reference list
	Declaration
	Used in requirements
	Notes

	AoA for OTA sensitivity conformance testing
	7.2 OTA sensitivity
	AoA comprising the highest and lowest φ values, respective the highest and lowest θ values of the OSDR.

	BS settings for extreme AoA in OTA sensitivity conformance testing
	7.2 OTA sensitivity
	Settings to achieve the sensitivity RoAoA comprising the conformance test AoA.

	OSDR
	7.2 OTA sensitivity
	Group of declarations linked together

	OSDR redirection range (optional)
	7.2 OTA sensitivity
	Optional RoAoA in OSDR

	OTA sensitivity
	7.2 OTA sensitivity
	EIS level in OSDR

	Polarisation reception
	7.2 OTA sensitivity
	Dual or single. Declared per OSDR.

	Sensitivity RoAoA
	7.2 OTA sensitivity
	RoAoA in OSDR. If redirection is supported, more than one may be needed to comprise all conformance test AoA.





























































































































