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1 Introduction
In RAN#69 the WI proposal for LTE_CA_39C-41A with 3DL/3UL was approved with the target completion data as Dec, 2015. [1] This contribution provides the TP for operating bands and channel BW for this CA combination according to the WID. 

It is proposed to incorporate this TP in corresponding Rel-13inter band CA (3DL/3UL) TR 36.899.    
2 Reference
[1] RP-151403, " New WI proposal: LTE Advanced 3 Band Carrier Aggregation (3DL/3UL) of Band 39, Band 39 and Band 41"
3 Text Proposal

--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
6.1
LTE-Advanced Carrier Aggregation of Band 39, Band 39 and Band 41

6.1.1
Operating bands for CA_39C-41A
Table 6.1.1-1: Operating bands for CA_39C-41A
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_39-41
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	


6.1.2
Channel bandwidths per operating band for CA_39C-41A
Table 6.1.2-1: Supported E-UTRA bandwidths for CA_39C_41A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_39C-41A
	CA_39A_41A,

CA_39C-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS36.101
	55
	0

	
	
	41
	
	
	
	
	
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in table 5.6.1-1 of TS 36.101 when operating in single carrier mode.
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