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1 Introduction
In RAN#69 the WI proposal for LTE_CA_39C-41A and LTE_CA_39A-41C with 3DL/3UL were approved with the target completion data as Dec, 2015. [1] [2] This contribution provides the TP for general analysis on BS aspect for these two band combinations. 

It is proposed to incorporate this TP in corresponding Rel-13inter band CA (3DL/3UL) TR 36.899.    
2 Reference
[1] RP-151403, " New WI proposal: LTE Advanced 3 Band Carrier Aggregation (3DL/3UL) of Band 39, Band 39 and Band 41"
[2] RP-151404, " New WI proposal: LTE Advanced 3 Band Carrier Aggregation (3DL/3UL) of Band 39, Band 41 and Band 41"
3 Text Proposal

--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------

5.1
BS specific


The 3DL/3UL mixed intra-band contiguous and inter-band CA of Band39 and Band41 only introduces one additional UL carrier based on existing 3DL/2UL inter band CA of Band 39 and Band 41 from UE point of view and shall be agnostic to BS implementation that supports Carrier Aggregation. The corresponding bands were introduced in the table of intra-band contiguous operation band and inter- band operation bands (two bands) in BS specification during the finalization of related Carrier Aggregation Work Item. Hence the existing BS requirements and test configurations shall remain unchanged.
--------------------------------------------------------------End of Text Proposal--------------------------------------------------------
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