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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report for the work item of introduction of 1447-1467MHz Band for TD-LTE in China, which was approved at TSG RAN#68. The objective of this work item is to specify technical requirements for deploying LTE TDD operation in the new band.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 30.007: “Guideline on WI/SI for new Operating Bands”

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Background
4.1
Work item objective

The objective of the present work item is to specify technical requirements for deploying LTE TDD operation in1447-1467MHz in China. It is composed of the following work tasks:

a) Core RF requirements for RAN4 specifications taking into account Chinese regulations
· Use of E-UTRA channel bandwidth combinations in the table below: 
	E-UTRA band / Channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	[TBD]
	
	
	Yes
	Yes
	 Yes
	 Yes


b) Performance requirements for RAN4 specifications

c) Conformance testing in RAN5 specifications (to follow)

5
Band plan allocation and regulatory background
The 1447~1467MHz band was public issued in February 2015 by ministry of industry and information technology of China. And the frequency spectrum issued around 1.4GHz in China is represented in the figure below.
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Figure 5-1: Frequency band around1.4 GHz in China
*Note：UAVs (Unmanned Aerial Vehicles) deployed in urban areas, the frequency band below 1442MHz should be used. 

· 1400~1427 MHz: earth exploration-satellite service
· 1427-1429 MHz: space operation
· 1430~1446 MHz: new issued for UAVs used as downlink telemetry and information transmission link

· 1447~1467 MHz: new issued for radio government networks
· 1467~1492 MHz: broadcasting-satellite service 
The RF requirements for 1447~1467 MHz band including unwanted emission limits for protection of other bands can be found from the following website link. And some requirements for this band are specified as follows.
http://wgj.miit.gov.cn/n11293472/n11295310/n11297382/n14171129/16492656.html
1) The duplex mode is TDD.

2) Channel bandwidth: 10MHz, 20MHz

3) Rated output power: 46 dBm for BS and 23 dBm for UE
4) Unwanted emission limits for protection of other bands
Table 5-1 General spurious emission requirements
	Frequency Range 
	Maximum Level
	Measurement bandwidth

	9kHz-150kHz 
	-36dBm 
	1kHz 

	150kHz-30MHz 
	-36dBm 
	10kHz 

	30MHz-1GHz 
	-36dBm 
	100kHz 

	Above 1GHz 
	-30dBm 
	1MHz 


Table 5-2 Unwanted emission requirements for protection 1472-1492 MHz band

	Frequency（MHz）
	1467.5
	1468.5
	1469.5
	1470.5
	1471.5
	1472-1492

	Maximum emission Level（dBm/MHz/carrier）
	-20
	-23
	-26
	-33
	-40
	-47



6
List of band specific issues for introduction of 1447-1467MHz Band
 <Text will be added>
7
General issues

<Text will be added>
8
Study of E-UTRA specific issues
<Text will be added>
9
Study of MSR specific issues
<Text will be added>
10
Channel numbering for E-UTRA, MSR

For 1447-1467MHz Band the E-UTRA frequency band is defined as in Table 10-1. 

Table 10-1 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	[45]
	1447 MHz
	–
	1467 MHz
	1447 MHz
	–
	1467 MHz
	TDD


EARFCN for 1447-1467MHz Band is defined as in Table 10-2.

Table 10-2: EARFCN allocated for E-UTRA Band [45]

	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	[45]
	1447
	[46590]
	[46590–46789]
	1447
	[46590]
	[46590–46789]


11
Required changes to E-UTRA and MSR specifications
The required changes to the 3GPP specifications for the new band are summarised in a Table 11-1.
Table 11-1: Overview of 3GPP specifications with required changes

	3GPP specification
	Clause in TR 30.007 where the required changes are given
	Clause in the present document identifying additional changes

	TS 36.101
	8.2.1.1
	

	TS 36.104
	8.2.1.2
	

	TS 36.106
	8.2.1.3
	

	TS 36.113
	8.2.1.4
	

	TS 36.124
	8.2.1.5
	

	TS 36.133
	8.2.1.6
	

	TS 36.141
	8.2.1.7
	

	TS 36.143
	8.2.1.8
	

	TS 36.307
	8.2.1.9
	

	TS 25.101
	8.2.2.1
	

	TS 25.104
	8.2.2.3
	

	TS 25.106
	8.2.2.5
	

	TS 25.123
	8.2.2.7
	

	TS 25.133
	8.2.2.9
	

	TS 25.141
	8.2.2.10
	

	TS 25.143
	8.2.2.12
	

	TS 25.461
	8.2.2.15
	

	TS 25.466
	8.2.2.16
	

	TS 37.104
	8.2.3.1
	

	TS 37.113
	8.2.2.2
	

	TS 37.141
	8.2.2.3
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