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1. Overall Description:

RAN4 has discussed the objective in enhanced dual connectivity
· Enhancement of intra-frequency/inter-frequency/inter-RAT measurement requirements in DRX  (RAN4).
RAN4 has agreed that this objective may be met by specifying that the UE may be configured to follow SCG DRX state to make more frequent Pcell intrafrequency, interfrequency and interRAT measurements. Under this configuration, when the PSCell is active, the UE meets non DRX requirements for the PCell intrafrequency, interfrequency and interRAT measurement objects. When the PSCell is not active, the UE meets existing DRX requirements for intra-frequency measurement and configured objects, which are dependent on the PCell DRX cycle length. When the UE is not configured to follow SCG DRX state the UE shall follow the MCG  DRX cycle state for PCell intrafrequency, interfrequency and interRAT measurement. I..e meet the release 12 dual connectivity requirements.
Since the additional measurements may cause additional UE power consumption compared with release 12 dual connectivity when the same DRX cycles are configured on MCG, it is requested that that network control is provided. It is anticipated that a single configuration bit per UE would be sufficient.
2. Actions:

To RAN2 group.

ACTION: 
RAN4 asks RAN2 to specify an indication to follow SCG DRX cycle for PCell intrafrequency, inter-frequency and interRAT measurements as described.
3. Date of Next TSG-RAN4 Meetings:

TSG-RAN WG4 Meeting #77 16th – 20th November 2015
Anaheim, US

TSG-RAN WG4 Meeting#78, 15th – 19th Feb 2016   
Malta
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