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1.	Introduction
The WI proposal to support the LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 39, Band 39, Band 41 and Band 41 was approved in RAN#69 [1]. 
In this contribution, ΔTIB,c and ΔRIB,c values are proposed for LTE Advanced 4 Band Carrier Aggregation (4DL/1UL) of Band 39, Band 39, Band 41 and Band 41.

2.	Discussion
In this contribution, both ∆TIB and ∆RIB values are proposed and the relaxation requirements are based on the RAN4 approved UE RF requirements for the inter-band Carrier Aggregation (2DL/1UL) of Band 39 and Band 41 as well as the inter-band Carrier Aggregation (3DL/1UL) of Band 39, Band 39 and Band 41 .It can be define as in following tables.

Table 2-1: ΔTIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_39C-41C
	39
	0

	
	41
	0





Table 2-2: ΔRIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_39C-41C
	39
	0.2

	
	41
	0.2
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Text Proposal
<Start of change>


6.X   LTE Advanced Carrier Aggregation of Band 39 and Band 39 and Band 41 and Band 41 (1 UL)
[bookmark: _Toc421262670]6.X.1	List of specific combination issues
[bookmark: _Toc421262673]6.X.1.3	ΔTIB,c and ΔRIB,c
For the UE which supports CA_39C-41C the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.X.1.3-1 and 6.X.1.3-2 respectively.
Table 6.X.1.3-1: ΔTIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_39C-41C
	39
	0

	
	41
	0



Table 6.X.1.3-2: ΔRIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_39C-41C
	39
	0.2

	
	41
	0.2



<End of change>


