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Background
This contribution provides a TP for TR 36.854-13 to finish the operating bands, channel bandwidths and UE RF requirements for CA combination for Band 3, Band 7, Band 7 and Band 28 as defined in RP-151511 [1].
A co-existence study is already done for CA_3A-7A-28A in TR 36.853-13 [3]. TP in R4-151293 [2] was agreed with the conclusion that “no additional BS study of 2nd and 3rd harmonics and IMD products will be required for a 4DL CA configuration, if it does not use a larger carrier channel bandwidth or aggregated channel bandwidth in any of the CA bands when compared to the constituent 3 DL CA configurations”. Therefore there’s no co-existence section in this TP.
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6.x

LTE Advanced Carrier Aggregation of Band 3, Band 7, Band 7 and Band 28 (1 UL)
6.x.1


List of specific combination issues
6.x.1.1

Channel bandwidths per operating band for CA
Table 6.x.1.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-7-28
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	


Table 6.x.1.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_3A-7C-28A
	3
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	7
	See CA_7C Bandwidth Combination Set 2 in TS 36.101 Table 5.6A.1-1
	
	

	
	28
	
	
	
	Yes
	Yes
	Yes
	
	


6.x.1.2

ΔTIB,c and ΔRIB,c
For the UE which supports CA_3A-7C-28A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table x.x.1.2-1 and x.x.1.2-2 respectively. All these values are derived from the CA_3A-7A-28A in TS 36.101 [4]
Table 6.x.1.2-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-7C-28A
	3
	0.5

	
	7
	0.5

	
	28
	0.3


Table 6.x.1.2-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-7C-28A
	3
	0

	
	7
	0

	
	28
	0
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