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1. Introduction
In the last RAN4 meeting, some documents discussed the measurement requirements for 3rd or high order activated SCell [1] ~ [4]. The document discusses this issue, and gives our understanding.
2. Discussion
The document [4] gives proposal applying the deactivated SCell measurements to the active 3rd SCell or higher order CA(e.g. 4th SCell or beyond). The mainly purpose is saving UE power. We known when a SCell is actived, the UE will have actions as follows [5]:

-
activate the SCell; i.e. apply normal SCell operation including:

-
SRS transmissions on the SCell;

-
CQI/PMI/RI/PTI reporting for the SCell;

-
PDCCH monitoring on the SCell;

-
PDCCH monitoring for the SCell.

-
start or restart the sCellDeactivationTimer associated with the SCell;

-
trigger PHR according to subclause 5.4.6.

That is, when a SCell is activated, the UE’s RF chain, physical layer, high layer, i.e, for this cell, and even application program are all activated. The cell search and measurement program is only small part of all actions. There are other actions, such as SRS transmission and CSI measurement and report. The gain is low for saving UE power. On the other hand, the system performance may be impacted by applying the deactivated SCell measurements to the active SCell. And signal should be needed and be designed for network to indicate to UE which activated SCell applied the deactivated SCell measurements. It is not worth the candle.

We don’t opposes any effort for saving UE power but hoping a good balance with system performance and system complexity. So we slightly prefer applying the activated SCell measurement to all active SCell, and see analysis for gain of saving power and impact for system performance if adopting applying the deactivated SCell measurements to the active 3rd SCell or higher order CA.
3. Summary
This document discusses the topic of applying the deactivated SCell measurements to the active 3rd SCell or higher order CA, and give our observation that slightly prefer applying the activated SCell measurement to all active SCell, and see analysis for gain of saving power and impact for system performance if adopting applying the deactivated SCell measurements to the active 3rd SCell or higher order CA.
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