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1 Introduction

In RAN#68, new WI was approved [1].  In this contribution, we propose to introduce delta values into TR36.852-13.
2 Proposal
Our proposal is to approve TP described in section 4.  Although exceptional way forward including Band 41 combination was approved in [2], CA_28A-41A does not have harmonic problem so exception is not needed.  Therefore delta values can be decided according to agreed framework as below.
Table 2-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_28A-41C
	28
	0.3

	
	41
	0.3


Table 2-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_28A-41C
	28
	0

	
	41
	0
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<Start of TP>
6.X.4
ΔTIB,c and ΔRIB,c values

For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.X.4-1 and 6.X.4-2 respectively.
Table 6.X.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_28A-41C
	28
	0.3

	
	41
	0.3


Table 6.X.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_28A-41C
	28
	0

	
	41
	0


<End of TP>
