3GPP TS 36.101 V13.0.0 (2015-07)

203
Release 13


3GPP TSG-RAN WG4 Meeting #76bis













R4-156006
Sophia Antipolis, France, 12-16 Oct 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3235
	rev
	-
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Requirements for ePDCCH with 4Rx

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	

	
	

	Work item code:
	LTE_4Rx_AP_DL-Perf
	
	Date:
	2015-10-05

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Addition of ePDCCH requirements for 4 Rx  

	
	

	Summary of change:
	

	
	

	Consequences if not approved:
	There will not be any ePDCCH requirements for 4Rx

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	x
	
	 Test specifications
	TS 36.521-1

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	


8.8
Demodulation of EPDCCH

The receiver characteristics of the EPDCCH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). For the distributed transmission tests in 8.8.1, EPDCCH and PCFICH are tested jointly, i.e. a miss detection of PCFICH implies a miss detection of EPDCCH. For other tests, EPDCCH and PCFICH are not tested jointly.
8.8.1
Distributed Transmission 

8.8.1.1
FDD

The parameters specified in Table 8.8.1.1-1 are valid for all FDD distributed EPDCCH tests unless otherwise stated.
Table 8.8.1.1-1: Test Parameters for Distributed EPDCCH
	Parameter
	Unit
	Value

	Number of PDCCH symbols
	symbols
	2 (Note 1)

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
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	dBm/15kHz
	-98

	Cyclic prefix
	
	Normal

	Subframe Configuration
	
	Non-MBSFN

	Precoder Update Granularity
	PRB
	1

	
	ms
	1

	Beamforming Pre-Coder
	
	Annex B. 4.4

	Cell Specific Reference Signal
	
	Port 0 and 1

	Number of EPDCCH Sets Configured
	
	2 (Note 2)

	Number of PRB per EPDCCH Set
	
	4 (1st Set)

 8 (2nd Set)

	EPDCCH Subframe Monitoring
	
	NA

	PDSCH TM
	
	TM3

	DCI Format
	
	2A

	Note 1:
The starting symbol for EPDCCH is derived from the PCFICH. RRC signalling epdcch-StartSymbol-r11 is not configured.

Note 2:
The two sets are distributed EPDCCH sets and non-overlapping with PRB = {3, 17, 31, 45} for the first set and PRB = {0, 7, 14, 21, 28, 35, 42, 49} for the second set. EPDCCH is scheduled in the first set for Test 1 and second set for Test 2, respectively. Both sets are always configured. 


For the parameters specified in Table 8.8.1.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.8.1.1-2. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.1.1-2: Minimum performance Distributed EPDCCH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 ECCE
	R.55 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	2.60

	2
	10 MHZ
	16 ECCE 
	R.56 FDD
	OP.7 FDD
	EVA70
	2 x 2 Low
	1
	-3.20


The requirements in Table 8.8.1.1-3 are valid for 4Rx capable UEs. For the parameters specified in Table 8.8.1.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.8.1.1-3. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.1.1-3: Minimum performance Distributed EPDCCH for 4 Rx Antennas
	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	3
	10 MHz
	4 ECCE
	R.55 FDD
	OP.7 FDD
	EVA5
	2 x 4 Low
	1
	TBD

	4
	10 MHZ
	16 ECCE 
	R.56 FDD
	OP.7 FDD
	EVA70
	2 x 4 Low
	1
	TBD


8.8.1.1.1
Void
Table 8.8.1.1.1-1: Void
8.8.1.2
TDD

The parameters specified in Table 8.8.1.2-1 are valid for all TDD distributed EPDCCH tests unless otherwise stated.
Table 8.8.1.2-1: Test Parameters for Distributed EPDCCH
	Parameter
	Unit
	Value

	Number of PDCCH symbols
	symbols
	2 (Note 1)

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
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	Cyclic prefix
	
	Normal

	Subframe Configuration
	
	Non-MBSFN

	Precoder Update Granularity
	PRB
	1

	
	ms
	1

	Beamforming Pre-Coder
	
	Annex B. 4.4

	Cell Specific Reference Signal
	
	Port 0 and 1

	Number of EPDCCH Sets Configured
	
	2 (Note 2)

	Number of PRB per EPDCCH Set
	
	4 (1st Set)

 8 (2nd Set)

	EPDCCH Subframe Monitoring
	
	NA

	PDSCH TM
	
	TM3

	DCI Format
	
	2A

	TDD UL/DL Configuration
	
	0

	TDD Special Subframe
	
	1 (Note 3)

	Note 1: 
The starting symbol for EPDCCH is derived from the PCFICH. RRC signalling epdcch-StartSymbol-r11 is not configured.

Note 2: 
The two sets are distributed EPDCCH sets and non-overlapping with PRB = {3, 17, 31, 45} for the first set and PRB = {0, 7, 14, 21, 28, 35, 42, 49} for the second set. EPDCCH is scheduled in the first set for Test 1 and second set for Test 2, respectively. Both sets are always configured.

Note 3:
 Demodulation performance is averaged over normal and special subframe.


For the parameters specified in Table 8.8.1.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.8.1.2-2. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.1.2-2: Minimum performance Distributed EPDCCH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	4 ECCE
	R.55 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	2.80

	2
	10 MHZ
	16 ECCE 
	R.56 TDD
	OP.7 TDD
	EVA70
	2 x 2 Low
	1
	-3.10


The requirements in Table 8.8.1.2-3 are valid for 4Rx capable UEs. For the parameters specified in Table 8.8.1.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.8.1.2-3. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.1.2-3: Minimum performance Distributed EPDCCH

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	3
	10 MHz
	4 ECCE
	R.55 TDD
	OP.7 TDD
	EVA5
	2 x 4 Low
	1
	TBD

	4
	10 MHZ
	16 ECCE 
	R.56 TDD
	OP.7 TDD
	EVA70
	2 x 4 Low
	1
	TBD


8.8.1.2.1
Void
Table 8.8.1.2.1-1: Void
8.8.2
Localized Transmission with TM9 

8.8.2.1
FDD

The parameters specified in Table 8.8.2.1-1 are valid for all FDD TM9 localized ePDCCH tests unless otherwise stated.
Table 8.8.2.1-1: Test Parameters for Localized EPDCCH with TM9
	Parameter
	Unit
	Value

	Number of PDCCH symbols
	symbols
	1 (Note 1)

	EPDCCH starting symbol
	symbols
	2 (Note 1)

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
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	Cyclic prefix
	
	Normal

	Subframe Configuration
	
	Non-MBSFN

	Precoder Update Granularity
	PRB
	1

	
	ms
	1

	Beamforming Pre-Coder
	
	Annex B.4.5

	Cell Specific Reference Signal
	
	Port 0 and 1

	CSI-RS Reference Signal
	
	Port 15 and 16

	CSI-RS reference signal resource configuration
	
	0

	CSI reference signal subframe configuration ICSI-RS
	
	2

	ZP-CSI-RS configuration bitmap
	
	0000010000000000

	ZP-CSI-RS subframe configuration IZP-CSI-RS
	
	2

	Number of EPDCCH Sets
	
	2 (Note 2)

	EPDCCH Subframe Monitoring pattern

subframePatternConfig-r11 
	
	1111111110  1111111101  1111111011 1111110111 (Note 3)

	PDSCH TM
	
	TM9

	Note 1:
The starting symbol for EPDCCH is signalled with epdcch-StartSymbol-r11. However, CFI is set to 1.

Note 2:
The first set is distributed transmission with PRB = {0, 49} and the second set is localized transmission with PRB = {0, 7, 14, 21, 28, 35, 42, 49}. ePDCCH is scheduled in the second set for all tests. 

Note 3:
EPDCCH is scheduled in every SF. UE is required to monitor ePDCCH for UE-specific search space only in SFs configured by subframePatternConfig-r11. Legacy PDCCH is not scheduled.


For the parameters specified in Table 8.8.2.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.8.2.1-2. EPDCCH subframe monitoring is configured and the subframe monitoring requirement in EPDCCH restricted subframes is statDTX of 99.9%.

The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.2.1-2: Minimum performance Localized EPDCCH with TM9

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	2 ECCE
	R.57 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	12.2

	2
	10 MHZ
	8 ECCE 
	R.58 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	2.5


The requirements in Table 8.8.2.1-3 are valid for 4Rx capable UEs. For the parameters specified in Table 8.8.2.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.8.2.1-3. EPDCCH subframe monitoring is configured and the subframe monitoring requirement in EPDCCH restricted subframes is statDTX of 99.9%.

The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.2.1-3: Minimum performance Localized EPDCCH with TM9

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	3 
	10 MHz
	2 ECCE
	R.57 FDD
	OP.7 FDD
	EVA5
	2 x 4 Low
	1
	TBD

	4
	10 MHZ
	8 ECCE 
	R.58 FDD
	OP.7 FDD
	EVA5
	2 x 4 Low
	1
	TBD


8.8.2.1.1
Void
Table 8.8.2.1.1-1: Void
8.8.2.1.2
Void
Table 8.8.2.1.2-1: Void
Table 8.8.2.1.2-2: Void
Table 8.8.2.1.2-3: Void
8.8.2.2
TDD

The parameters specified in Table 8.8.2.2-1 are valid for all TDD TM9 localized ePDCCH tests unless otherwise stated.

Table 8.8.2.2-1: Test Parameters for Localized EPDCCH with TM9

	Parameter
	Unit
	Value

	Number of PDCCH symbols
	symbols
	1 (Note 1)

	EPDCCH starting symbol
	symbols
	2 (Note 1)

	PHICH duration
	
	Normal

	Unused RE-s and PRB-s
	
	OCNG

	Cell ID
	
	0

	Downlink power allocation
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	Cyclic prefix
	
	Normal

	Subframe Configuration
	
	Non-MBSFN

	Precoder Update Granularity
	PRB
	1

	
	ms
	1

	Beamforming Pre-Coder
	
	Annex B.4.5

	Cell Specific Reference Signal
	
	Port 0 and 1

	CSI-RS Reference Signal
	
	Port 15 and 16

	CSI-RS reference signal resource configuration
	
	0

	CSI reference signal subframe configuration ICSI-RS
	
	0

	ZP-CSI-RS configuration bitmap
	
	0000010000000000

	ZP-CSI-RS subframe configuration IZP-CSI-RS
	
	0

	Number of EPDCCH Sets
	
	2 (Note 2)

	EPDCCH Subframe Monitoring pattern

subframePatternConfig-r11 
	
	1100011000  1100010000  1100011000  1100001000   1100011000  1000011000  1100011000 (Note 3)

	PDSCH TM
	
	TM9

	TDD UL/DL Configuration
	
	0

	TDD Special Subframe
	
	1 (Note 4)

	Note 1:
The starting symbol for EPDCCH is signalled with epdcch-StartSymbol-r11. However, CFI is set to 1.

Note 2:
The first set is distributed transmission with PRB = {0, 49} and the second set is localized transmission with PRB = {0, 7, 14, 21, 28, 35, 42, 49}. ePDCCH is scheduled in the second set for all tests. 

Note 3:
EPDCCH is scheduled in every SF. UE is required to monitor ePDCCH for UE-specific search space only in SFs configured by subframePatternConfig-r11. Legacy PDCCH is not scheduled.

Note 4:
Demodulation performance is averaged over normal and special subframe.


For the parameters specified in Table 8.8.2.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.2.2.2-2. EPDCCH subframe monitoring is configured and the subframe monitoring requirement in EPDCCH restricted subframes is statDTX of 99.9%.

The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.2.2-2: Minimum performance Localized EPDCCH with TM9

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	2 ECCE
	R.57 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	12.8

	2
	10 MHZ
	8 ECCE 
	R.58 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	2.0


The requirements in Table 8.8.2.2-3 are valid for 4Rx capable UEs. For the parameters specified in Table 8.8.2.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.2.2.2-3. EPDCCH subframe monitoring is configured and the subframe monitoring requirement in EPDCCH restricted subframes is statDTX of 99.9%.

The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.2.2-3: Minimum performance Localized EPDCCH with TM9

	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	3
	10 MHz
	2 ECCE
	R.57 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	TBD

	4
	10 MHZ
	8 ECCE 
	R.58 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	TBD


8.8.2.2.1
Void
Table 8.8.2.2.1-1: Void
8.8.2.2.2
Void
Table 8.8.2.2.2-1: Void
Table 8.8.2.2.2-2: Void
Table 8.8.2.2.2-3: Void
8.8.3
Localized transmission with TM10 Type B quasi co-location type
8.8.3.1
FDD

For the parameters specified in Table 8.8.3.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified values in Table 8.8.3.1-2. In Table 8.8.3.1-1, transmission point 1 (TP 1) is the serving cell. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.3.1-1: Test Parameters for Localized Transmission TM10 Type B quasi co-location type
	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP 1
	TP 2
	TP 1
	TP 2

	PHICH duration
	
	Normal

	Downlink power allocation
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	0dB power imbalance is considered between TP 1 and TP 2,
	Reference value in Table 8.8.3.1-2
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	Reference value in Table 8.8.3.1-2
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	Bandwidth
	MHz
	10
	10
	10
	10

	Number of configured EPDCCH Sets
	
	2 (Note 1)
	2 (Note1)

	EPDCCH-PRB-Set ID (setConfigId)
	
	0
	1
	0
	1

	Transmission type of EPDCCH-PRB-set
	
	Localized
	Localized
	Localized
	Localized

	Number of PRB pair per EPDCCH-PRB-set 
	PRB
	8
	8
	8
	8

	EPDCCH beamforming model
	
	Annex B.4.5
	Annex B.4.5
	Annex B.4.5
	Annex B.4.5

	PDSCH transmission mode
	
	TM10
	TM10
	TM10
	TM10

	PDSCH transmission scheduling
	
	Blanked in all the subframes
	Transmit in all the subframes
	Probability of occurrence of PDSCH transmission is 30% (Note 3)
	Probability of occurrence of PDSCH transmission is 70% (Note 3)

	Non-zero power CSI reference signal (NZPId=1)
	CSI reference signal configuration
	
	N/A
	0
	N/A
	0

	
	CSI reference signal subframe configuration ICSI-RS
	
	N/A
	2
	N/A
	2

	Non-zero power CSI reference signal (NZPId=2)
	CSI reference signal configuration
	
	N/A
	N/A
	10
	N/A

	
	CSI reference signal subframe configuration ICSI-RS
	
	N/A
	N/A
	2
	N/A

	Zero power CSI reference signal

(ZPId=1)
	CSI-RS Configuration list (ZeroPowerCSI-RS bitmap)
	Bitmap
	N/A
	0000010000000000
	N/A
	1000010000000000

	
	CSI-RS subframe configuration ICSI-RS
	
	N/A
	2
	N/A
	2

	Zero power CSI reference signal

(ZPId=2)
	CSI-RS Configuration list (ZeroPowerCSI-RS bitmap)
	Bitmap
	N/A
	N/A
	1000010000000000
	N/A

	
	CSI-RS subframe configuration ICSI-RS
	
	N/A
	N/A
	2
	N/A

	PQI set 0

(Note 4)
	Non-Zero power CSI RS Identity (NZPId)
	
	N/A
	1
	N/A
	1

	
	Zero power CSI RS Identity (ZPId)
	
	N/A
	1
	N/A
	1

	PQI set 1

(Note 4)
	Non-Zero power CSI RS Identity (NZPId)
	
	N/A
	N/A
	2
	N/A

	
	Zero power CSI RS Identity (ZPId)
	
	N/A
	N/A
	2
	N/A

	Number of PDCCH symbols
	Symbols
	1 (Note 2)

	EPDCCH starting position
	
	pdsch-Start-r11=2 (Note 2)
	pdsch-Start-r11=2 (Note 2)
	pdsch-Start-r11=2 (Note 2)
	pdsch-Start-r11=2 (Note 2)

	Subframe configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time offset between TPs
	(s
	N/A
	2
	N/A
	2

	Frequency shift between TPs
	Hz
	N/A
	200
	N/A
	200

	Cell ID
	
	0
	126
	0
	126

	Note 1: 
Resource blocks nPRB =0, 7, 14, 21, 28, 35, 42, 49 are allocated for both the first set and the second set.
Note 2:
The starting OFDM symbol for EPDCCH is determined from the higher layer signalling pdsch-Start-r11. And CFI is set to 1.

Note 3:
The TP from which PDSCH is transmitted shall be randomly determined independently for each subframe. Probabilities of occurrence of PDSCH transmission from TP 1 and TP 2 are specified.
Note 4:
For PQI set 0, PDSCH and EPDCCH are transmitted from TP 2. For PQI set 1, PDSCH and EPDCCH are transmitted from TP1. EPDCCH and PDSCH are transmitted from same TP.


Table 8.8.3.1-2: Minimum Performance
	Test number
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	2 ECCE
	R.59 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	13.4

	2
	2 ECCE
	R.59 FDD
	OP.7 FDD
	EVA5
	2 x 2 Low
	1
	13.4


8.8.3.2
TDD

For the parameters specified in Table 8.8.3.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified values in Table 8.8.3.2-2. In Table 8.8.3.2-1, transmission point 1 (TP1) is the serving cell. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.8.3.2-1: Test Parameters for Localized Transmission TM10 Type B quasi co-location type
	Parameter
	Unit
	Test 1
	Test 2

	
	
	TP 1
	TP 2
	TP 1
	TP 2

	PHICH duration
	
	Normal

	Downlink power allocation
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	-98

	Bandwidth
	MHz
	10
	10
	10
	10

	Number of EPDCCH Sets
	
	2 (Note 1)
	2 (Note1)

	EPDCCH-PRB-Set ID (setConfigId)
	
	0
	1
	0
	1

	Transmission type of EPDCCH-PRB-set
	
	Localized
	Localized
	Localized
	Localized

	Number of PRB pair per EPDCCH-PRB-set 
	PRB
	8
	8
	8
	8

	EPDCCH beamforming model
	
	Annex B.4.5
	Annex B.4.5
	Annex B.4.5
	Annex B.4.5

	PDSCH transmission mode
	
	TM10
	TM10
	TM10
	TM10

	PDSCH transmission scheduling
	
	Blanked in all the subframes
	Transmit in all the subframes
	Probability of occurrence of PDSCH transmission is 30% (Note 3)
	Probability of occurrence of PDSCH transmission is 70% (Note 3)

	CSI reference signal configurations
	
	Antenna ports 15,16
	Antenna ports 15,16
	Antenna ports 15,16
	Antenna ports 15,16

	Non-zero power CSI reference signal (NZPId=1)
	CSI reference signal configuration
	
	N/A
	0
	N/A
	0

	
	CSI reference signal subframe configuration ICSI-RS
	
	N/A
	0
	N/A
	0

	Non-zero power CSI reference signal (NZPId=2)
	CSI reference signal configuration
	
	N/A
	N/A
	10
	N/A

	
	CSI reference signal subframe configuration ICSI-RS
	
	N/A
	N/A
	0
	N/A

	Zero power CSI reference signal

(ZPId=1)
	CSI-RS Configuration list (ZeroPowerCSI-RS bitmap)
	Bitmap
	N/A
	0000010000000000
	N/A
	1000010000000000

	
	CSI-RS subframe configuration ICSI-RS
	
	N/A
	0
	N/A
	0

	Zero power CSI reference signal

(ZPId=2)
	CSI-RS Configuration list (ZeroPowerCSI-RS bitmap)
	Bitmap
	N/A
	N/A
	1000010000000000
	N/A

	
	CSI-RS subframe configuration ICSI-RS
	
	N/A
	N/A
	0
	N/A

	PQI set 0

(Note 4)
	Non-Zero power CSI RS Identity (NZPId)
	
	N/A
	1
	N/A
	1

	
	Zero power CSI RS Identity (ZPId)
	
	N/A
	1
	N/A
	1

	PQI set 1

(Note 4)
	Non-Zero power CSI RS Identity (NZPId)
	
	N/A
	N/A
	2
	N/A

	
	Zero power CSI RS Identity (ZPId)
	
	N/A
	N/A
	2
	N/A

	Number of PDCCH symbols
	Symbols
	1 (Note 2)

	EPDCCH starting position
	
	pdsch-Start-r11=2 (Note 2)
	pdsch-Start-r11=2 (Note 2)
	pdsch-Start-r11=2 (Note 2)
	pdsch-Start-r11=2 (Note 2)

	Subframe configuration
	
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN
	Non-MBSFN

	Time offset between TPs
	(s
	N/A
	2
	N/A
	2

	Frequency shift between TPs
	Hz
	N/A
	200
	N/A
	200

	Cell ID
	
	0
	126
	0
	126

	TDD UL/DL configuration
	
	0

	TDD special subframe
	
	1

	Note 1: 
Resource blocks nPRB = 0, 7, 14, 21, 28, 35, 42, 49 are allocated for both the first set and the second set.
Note 2:
The starting OFDM symbol for EPDCCH is determined from the higher layer signalling pdsch-Start-r11. And CFI is set to 1.
Note 3:
The TP from which PDSCH is transmitted shall be randomly determined independently for each subframe. Probabilities of occurrence of PDSCH transmission from TP 1 and TP 2 are specified.
Note 4:
For PQI set 0, PDSCH and EPDCCH are transmitted from TP 2.  For PQI set 1, PDSCH and EPDCCH are transmitted from TP1. EPDCCH and PDSCH are transmitted from same TP.


Table 8.8.3.2-2: Minimum Performance 
	Test number
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	2 ECCE
	R.59 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	13.6

	2
	2 ECCE
	R.59 TDD
	OP.7 TDD
	EVA5
	2 x 2 Low
	1
	13.6
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