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---Start of changes---
A
Band 66 Independent of Release

Band 66 is specified in Release 13 but is defined as a release-independent frequency band. This approach aligns the Band 66 with other frequency bands when considering features that have to be supported in different releases.

A.1
Band 66 UE

UEs that conform to Release 12 and support Band 66 shall support the following requirements in Release 13.

A.1.1
RF Requirements
The UE shall comply with the RF requirements for Band 66 specified in [4], which are listed in Table B.4.1-1 of [6].

A.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 66 specified in [5], which are listed in Table B.2.1-1 of [6]. 

B
CA configuration CA_66A-66A Independent of Release

CA configuration CA_66A-66A is specified in Release 13 but is defined as a release-independent CA configuration for Rel-11 upwards for UE Categories specified in [7].
B.1
CA_66A-66A UE

UEs that conform to Release 12 and support CA_66A-66A shall support the following requirements in Release 13.

B.1.1
RF Requirements
The UE shall comply with the RF requirements for CA_66A-66A specified in [4] which are listed in Table B.4.5-1 of [6].

B.1.2
RRM Requirements
The UE shall comply with the RRM requirements for CA_66A-66A specified in [5] which are listed in Table B.2.3-1 of [6].

B.1.3
Demodulation performance and CSI reporting Requirements
The UE shall comply with the tests applicable for CA_66A-66A among the demodulation performance and CSI reporting requirements specified in [4] and listed in Table B.3.2-1 of [6].
C
CA configuration CA_66C Independent of Release
CA configuration CA_66C is specified in Release 13 but is defined as a release-independent CA configuration for Rel-10 upwards.
C.1
CA_66C UE
UEs that conform to Release 12 and support CA_66C shall support the following requirements in Release 13. 
C.1.1
RF Requirements

The UE shall comply with the RF requirements for CA_66C specified in [4] which are listed in Table B.4.2-1 of [6].
C.1.2
RRM Requirements

The UE shall comply with the RRM Requirements for CA_66C specified in [5] which are listed in Table B.2.2-1 of [6].

C.1.3
Demodulation performance and CSI reporting Requirements

The UE shall comply with the tests applicable for CA_66C among the CA demodulation performance and CSI reporting requirements specified in [4] and listed in Table B.3.2-1 of [6].
--- End of changes ---
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