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---START OF CHANGES---
8.8.2
Intra-frequency measurements requirements on PCell

PCell intra-frequency measurements shall meet all applicable requirements in clause 8.1.2.2. Additionally, if PCell measurements based on SCG activity are configured and if SCG DRX is not in use, then the PCell intra-frequency requirements for when DRX is not in use shall apply. Otherwise, if MCG DRX is in use, then the PCell intra-frequency requirements for when DRX is in use in clause 8.1.2.2 shall apply and shall depend on the MCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply. The applicable measurement accuracy requirements are in clause 9.1.
8.8.3
Intra-frequency measurements requirements on PSCell
PSCell starts with activated state upon configuration and cannot be deactivated. PSCell intra-frequency measurements shall meet all applicable requirements in clause 8.1.2.2. If SCG DRX is in use, then the PSCell intra-frequency requirements for when DRX is in use in clause 8.1.2.2 shall apply and shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply. The applicable measurement accuracy requirements are in clause 9.1.
8.8.4
Inter-frequency and inter-RAT measurement requirements
Inter-frequency measurements shall meet all applicable requirements in clause 8.1.2.3. If the inter-frequency carrier is configured to follow MCG DRX and if MCG DRX is in use, then the inter-frequency requirements for when DRX is in use in clause 8.1.2.3 shall apply and shall depend on the MCG DRX cycle. If the inter-frequency carrier is configured to follow SCG DRX and if SCG DRX is in use, then the inter-frequency requirements for when DRX is in use in clause 8.1.2.3 shall apply and shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply. The applicable measurement accuracy requirements are in clause 9.1.
Inter-RAT measurements shall meet all applicable requirements in clause 8.1.2.4. If the inter-RAT carrier is configured to follow MCG DRX and if MCG DRX is in use, then the inter-RAT requirements for when DRX is in use in clause 8.1.2.4 shall apply and shall depend on the MCG DRX cycle. If the inter-RAT carrier is configured to follow SCG DRX and if SCG DRX is in use, then the inter-RAT requirements for when DRX is in use in clause 8.1.2.4 shall apply and shall depend on the SCG DRX cycle. Otherwise, the requirements for when DRX is not in use shall apply. The applicable measurement accuracy requirements are in clause 9.2, 9.3, 9.4 and 9.5.8.9
MBSFN Measurements
---END OF CHANGES---
