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1 Introduction
Based on the LS from RAN1[1], the RSRP/RSRQ measurement accuracy needs to be evaluated in LAA. This contribution provides the corresponding simulation assumptions.
2 Simulation assumptions
The link level simulation assumptions for RSRP and RSRQ are shown in Table 1.

Table 1: Simulation parameters for measurement in LAA
	Parameters
	Value
	Comments

	Measurement bandwidth
	6, 25,50RBs
	RSRP measured over 6, 25,50 RBs

	System bandwidth
	50 resource blocks
	

	DMTC (Discovery signal Measurement Timing Configuration)
	160ms
	

	DRS occasion duration
	12 symbols
	The signals comprising the LAA DRS are the same as symbols 0-11 of the Rel-12 DRS for FDD (LAA assumes normal CP)
· DRS occasion duration is 12 symbols [1]

	DRS availability
	-
	DRS is present in all DRS occasions

	L1 measurement 
	i*160 ms, where

· i=1 (single shot) 

· i=2 and i=3 (multi-shot)
	

	L3 filtering
	Disabled
	

	Transmit antenna
	1 and 2
	The number of transmit antennas in DRS and outside DRS is the same.

	Receive antennas
	2
	The receive diversity rule as defined in TS 36.214. Both antennas with equal gain, no correlation between them.

	DRX/DTX
	OFF
	DRX/DTX to be considered at later stage

	Propagation conditions
	Baseline: AWGN, EPA5, ETU30
	

	CP Length
	Normal
	

	Frequency band
	5GHz
	

	Ês/Iot
	-6,-5,-4, -3,-2,-1 dB
	


3 Performance metrics
· RSRP measurement accuracy : Delta RSRP = (estimated RSRP – ideal RSRP) 

· RSRQ measurement accuracy: Delta RSRQ = (estimated RSRQ – ideal RSRQ)
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