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	Reason for change:
	As currently written, the simplified testing method is mandatory for DC-HSDPA, DB-DC-HSDPA, 4C-HSDPA or Multiflow HSDPA tests which require more than 8 independent faders. This restricts unnecessarily the implementation, particularly for test systems that are capable of measuring all carriers in parallel.


	
	

	Summary of change:
	Revise the wording so that the simplified testing method becomes optional.


	
	

	Consequences if not approved:
	Test systems that are capable of measuring all carriers in parallel would be prevented from doing so, and therefore prevented from making a faster measurement.
Isolated impact analysis:

No change to UE requirements. Affects test implementation only.
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<< Unchanged sections omitted >>
C.5.4
Simplified Multi Carrier HSDPA testing method

For DC-HSDPA, DB-DC-HSDPA or 4C-HSDPA tests which require more than 8 independent faders, if a test system cannot support a throughput measurement with fading on all carriers simultaneously, the simplified testing method shall be used.
In the simplified testing method, the resulting propagation channel(s) shall be generated by considering a number of independent faders needed for one carrier and connecting them to the signal of randomly chosen carrier(s). The maximum number of channel faders on the test will be less than or equal to 8. The remaining carrier(s) shall be connected without a channel fader but with AWGN. The throughput is then collected only for the carrier(s) connected to channel faders.
In the simplified testing method, the test shall be repeated by choosing carrier(s) excluding already chosen carrier(s) until all the carrier(s) are tested under fading conditions. The sum of all the collected throughputs from each carrier shall be compared against the reference value in the requirements.
All supported carriers shall be configured and activated during the test.
C.5.4A
Simplified Multiflow HSDPA testing method

For Multiflow HSDPA tests which require more than 8 independent faders, if a test system cannot support a throughput measurement with fading on all carriers simultaneously, the simplified testing method shall be used.
In the simplified testing method, the resulting propagation channel(s) shall be generated by considering a number of independent faders needed for one carrier frequency and connecting them to the signal of randomly chosen carrier(s). The maximum number of channel faders on the test will be less than or equal to 8. The remaining carrier(s) shall be connected without a channel fader but with AWGN. The throughput is then collected only for the carrier(s) connected to channel faders.
In the simplified testing method, the test shall be repeated by choosing carrier(s) excluding already chosen carrier(s) until all the carrier(s) are tested under fading conditions.
All supported carriers shall be configured and activated during the test.
<< End of changes >>



















































































































































































































































































































































