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1
Introduction
This contribution proposes an update on the BS co-existence requirements in TR 36.895 in line with the CR in [1]. 
2
Proposal

It is proposed that the attached text proposal below is approved and included in TR 36.895.
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TEXT PROPOSAL:

<start of text proposal >
8.2.2 
Additional spurious emissions requirements
Table 8.2.2-1 and 8.2.2-2 reflect the changes needed in in Clause 6.6.4.3 of TS 36.104 and Clause 6.6.4.5.4 of TS 36.141 as well as in Clause 6.6.1.3 of TS 37.104 and Clause 6.6.1.5.5 of TS 37.141
Table 8.2.2-1: BS Spurious emissions limits for E-UTRA BS for co-existence with systems operating in other frequency bands
	System type for E-UTRA to co-exist with
	Frequency range for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	E-UTRA Band 28
	758 - 803 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 28, 44 or [67].

	
	703 - 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in band 28, since it is already covered by the requirement in subclause 6.6.4.2. This requirement does not apply to E-UTRA BS operating in Band 44. For E‑UTRA BS operating in Band [67], it applies between 703-736 MHz. 

	E-UTRA Band [67]
	738 – 758 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to E-UTRA BS operating in Band 28 or Band [67].

	
	
	
	
	


Table 8.2.2-2: Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands
	Type of coexistence BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	E-UTRA Band 28
	703 – 748 MHz
	-71 dBm
	100 kHz
	This requirement does not apply to Home BS operating in band 28, since it is already covered by the requirement in sub-clause 6.6.4.2. This requirement does not apply to Home BS operating in Band 44. For E‑UTRA BS operating in Band [67], it applies between 703-736 MHz.

	
	
	
	
	


<end of text proposal >
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