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1 Introduction

In RAN#68, new WI was approved [1] and it includes work for inter-band 2DL CA of B28 + B42.  In this contribution, we propose to introduce delta values for CA_B28+B42 into TR36.852-13.
2 Proposal
Our proposal is to approve TP described in section 4.  This combination is classified as Class A2.  In addition, way forward was approved that HTF (Harmonic Trap Filter) should be assumed in [2].  Furthermore, delta values were reported from one company in RAN4#76-bis [3].  Considering factors above, delta values can be agreed as below;
Table 2-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_28A-42A
	28
	0.5

	
	42
	0.8


Table 2-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_28A-42A
	28
	0.2

	
	42
	0.5


3 Reference
· 1. 
RP-151112 “New WI : LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 28, Band 42 and Band 42”, KDDI et al.
· 2. 
R4-154259 “MSD Simulation request for CA_28A-42A”, KDDI
· 3.   R4-156520 “B28+B42 MSD”, Qualcomm Incorporated
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<Start of TP>
7.2.16.1.4
∆TIB and ∆RIB values
For two simultaneous DLs and one UL the (TIB,c and (RIB values are shown in table 7.2.16.1.4-1, and in table 7.2.16.1.4-2:

Table 7.2.16.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_28A-42A
	28
	0.5

	
	42
	0.8


Table 7.2.16.1.4-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_28A-42A
	28
	0.2

	
	42
	0.5


<End of TP>
