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<< Start of changes >>
7.3
Reference sensitivity power level

The reference sensitivity power level REFSENS is the minimum mean power applied to both the UE antenna ports at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

7.3.1

Minimum requirements (QPSK) 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and table 7.3.1-2. For the REFSENS calculation antenna cross-coupling is assumed. For conducted mode tests the antennas are disconnected. 
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex Mode

	1
	
	
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-102.7
	-99.7
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	
	
	-100
	-97
	
	
	FDD

	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	
	
	-99
	-96
	-94.2
	-93
	FDD

	10
	
	
	-100
	-97
	-95.2
	-94
	FDD

	11
	
	
	-100
	-97
	
	
	FDD

	12
	-101.7
	-98.7
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	
	-97
	-94
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	
	
	-97
	-94
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	-100
	-97
	-95.2
	-94
	TDD

	34
	
	
	-100
	-97
	-95.2
	
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	
	
	-100
	-97
	-95.2
	-94
	TDD

	38
	
	
	-100
	-97
	-95.2
	-94
	TDD

	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	Note 1:
The transmitter shall be set to PUMAX as defined in clause 6.2.5
Note 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.



Table 7.3.1-2 specifies the minimum number of allocated uplink resource blocks for which the reference receive sensitivity requirement must be met.

Table 7.3.1-2: Minimum uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	
	
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	
	
	FDD

	6
	
	
	25 
	251
	
	
	FDD

	7
	
	
	25 
	50 
	751
	751
	FDD

	8
	6 
	15
	25 
	251
	
	
	FDD

	9
	
	
	25 
	50 
	501
	501
	FDD

	10
	
	
	25 
	50 
	75 
	100 
	FDD

	11
	
	
	25 
	251
	
	
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	
	
	201
	201
	
	
	FDD

	14
	
	
	151
	151
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	
	
	201
	201
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	25 
	50 
	75 
	100 
	TDD

	34
	
	
	25 
	50 
	75
	
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	
	
	25 
	50 
	75 
	100 
	TDD

	38
	
	
	25 
	50 
	75
	100
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	25
	50 
	75 
	100 
	TDD

	Note 1:       The number of UL  resource blocks allocated is less than the total resources blocks supported by the channel bandwidth. The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).


Unless given by Table 7.3.1-3, the minimum requirements specified in Tables 7.3.1-1 and 7.3.1-2 shall be verified with the network signalling value NS_01 (Table 6.2.4-1) configured. 

Table 7.3.1-3: Network Signalling Value for reference sensitivity

	E-UTRA Band
	Network Signalling value

	2
	NS_03 

	4
	NS_03

	10
	NS_03

	12
	NS_06

	13
	NS_06

	14
	NS_06

	17
	NS_06


<< End of changes >>
