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1. Introduction

At the RAN4 #76bis meeting, the way forward on the PDSCH demodulation test with layer 1 and 2 was agreed [1]. In this contribution, we provide our evaluation results according to the agreed way forward. 

2. Evaluation results
2.1. Simulation assumption
The brief summary of the simulation assumption is presented in Table 1 based on [1]. 
Table 1. Simulation assumption
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FRC Receiver

Antenna

config.

Antenna corr.

Tranmission

layer

Channel

model

MCS

Interference

assumption

#1 TM2

8.2.1.2.1

Test1

R.11 FDD MMSE 2x4

New medium

(ULA)

1 EVA5

16QAM

R=1/2

N/A

#2 TM3

8.2.1.3.1

Test1

R.11 FDD MMSE 2x4 Low 2 EVA70

16QAM

R=1/2

N/A

#3 TM4

8.2.1.4.3

Test 1

R.36 FDD MMSE 4x4 Low 2 EPA5

64QAM

R=1/2

N/A

#4 TM9 8.3.1.2 R.51 FDD MMSE 2x4 Low 2 ETU5

16QAM

R=1/2

1 cell but only CRS

(Es/Noc=7.25dB)

#5 TM4 8.2.1.4.1B R.47 FDD MMSE-IRC 2x4 Low 1 EVA5

16QAM

R=0.30

1 cell (DIP=-1.73dB

or INR1=3.1dB)

#6 TM9 8.3.1.1A R.48 FDD MMSE-IRC 2x4 Low 1 EVA5

QPSK,

R=0.44

1 cell (DIP=-1.73dB

or INR1=3.1dB)


2.2. Alignment results
Table 2 summarizes our evaluation results. In this table, the required SNRs (or SINRs for test case #5 and 6) on 70%ile throughput are shown. The details of the results are provided in Annex. Note that those results do not include the impairment margin.
Table 2. Evaluation results for up to 64QAM
[image: image2.emf]Test case #1 #2 #3 #4 #5 #6

Required SNR (dB) 1.9 6 TBD 6.4 -4.4 0.4


3. Conclusion
In this contribution, we provide our evaluation results for layer 1 and 2 PDSCH demodulation.
References

[1] 3GPP, R4-156860, Ericsson, “Way Forward on 4Rx PDSCH performance 1 and 2 Layers,” Oct. 2015.
Annex
[image: image3.emf]0

2

4

6

8

10

12

-4 -2 0 2 4 6 8 10

Averaged received SNR (dB)

Throughput (Mbps)

4Rx

2Rx


Figure A1. Evaluation results for Transmission mode 2 (Single cell)
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Figure A2. Evaluation results for Transmission mode 3 (Single cell)
TBD
Figure A3. Evaluation results for Transmission mode 4 (Single cell)
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Figure A4. Evaluation results for Transmission mode 9 (Single cell)
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Figure A5. Evaluation results for Transmission mode 6 (Multi cell)
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Figure A6. Evaluation results for Transmission mode 9 (Multi cell)
- 3/3 -

