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---Start of changes---
[bookmark: _Toc360742789]6.6.3.2.2	Category B (Option 2)
The limits in this subclause are intended for Europe and may be applied regionally for BS operating in band 1, 3, 8, 22, 33, or 34, 42 or 43.
For a BS operating in band 1, 3, 8, 33 or 34, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2-1 below for 5, 10, 15 and 20 MHz channel bandwidth: 
Table 6.6.3.2.2-1: Regional operating band unwanted emission limits in band 1, 3, 8, 22, 33,  or 34, 42 or 43  for 5, 10, 15 and 20 MHz channel bandwidth for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz  f < 0.2 MHz
	0.015MHz  f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz  f < 1 MHz
	0.215MHz  f_offset < 1.015MHz
	

	30 kHz 

	(Note 4)
	1.015MHz  f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz  f  
min( 10 MHz, fmax) 
	1.5 MHz  f_offset < 
min(10.5 MHz, f_offsetmax)
	-13 dBm
	1 MHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1 MHz 



For a BS operating in band 1, 3, 8, 33 or 34, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2‑2 below for 3 MHz channel bandwidth:   
Table 6.6.3.2.2-2: Regional operating band unwanted emission limits in band 1, 3, 8, 33 or 34 for 3 MHz channel bandwidth for Category B 
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz  f < 0.05 MHz
	0.015 MHz  f_offset < 0.065 MHz 
	

	30 kHz 

	0.05 MHz  f < 0.15 MHz
	0. 065 MHz  f_offset < 0.165 MHz 
	

	30 kHz 

	0.15 MHz  f < 0.2 MHz
	0.165MHz  f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz  f < 1 MHz
	0.215MHz  f_offset < 1.015MHz
	

	30 kHz 

	(Note 4)
	1.015MHz  f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz  f  
6 MHz
	1.5 MHz  f_offset < 
6.5 MHz
	-13 dBm
	1 MHz 

	6 MHz  f  fmax
	6.5 MHz  f_offset < f_offsetmax 
	-15 dBm
	1 MHz 



For a BS operating in band 1, 3, 8, 33 or 34, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2‑3 below for 1.4 MHz channel bandwidth:   
Table 6.6.3.2.2-3: Regional operating band unwanted emission limits in band 1, 3, 8, 33 or 34 for 1.4 MHz channel bandwidth for Category B 
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz  f < 0.05 MHz
	0.015 MHz  f_offset < 0.065 MHz 
	

	30 kHz 

	0.05 MHz  f < 0.15 MHz
	0. 065 MHz  f_offset < 0.165 MHz 
	

	30 kHz 

	0.15 MHz  f < 0.2 MHz
	0.165MHz  f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz  f < 1 MHz
	0.215MHz  f_offset < 1.015MHz
	

	30 kHz 

	(Note 4)
	1.015MHz  f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz  f  2.8 MHz 
	1.5 MHz  f_offset < 3.3 MHz
	-13 dBm
	1 MHz 

	2.8 MHz  f  fmax
	3.3 MHz  f_offset < f_offsetmax 
	-15 dBm
	1 MHz 





---End of changes---
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