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1. Introduction

This contribution provides a TP for TR 36.714-00-00 to include the requirements for the Intra-band CA combination 46A-46A, CA_46A-46C and CA_46A-46D as defined in RP-161473 [1].

2. Text Proposal
---Start of changes---

6.X
CA_2DL_ CA_46A-46A_0UL_BCS0, CA_3DL_ CA_ 46A-46C_0UL_BCS0 and CA_4DL_ CA_ 46A-46D_0UL_BCS0
6.X.1
Channel bandwidths per operating band for CA
Table 6.X.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46A-46A 1
	-
	20
	20
	
	
	40
	0

	CA_46A-46C 1
	-
	20
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	60
	0

	CA_46A-46D 1
	-
	20
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	80
	0

	NOTE 1: 
Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


---End of changes---
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