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1 Introduction

In RAN4#76bis, simulation assumptions for LAA CSI-RSRP measurements were agreed in [1]. In this contribution, we provide simulation results, based on the agreed assumptions.
2 Simulation Results
In Table 1, we present measurement simulation results based on the simulation assumptions agreed in [1].
In this table:

· CSI-RSRP* corresponds to the case when the estimated value is compared to the CSI-RSRP computed without noise but including channel effects (difficult to test when it is not known how ideal measurement is computed.

· CSI-RSRP (notation without “*”) corresponds to the case when the estimated value is compared to the theoretical CSI-RSRP which is an infinite average of the channel (easier to test).

Table 1: CSI-RSRP results, AWGN
	 
	 
	 
	AWGN

	# RBs
	i
	SINR
	CSI-RSRP
	CSI-RSRP*

	6
	1
	-4
	4.71
	4.71

	
	
	-3
	4.24
	4.24

	
	
	-2
	3.81
	3.81

	
	
	-1
	3.40
	3.40

	
	
	0
	3.02
	3.02

	
	2
	-4
	4.05
	4.05

	
	
	-3
	3.58
	3.58

	
	
	-2
	3.17
	3.17

	
	
	-1
	2.81
	2.81

	
	
	0
	2.49
	2.49

	25
	1
	-4
	3.66
	3.66

	
	
	-3
	3.21
	3.21

	
	
	-2
	2.81
	2.81

	
	
	-1
	2.47
	2.47

	
	
	0
	2.16
	2.16

	
	2
	-4
	3.15
	3.15

	
	
	-3
	2.74
	2.74

	
	
	-2
	2.38
	2.38

	
	
	-1
	2.06
	2.06

	
	
	0
	1.78
	1.78

	50
	1
	-4
	3.14
	3.14

	
	
	-3
	2.72
	2.72

	
	
	-2
	2.36
	2.36

	
	
	-1
	2.05
	2.05

	
	
	0
	1.77
	1.77

	
	2
	-4
	2.85
	2.85

	
	
	-3
	2.46
	2.46

	
	
	-2
	2.10
	2.10

	
	
	-1
	1.81
	1.81

	
	
	0
	1.54
	1.54


3 Summary

· Observation: It seems challenging to achieve good performance over 1 subframe.
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