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<Start of Changes>
3.1
Definitions
For the purposes of the present document, the following terms and definitions apply:

Ancillary RF amplifier: piece of equipment, which when connected by RF coaxial cables to the BS, has the primary function to provide amplification between the transmit and/or receive antenna connector of a BS and an antenna without requiring any control signal to fulfil its amplifying function.

Bit Error Ratio: ratio of the bits wrongly received to all data bits sent.

NOTE:
The bits are the data bits above the convolutional/turbo decoder. The BER is the overall BER independent of frame erasures or when erased frames are not defined.

Block Error Ratio: ratio of the number of erroneous blocks received to the total number of blocks sent.

NOTE:
An erroneous block is a Transport Block whose cyclic redundancy check (CRC) is wrong.
Mean power: power (transmitted or received) in a bandwidth of at least (1+  times the chip rate of the radio access mode.

NOTE1:
α = 0,22 is the roll off factor of the WCDMA signal. The roll-off factor  is defined in [1] section 6.8.1.

NOTE2:
The period of measurement shall be at least one timeslot unless otherwise stated.

RRC filtered mean power: mean power as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated W-CDMA signal is 0,246 dB lower than the mean power of the same signal.

NOTE 2:
The roll-off factor  factor is defined in [1] section 6.8.1.
Code domain power: part of the mean power which correlates with a particular (OVSF) code channel.

NOTE:
The sum of all powers in the code domain equals the mean power in a bandwidth of (1+  times the chip rate of the radio access mode. See Annex E.2.5.1.

Output power: mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: mean power level per carrier that the manufacturer has declared to be available at the antenna connector.

Rated total output power: mean power level that the manufacturer has declared to be available at the antenna connector.

Maximum output power: mean power level per carrier of the base station measured at the antenna connector in a specified reference condition. 

MIMO mode: downlink MIMO configuration with two transmit antennas.

MIMO mode with four transmit antennas: downlink MIMO configuration with four transmit antennas.
Power control dynamic range: difference between the maximum and the minimum code domain power of a code channel for a specified reference condition.

Total power dynamic range: difference between the maximum and the minimum total power for a specified reference condition.

Secondary serving HS-DSCH cell(s): the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell.

NOTE:
There can be up to 7 secondary serving HS-DSCH cells in addition to the serving HS-DSCH cell.
1st secondary serving HS-DSCH cell: first secondary serving HS-DSCH cell

NOTE:
If the UE is configured with two uplink frequencies, the 1st secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.  If the UE is configured with a single uplink frequency, the 1st secondary serving HS-DSCH cell is a secondary serving HS-DSCH cell whose index is indicated by higher layers. 

Channel bandwidth: RF bandwidth supporting a single UTRA RF carrier.

NOTE:
the channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Channel edge: lowest or highest frequency of the UTRA carrier, separated by the channel bandwidth.

Base Station RF Bandwidth: bandwidth in which a base station transmits and receives multiple carriers simultaneously within each supported operating band.

NOTE:
in single carrier operation the channel bandwidth is equal to Base Station RF Bandwidth 

Base Station RF Bandwidth edge: frequency of one of the edges of the Base Station RF Bandwidth.
Maximum Base Station RF Bandwidth: maximum Base Station RF Bandwidth supported by a BS within each supported operating band.
Maximum Radio Bandwidth: maximum frequency difference between the upper edge of the highest used carrier and the lower edge of the lowest used carrier.
Base Station RF Bandwidth edge: frequency of one of the edges of the Base Station RF Bandwidth.
Contiguous spectrum: spectrum consisting of a contiguous block of spectrum with no sub-block gap(s).
Non-contiguous spectrum: spectrum consisting of two or more sub-blocks separated by sub-block gap(s).

Sub-block: one contiguous allocated block of spectrum for use by the same base station. 
NOTE:
There may be multiple instances of sub-blocks within a Base Station RF Bandwidth.

Sub-block bandwidth: bandwidth of one sub-block.

Sub-block gap: frequency gap between two consecutive sub-blocks within a Base Station RF Bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.

Lower sub-block edge: frequency at the lower edge of one sub-block.

NOTE:
It is used as a frequency reference point for both transmitter and receiver requirements.
Upper sub-block edge: frequency at the higher edge of one sub-block.
NOTE:
It is used as a frequency reference point for both transmitter and receiver requirements.

Multi-band Base Station: base station characterized by the ability of its transmitter and/or receiver to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different non-overlapping operating band than the other carrier(s).
Multi-carrier transmission configuration: set of one or more contiguous or non-contiguous carriers that a BS is able to transmit simultaneously according to the manufacturer’s specification.
Multi-band transmitter: transmitter characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different non-overlapping operating band than the other carrier(s).
Multi-band receiver: receiver characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different non-overlapping operating band than the other carrier(s).
Inter-band gap: The frequency gap between two supported consecutive operating bands.
Inter RF Bandwidth gap: frequency gap between two consecutive Base Station RF Bandwidths that are placed within two supported operating bands.

Total RF Bandwidth: maximum sum of Base Station RF Bandwidths in all supported operating bands.
<Next Section>
6.5.2.1.1
Definitions and applicability
The mask defined in Tables 6.18 to 6.21 below may be mandatory in certain regions. In other regions this mask may not be applied.
For BS capable of multi-band operation where multiple bands are mapped on the same antenna connector, the operating band unwanted emission limits apply also in a supported operating band without any carriers transmitted, in the case where there are carriers transmitted in another operating band.
For regions where this clause applies, the requirement shall be met by a base station transmitting on a single RF carrier configured in accordance with the manufacturer's specification. In addition, for a BS operating in non-contiguous spectrum, the requirements apply inside any sub-block gap. In addition, for a BS capable of multi-band operation, the requirements apply inside any inter RF bandwidth gap. 

For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply and the cumulative evaluation of the emission limit in the Inter RF Bandwidth gap are not applicable.

<Next Section>
6.5.2.1.5
Test requirements
The measurement results in step 2 of 6.5.2.1.4.2 shall not exceed the test requirements specified in tables 6.18 to 6.21 for the appropriate BS maximum output power, where:

-
(f is the separation between the carrier frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the carrier frequency and the centre of the measurement filter;

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in clause 3.4.1, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Inside any Inter RF Bandwidth gaps with Wgap < 20 MHz for BS operating in multiple bands, emissions shall not exceed the cumulative sum of the test requirements specified at the Base Station RF Bandwidth edges on each side of the Inter RF Bandwidth gap. The test requirement for Base Station RF Bandwidth edge is specified in Tables 6.18 to 6.21E below, where in this case:

-
(f is equal to 2.5MHz plus the separation between the Base Station RF Bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the Base Station RF Bandwidth edge.

-
f_offset is equal to 2.5MHz plus the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in section 5.2, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a BS capable of multi-band operation where multiple bands are mapped on the same antenna connector and where there is no carrier transmitted in an operating band, no cumulative limits are applied in the inter-band gap between a downlink band with carrier(s) transmitted and a downlink band without any carrier transmitted and
-
In case the inter-band gap between a downlink band with carrier(s) transmitted and a downlink band without any carrier transmitted is less than 20MHz, f_offsetmax shall be the offset to the frequency 10 MHz outside the outermost edges of the two downlink operating bands and the operating band unwanted emission limit of the band where there are carriers transmitted, as defined in the tables of the present subclause, shall apply across both downlink bands. 

-
In other cases, the operating band unwanted emission limit of the band where there are carriers transmitted, as defined in the tables of the present subclause for the largest frequency offset ((fmax), shall apply from 10 MHz below the lowest frequency, up to 10 MHz above the highest frequency of the downlink operating band without any carrier transmitted.
Inside any sub-block gap for a BS operating in non-contiguous spectrum, the measurement results shall not exceed the cumulative sum of the test requirements specified for the adjacent sub blocks on each side of the sub block gap. The test requirement for each sub block is specified in Tables 6.18 to 6.21E below, where in this case:

-
(f is equal to 2.5MHz plus the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.
-
f_offset is equal to 2.5MHz plus the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth divided by two plus 2.5MHz.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Table 6.18: Spectrum emission mask values, BS maximum output power P ( 43 dBm for UTRA FDD bands ≤ 3 GHz

	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-12.5 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-24.5 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-11.5 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0 MHz ( f_offset < f_offsetmax 
	-11.5 dBm
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in 6.5.3.7.1 and 6.5.3.7.2 shall be met.

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.18A: Spectrum emission mask values, BS maximum output power P ( 43 dBm for UTRA FDD bands > 3 GHz

	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-12.2 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-24.2 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-11.2 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0 MHz ( f_offset < f_offsetmax 
	-11.2 dBm
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in 6.5.3.7.1 and 6.5.3.7.2  shall be met.

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.19: Spectrum emission mask values, BS maximum output power 39 ( P < 43 dBm for UTRA FDD bands ≤ 3 GHz

	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-12.5 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-24.5 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-11.5 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 54.5 dB
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in clause 6.5.3.7.1 and 6.5.3.7.2 shall be met. 

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.19A: Spectrum emission mask values, BS maximum output power 39 ( P < 43 dBm for UTRA FDD bands > 3 GHz

	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-12.2 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
	
[image: image4.wmf]dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

715

.

2

_

15

2

.

12


	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-24.2 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-11.2 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 54.2 dB
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in clause 6.5.3.7.1 and 6.5.3.7.2 shall be met.

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.20: Spectrum emission mask values, BS maximum output power 31 ( P < 39 dBm for UTRA FDD bands ≤ 3 GHz

	Frequency offset of measurement filter -3 dB point,(f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	P - 51.5 dB
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	P - 63.5 dB
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	P - 50.5 dB
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 54.5 dB
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in 6.5.3.7.1 and 6.5.3.7.2 shall be met.

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.20A: Spectrum emission mask values, BS maximum output power 31 ( P < 39 dBm for UTRA FDD bands > 3 GHz

	Frequency offset of measurement filter -3 dB point,(f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)

	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	P - 51.2 dB
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	P - 63.2 dB
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	P - 50.2 dB
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 54.2 dB
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in 6.5.3.7.1 and 6.5.3.7.2 shall be met.

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.21: Spectrum emission mask values, BS maximum output power P < 31 dBm for UTRA FDD bands ≤ 3 GHz

	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-20.5 dBm
	30 kHz 

	2.7 ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-32.5 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-19.5 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	-23.5 dBm
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in 6.5.3.7.1 and 6.5.3.7.2 shall be met.

NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


Table 6.21a: Spectrum emission mask values, BS maximum output power P < 31 dBm for UTRA FDD bands > 3 GHz

	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement (Note 1, 2)
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-20.2 dBm
	30 kHz 

	2.7 ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	(Note 3)
	3.515MHz ( f_offset < 4.0MHz 
	-32.2 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-19.2 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	-23.2 dBm
	1 MHz 

	NOTE 1:
For BS supporting non-contiguous spectrum operation the test requirement within sub-block gaps within any operating band is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 12.5MHz from both adjacent sub blocks on each side of the sub-block gap, where the spurious emission test requirements in 6.5.3.7.1 and 6.5.3.7.2 shall be met.

NOTE 2: 
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the Inter RF Bandwidth gap.


For operation in band II, IV, V, X, XII, XIII, XIV, XXV and XXVI, the applicable additional requirement in Tables 6.21A, 6.21B or 6.21C  apply in addition to the minimum requirements in Tables 6.18 to 6.21.

Table 6.21A: Additional spectrum emission limits for Bands II, IV, X, XXV
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	4.0MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz 


Table 6.21B: Additional spectrum emission limits for Bands V, XXVI

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	3.55MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.21C: Additional spectrum emission limits for Bands XII, XIII,  XIV
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.615MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( (fmax
	2.65MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


For Home BS, the applicable additional requirements in Tables 6.21D or 6.21E apply in addition to the minimum requirements in Tables 6.18 to 6.21.
Table 6.21D: Additional spectrum emission limit for Home BS, BS maximum output power 6 ≤ P ≤ 20 dBm for UTRA FDD bands ≤ 3 GHz
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	P – 54.5dBm
	1 MHz 


Table 6.21Da: Additional spectrum emission limit for Home BS, BS maximum output power 6 ≤ P ≤ 20 dBm for UTRA FDD bands > 3 GHz

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	P – 54.2dBm
	1 MHz 


Table 6.21E: Additional spectrum emission limit for Home BS, BS maximum output power P < 6 dBm for UTRA FDD bands ≤ 3 GHz
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	-48.5 dBm
	1 MHz 


Table 6.21Ea: Additional spectrum emission limit for Home BS, BS maximum output power P < 6 dBm for UTRA FDD bands > 3 GHz

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

(Note 4)

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	-48.2 dBm
	1 MHz 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F. 
In certain regions the following requirement may apply for protection of DTT. For UTRA BS operating in Band XX, the level of emissions in the band 470-790 MHz, measured in an 8MHz filter bandwidth on centre frequencies Ffilter according to Table 6.21F, shall not exceed the  maximum emission level PEM,N declared by the manufacturer.

Table 6.21F: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


NOTE: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the basestation needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex D of [1].

Notes for the Tables in this subclause:

NOTE 3:
This frequency range ensures that the range of values of f_offset is continuous.

NOTE 4:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<End of Changes>
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