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Introduction

RAN4 agreed modified text on the conducted output power requirements in [1] during its last RAN4#76bis, however square brackets are remained around the adopted value from the non-AAS BS limits. In addition, editorial modifications are also proposed as follows:

· replace the notation of the scaling factor N with the one used for the UEM NTXU in table 8.1.4.1.
· use correct reference for the UEM section in the note below Table 8.1.4.1
The TP proposal below implements these modifications.

Text Proposal
Unmodified text is omitted.
--------------Start of text proposal-------------

8.1.4
AAS Base station output power

…
Requirements are placed on both PRated,c,sys , and PRated,c,TABC  as specified in Table 8.1.4-1.
Table 8.1.4-1: AAS Base Station rated output power

	AAS BS class
	 PRated,c,sys
	PRated,c,TABC

	Wide Area BS
	(note 1)
	(note 1)

	Medium Range BS
	≤  38 dBm+10log([NTXU]) (note 2)
	≤38dBm

	Local Area BS
	≤  24 dBm+10log([NTXU]) (note 2)
	≤24dBm

	NOTE 1: There is no upper limit for the PRated,c,sys or PRated,c,TABC of the Wide Area Base Station. 
NOTE 2: [NTXU] is the same value used in sub-clause 8.1.6 Unwanted emissions


…
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