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Background

This contribution provides text proposal on introduction of CA_5A-5A-66D.
Text Proposal

6.X
CA_5DL_5A-5A-66D_1UL_BCS0

6.X.1
Operating bands for CA

The CA operating band is already specified in TS36.101 (see below).
Table 6.X.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_5-5-66
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894  MHz
	FDD

	
	66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200  MHz
	FDD


6.X.2
Channel bandwidths per operating band for CA
A bandwidth combination set for CA_5A-5A-66D is defined as follows:
Table 6.X.2-1: Channel bandwidths per operating band
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
[MHz]
	3
[MHz]
	5
[MHz]
	10
[MHz]
	15
[MHz]
	20
[MHz]
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_5A-5A-66D
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3 of TS36.101
	80
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1 of TS 36.101
	
	


6.X.3
Co-existence studies

No new coexistence study is needed because the 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_5A-5A-66D follow from those derived for the constituent CA fall-back modes.
6.X.4
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_5A-5A-66D the ΔTIB,c and ΔRIB,c  is defined in the same way as CA_5A-5A-66A for applicable bands in Table 6.X.4-1and Table 6.X.4-2 respectively.

Table 6.X.4-1: ΔTIB,c for 5DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	 CA_5A-5A-66D
	5
	0.3

	
	66
	0.3


Table 6.X.4-2: ΔRIB,c for 5DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	 CA_5A-5A-66D
	5
	0

	
	66
	0


Note that Refsens of band 5 is further increased by RIBNC for CA_5A-5A in Table 7.3.1A-3 of TS36.101 if PCC and SCC configurations of band 5 are according to Table 7.3.1A-3.
3GPP


