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9.1.18	Accuracy Requirements for Measurements under Operation with Frame Structure 3
9.1.18.1	Introduction
The accuracy requirements in this section are defined for the following physical layer measurements: RSRP, RSRQ, CSI-RSRP, and RSSI, where the measurements are performed on cells of E-UTRA carriers during the configured DMTC occasion [2] under operation with frame structure 3 [16].
9.1.18.2	RSRP measurements
9.1.18.2.1	RSRP measurement report mapping
The measurement report mapping for RSRP measurements is as defined in Section 9.1.4.
9.1.18.2.2	Inter-frequency absolute RSRP measurement accuracy requirements
Inter-frequency absolute RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.3.1, provided that CRS is transmitted.
Editor’s node: requirements are TBD.
9.1.18.2.3	Inter-frequency relative RSRP measurement accuracy requirements
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Inter-frequency relative RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.3.2, provided that CRS is transmitted.
Editor’s node: requirements are TBD.
9.1.18.2.4	Intra-frequency absolute RSRP measurement accuracy requirements
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Intra-frequency absolute RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.2.1, provided that CRS is transmitted.
Editor’s node: requirements are TBD.
9.1.18.2.5	Intra-frequency relative RSRP measurement accuracy requirements
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Intra-frequency relative RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.2.2, provided that CRS is transmitted.
Editor’s node: requirements are TBD.
9.1.18.3	RSRQ measurements
9.1.18.3.1	RSRQ measurement report mapping
The measurement report mapping for RSRQ measurements is as defined in Section 9.1.7.
9.1.18.3.2	Inter-frequency absolute RSRQ measurement accuracy requirements
Inter-frequency absolute RSRQ measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.6.1, provided that CRS is transmitted.
Editor’s node: requirements are TBD.
9.1.18.3.3	Inter-frequency relative RSRQ measurement accuracy requirements
Inter-frequency relative RSRQ measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.6.2, provided that CRS is transmitted.
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Editor’s node: requirements are TBD.
9.1.18.3.4	Intra-frequency absolute RSRQ measurement accuracy requirements
Intra-frequency absolute RSRQ measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.5.1, provided that CRS is transmitted.
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Editor’s node: requirements are TBD.
9.1.18.4	CSI-RSRP measurements
9.1.18.4.1	CSI-RSRP measurement report mapping
The measurement report mapping for CSI-RSRP measurements is as defined in Section 9.1.14.3.3.
9.1.18.4.2	Inter-frequency absolute CSI-RSRP measurement accuracy requirements
Inter-frequency absolute CSI-RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.14.3.1.1, provided that CSI-RS is transmitted.
Editor’s node: requirements are TBD.
9.1.18.4.3	Inter-frequency relative CSI-RSRP measurement accuracy requirements
Inter-frequency relative CSI-RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.14.3.1.2, provided that CSI-RS is transmitted.
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Editor’s node: requirements are TBD.
9.1.18.4.4	Intra-frequency absolute CSI-RSRP measurement accuracy requirements
Intra-frequency absolute CSI-RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.14.3.2.1, provided that CSI-RS is transmitted.
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Editor’s node: requirements are TBD.
9.1.18.4.5	Intra-frequency relative CSI-RSRP measurement accuracy requirements
Intra-frequency absolute CSI-RSRP measurement accuracy requirements for measurements under operation with frame structure 3 are the same as specified in Section 9.1.14.3.2.2, provided that CSI-RS is transmitted.
NOTE:	These requirements are applicable only for CA under operation with frame structure 3 [16].
Editor’s node: requirements are TBD.

