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1 Background 
In RAN4#77, a number of core requirements have been discussed related to LBT functionality for LAA WI [1]. Some of those core requirements have not been finalized. 

In RAN1, the LBT procedure has been extensively discussed and agreed in Rel-13 timeframe. The relevant core requirements can now be defined based on RAN1 agreements.

In this contribution, we propose to update the BS spec 36.104 such that the core requirements related to LBT are finalized in RAN4.

2 Proposal for updates in TS 36.104 
In Section 9 of 36.104, we have defined core requirements for LBT. 

===== <<< Start of changes>>>======
9
Channel access procedures
9.1
Downlink channel access procedure

For downlink operation in Band 46, a channel access procedure for PDSCH transmission as described in TS 36.213, Clause 15.1 is specified.
9.1.1
Channel access parameters

Channel access related parameters for PDSCH are listed in Table 9.1.1-1.

Table 9.1.1-1: Channel access parameters for PDSCH

	Parameter
	Unit
	Value

	LBT measurement bandwidth
	MHz
	20

	Maximum energy detection threshold
	dBm/MHz
	 -72

	Maximum channel occupancy time
	ms
	 8


9.1.2
Minimum requirement 

The Base Station shall be able to assess whether the medium is busy or idle with at least  90% probability, using a channel access procedure with the parameters in Table 9.1.1-1.
===== <<< End of changes>>>======
3 Conclusion
In this contribution, we propose a number of updates in 36.104 related to LBT core requirements. 

We propose to approve the updates in TS 36.104 as outlined in this contribution.  
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