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9.7
IEEE802.11 Measurements

The requirements in this clause are applicable for a UE:

-
in RRC_CONNECTED state.

-
synchronised to the IEEE 802.11 access point that is measured.

9.7.1
IEEE802.11 Beacon RSSI

NOTE:
This measurement is for access network selection and traffic steering between E-UTRAN and IEEE802.11.

The requirements in this clause are valid for terminals supporting this capability.

IEEE802.11 Beacon RSSI defined in sub-clause 5.1.16 of [4] shall meet the performance requirement defined in [32].
9.7.2
IEEE802.11 Beacon RSSI Measurement Report Mapping
The reporting range of IEEE802.11 Beacon RSSI is defined from -100 dBm to 40 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.7.2-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.7.2-1: IEEE802.11 Beacon RSSI measurement report mapping

	Reported value
	Measured quantity value
	Unit

	IEEE802.11 RSSI_00
	IEEE802.11 RSSI ( -100
	dBm

	IEEE802.11 RSSI_01
	-100 ( IEEE802.11 RSSI < -99
	dBm

	IEEE802.11 RSSI_02
	-99 ( IEEE802.11 RSSI < -98
	dBm

	…
	…
	…

	IEEE802.11 RSSI_140
	38 ( IEEE802.11 RSSI < 39
	dBm

	IEEE802.11 RSSI_141
	39 ( IEEE802.11 RSSI < 40
	dBm

	IEEE802.11 RSSI_142
	40 ( IEEE802.11 RSSI
	dBm
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