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---------- Start of Change 1 ----------
8.11.5
Channel occupancy measurements
8.11.5.1
E-UTRAN intra-frequency channel occupancy measurements
NOTE: The requirements in this section are applicable only for measurements on SCC following the frame structure type 3 [16].
The UE shall be capable of estimating the channel occupancy on one or more serving carrier frequencies indicated by higher layers [2], based on RSSI samples provided by the physical layer. The channel occupancy measurement period corresponds to the configured reportInterval [2].
The channel occupancy measurement performed and reported according to this section shall meet the channel occupancy measurement accuracy requirements in Section 9.1.18.6.1.

8.11.5.2
E-UTRAN inter-frequency channel occupancy measurements
The UE shall be capable of estimating the channel occupancy on one or more carrier frequencies indicated by higher layers [2], based on RSSI samples provided by the physical layer. The channel occupancy measurement period corresponds to the configured reportInterval [2].

The channel occupancy measurement performed and reported according to this section shall meet the channel occupancy measurement accuracy requirements in Section 9.1.18.6.2.
---------- End of Change 1 ----------
---------- Start of Change 2 ----------
9.1.18.6
Channel occupancy measurements

9.1.18.6.1
Intra-frequency channel occupancy measurement accuracy requirements

NOTE:
These requirements are applicable only for CA under operation with frame structure 3 [16].

The UE shall be able to correctly evaluate the intra-frequency channel occupancy configured according to 36.331 [2], provided that:

· All symbols within the RSSI duration are available for RSSI sampling within the same reporting interval,
· All the RSSI samples reported by the UE physical layer which are used for the channel occupancy measurement meet the following quality criteria with respect to the configured channelOccupancyThreshold [2]:

The RSSI sample values are below channelOccupancyThreshold-
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The RSSI sample values are above channelOccupancyThreshold+
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where 
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 is the applicable RSSI measurement accuracy value from the RSSI measurement accuracy requirements specified in Section 9.1.18.5.2.
9.1.18.6.2
Inter-frequency channel occupancy measurement accuracy requirements

The UE shall be able to correctly evaluate the inter-frequency channel occupancy configured according to 36.331 [2], provided All symbols in the RSSI duration window are available for the measurement within the same reporting interval,

· All symbols within the RSSI duration are available for RSSI sampling within the same reporting interval,
· All the RSSI samples reported by the UE physical layer which are used for the channel occupancy measurement meet the following quality criteria with respect to the configured channelOccupancyThreshold [2]:

The RSSI sample values are below channelOccupancyThreshold-
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, or

The RSSI sample values are above channelOccupancyThreshold+
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where 
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 is the applicable RSSI measurement accuracy value from the RSSI measurement accuracy requirements specified in Section 9.1.18.5.2.
---------- End of Change 2 ----------
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