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1 Introduction

Measurement requirements with eDRX for UEs in RRC_CONNECTED need to be completed. This contribution addresses some remaining issues for eDRX in RRC_CONNECTED.
2 Discussion
In RAN4#77, the abbreviation “eDRX” was introduced. However, there is a difference in the eDRX terms for RRC_CONNECTED and RRC_IDLE, where in the latter the eDRX cycle is the cycle length between paging occasions during which UEs will still be using legacy DRX cycles. Hence, to avoid confusion between different DRX and eDRX terms, it is proposed to have separate eDRX abbreviations for RRC_CONNECTED and RRC_IDLE.

· Proposal 1: Separate eDRX abbreviations for RRC_CONNECTED and RRC_IDLE, e.g., eDRX_CONN and eDRX_IDLE.
Further, in RAN4#77 it has been discussed whether the new eDRX requirements for RRC_CONNECTED should be added to the existing tables or in new tables. The second approach seems to be preferred, to avoid confusions and also because separate IEs in RRC were defined by RAN2 for eDRX.
· Proposal 2: Create new tables for eDRX requirements in RRC_CONNECTED.

The longest eDRX cycle in RRC_CONNECTED is 10.24 seconds, it is therefore reasonable that the measurement requirements for eDRX in RRC_CONNECTED are similar to those for the longest legacy DRX cycle.
· Proposal 3: For eDRX requirements in RRC_CONNECTED, reuse the requirements for the longest legacy DRX cycle.

Another point of discussion in RAN4#77 was whether to specify eDRX requirements for IncMon. Due to the importance of the IncMon feature, it is proposed to specify these requirements.
· Proposal 4: Specify eDRX requirements in RRC_CONNECTED for IncMon.

In RAN4#76bis, it was agreed [2] to specify eDRX requirements for MDT.

· Proposal 5: For RRC_CONNECTED, clarify that for eDRX the same MDT requirements apply as for legacy DRX and non-DRX.

Based on the discussion above, a draft CR is provided in [1].
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