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1
Introduction
Based on the Phase-II link level simulation assumptions [2] for the UL MMSE-IRC WI [1], we provide Phase-II simulation results in this contributions.  This contribution is an update of previous contribution [3], which only included 10MHz case.

The 6 test cases are listed in Table 1, following the link level simulation assumptions [2].
Table 1    New test cases for link level evaluations
	Num
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration for serving and interferers
	(DIP1, DIP2) dB

	2
	6
	(EPA5, ETU5)
	1x2 Low
	(-0.43, N/A)

	4
	15
	(EPA5, ETU5)
	1x4 Low
	(-0.43, -13.78)

	6
	20
	(EPA5, ETU5)
	1x8 Low
	(-0.43, -13.78)

	7
	6
	(EVA70, ETU70)
	1x2 Low
	(-1.11, N/A)

	9
	15
	(EVA70, ETU70)
	1x4 Low
	(-1.11, -10.91)

	11
	20
	(EVA70, ETU70)
	1x8 Low
	(-1.11, -10.91)


2
Simulations results
The simulation results based on the new test cases are provided in Table 2 for all bandwidth.  No implementation margins are considered in the simulation.
Table 2    Link level simulation results at 70% throughput
	Bandwidth
	Case No
	MMSE
	MMSE-IRC
	Gain

	1.4MHz
	2
	-2.3
	-5.4
	3.1

	
	4
	0.2
	-5.0
	5.1

	
	6
	0.8
	-5.2
	6.0

	
	7
	-1.9
	-3.6
	1.6

	
	9
	1.3
	-1.8
	3.1

	
	11
	1.9
	-1.7
	3.6

	3MHz
	2
	-2.0
	-5.6
	3.6

	
	4
	0.5
	-5.2
	5.7

	
	6
	1.5
	-5.5
	6.9

	
	7
	-1.8
	-3.8
	2.0

	
	9
	1.4
	-2.2
	3.5

	
	11
	2.4
	-2.0
	4.3

	5MHz
	2
	-2.2
	-6.1
	3.9

	
	4
	1.1
	-5.0
	6.1

	
	6
	1.8
	-5.4
	7.2

	
	7
	-1.9
	-4.1
	2.2

	
	9
	1.8
	-2.0
	3.7

	
	11
	2.4
	-2.2
	4.6

	10MHz
	2
	-2.1
	-6.4
	4.2

	
	4
	1.1
	-5.2
	6.3

	
	6
	2.1
	-5.5
	7.5

	
	7
	-1.9
	-4.3
	2.3

	
	9
	1.8
	-2.2
	3.9

	
	11
	2.6
	-2.2
	4.8

	15MHz
	2
	-2.2
	-6.5
	4.3

	
	4
	1.3
	-5.1
	6.5

	
	6
	2.4
	-5.3
	7.7

	
	7
	-1.9
	-4.2
	2.3

	
	9
	1.8
	-2.1
	3.9

	
	11
	2.9
	-2.0
	4.9

	20MHz
	2
	-2.2
	-6.6
	4.4

	
	4
	1.4
	-5.2
	6.6

	
	6
	2.5
	-4.2
	6.8

	
	7
	-1.8
	-4.3
	2.4

	
	9
	1.9
	-2.2
	4.0

	
	11
	2.9
	-2.0
	5.0
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