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1. Introduction

In this contribution, we provide our initial views on eD2D demodulation performance requirements.
2. Rel-13 enhancements for eD2D
Following observations capture the Rel-13 enhancements defined in eD2D work item.

Observation 1: In Rel-13 the following enhancements are defined:

1. D2D Discovery enhancements

a. Out of coverage discovery 

b. Inter Frequency and Inter PLMN discovery 

2. D2D Communication enhancements

a. Support of UE-NW Relay 

b. Group priority

3. Multicarrier support for D2D Discovery and Communication (in RAN4)

(this was de-prioritized by RAN4 in Rel-12)

Observation 2: No new sidelink physical layer channels were defined in Rel-13. 
In the next section, we discuss the impact of these enhancements on the demodulation performance requirements.

2.1. Impact on demodulation performance requirements
2.1.1. OOC Discovery

The discovery signal (PSDCH) remains unchanged with TBS fixed to 232bits. From demodulation performance requirements viewpoint, OOC discovery enhancement allows the UE to now be able to derive synchronization from another UE instead of eNodeB timing for in-coverage.

In Rel-12 OOC communications test was defined for D2D communication. However, the timing offset (+1us) and the frequency offset (+200Hz) of the desired transmission was the same between in-coverage scenario (w.r.t. eNodeB) and out-of-coverage scenario (w.r.t. SyncRefUE) [R4-153684]. The OOC test was however distinguished from the in-coverage using different RMC and frequency hopping. Hence in the final specification:

· Single link test was defined for the OOC scenario (Section 12.2/12.3 [TS 36.101])

· Multiple timing reference test was defined for INC scenario (Section 12.6 [TS 36.101])

For OOC Discovery, the question is if there is a need to introduce a new demodulation performance requirement test. In our view, additional test is not needed since:
a) PSDCH RMC is fixed

b) The timing offset (+1us) and frequency offset (+200Hz) will remain the same, and only the reference will change from eNodeB to a SyncRefUE

c) RRM requirements will anyway be defined for transmit timing accuracy and transmit frequency accuracy, i.e., timing accuracy of +-12Ts and frequency accuracy of 0.1ppm; that were used when defining the demodulation performance requirements.
Thus, a UE that meets the Rel-12 demodulation performance requirements (in-coverage), and meets the RRM requirements for OOC discovery in Rel-13, must meet the same demodulation performance requirements for OOC discovery. Thus adding a new test for OOC discovery will be redundant.

Observation 3: A UE that meets the Rel-12 demodulation performance requirements (in-coverage, asynchronous discovery), and meets the RRM requirements for OOC discovery in Rel-13, must meet the same demodulation performance requirements for OOC discovery. Thus adding a new test for OOC discovery will be redundant.

Proposal 1: No new demodulation performance requirement test needed for OOC discovery.
2.1.2. Inter-frequency and Inter-PLMN discovery

Inter-frequency discovery reception was supported even in Rel-12, however during IDLE / DRX OFF periods or without affecting normal operation. Rel-13 extension is to support inter-frequency discovery transmission (i.e. transmission on a non-serving carrier), and support inter-frequency discovery transmission and/or reception in Connected mode (ON duration) with the support of transmission and/or reception gaps as required by the UE.

For inter-freq discovery reception, if the UE does not need gaps, this is already supported in Rel-12. No specific requirements were needed since from demodulation viewpoint, the only difference from discovery on serving cell is that the UE is synchronized to a non-serving cell / SyncRefUE on a D2D frequency instead of its serving frequency. However, once synchronized, the demodulation behaviour is the same. 
For inter-freq discovery reception, if UE needs Gaps, then there is anyways no concurrency. So no difference from the already supported Rel-12 operation.
RAN4 requirements for inter-frequency discovery arise due to support of transmission on non-serving carrier that are addressed in RRM.
Proposal 2: No new demodulation performance requirement test needed for Inter-freq/Inter-PLMN discovery.

2.1.3. UE-NW relays

There are no impacts to the physical layer for this enhancement.
Proposal 3: No new demodulation performance requirement test needed for UE-NW relays.
2.1.4. Group Priority 

There are no impacts to the physical layer for this enhancement.

Proposal 4: No new demodulation performance requirement test needed for Group priority enhancement.

2.1.5. Multicarrier support 
In Rel-12, RAN4 restricted the support of D2D for a single component carrier operation, i.e.:

1. When UE is configured only with PCell, and D2D is on PCell, and

2. When UE is OOC on all carriers, and D2D operation is on the pre-configured carrier.

In Rel-13, RAN4 now supports all the multicarrier scenarios allowed by RAN1/RAN2. Following D2D+WAN concurrency are now supported:
	D2D
	WAN
	Scenario

	B2
	CA_2-4
	D2D on PCell or SCell

	
	B4
	D2D on non-serving cell

	B28
	CA_1-28
	D2D on PCell or SCell

	
	B1
	D2D on non-serving cell


From D2D demodulation performance requirements viewpoint, however, Rel-12 constraints of dropping D2D in case of any limitation at the UE for concurrency with WAN still apply. Hence all D2D demodulation performance tests are defined in DRX OFF duration and above multicarrier concurrencies do not matter.
For D2D discovery, even ignoring the aforementioned constraint on dropping D2D in favour of WAN, one further complication is that the UE may need Gaps to meet any of the above concurrencies. Gap signalling, however, is dynamic and it is not possible to predetermine what test configuration is applicable. In other words, the TE cannot will have to include a dynamic scheduler to account for any Gap request signalled by the UE.
For D2D communication as well, dropping D2D in case of any limitation at the UE for concurrency with WAN still apply. In Rel-12 we agreed to defined one test to check that WAN performance is not degraded with D2D+WAN concurrency on a single carrier (SDR with active Sidelink defined in Section 12.8 [TS 36.101]). RAN4 can thus consider extending the D2D+WAN concurrency test for multicarrier operation supported in Rel-13. For simplicity RAN4 can consider extending the test for the case of when D2D is on PCell, and UE is configured with PCell and SCell. Extension is expected to be simple following the 2CA SDR test, with the constraint on PDSCH scheduling still valid for both CCs.

Observation 4: Rel-12 constraints of dropping D2D in case of any limitation at the UE for concurrency with WAN still apply. Hence all D2D demodulation performance tests are defined in DRX OFF duration and above multicarrier concurrencies do not affect D2D demodulation performance test.
Proposal 5: No new D2D Discovery demodulation test requirements needed due to multicarrier supported.

Proposal 6: RAN4 can consider extending the SDR test with active Sidelink (WAN+D2D concurrency test) for D2D Communication to include multicarrier operation.

· Scenario with D2D on PCell, and UE is configured with PCell and SCell can be considered

· Extensions similar to existing SDR test for 2CA can be considered, however, including the PDSCH scheduling constraints as defined in Rel-12.
3. Conclusions
In this paper, we presented our initial views on the D2D demodulation performance requirements.

(Rel-13 enhancements for eD2D)

Observation 1: In Rel-13 the following enhancements are defined:

1. D2D Discovery enhancements

a. Out of coverage discovery 

b. Inter Frequency and Inter PLMN discovery 

2. D2D Communication enhancements

a. Support of UE-NW Relay 

b. Group priority

3. Multicarrier support for D2D Discovery and Communication (in RAN4)

(this was de-prioritized by RAN4 in Rel-12)

Observation 2: No new sidelink physical layer channels were defined in Rel-13. 

(OOC Discovery)
Observation 3: A UE that meets the Rel-12 demodulation performance requirements (in-coverage, asynchronous discovery), and meets the RRM requirements for OOC discovery in Rel-13, must meet the same demodulation performance requirements for OOC discovery. Thus adding a new test for OOC discovery will be redundant.

Proposal 1: No new demodulation performance requirement test needed for OOC discovery.

(Inter-frequency/Inter-PLMN discovery)
Proposal 2: No new demodulation performance requirement test needed for Inter-freq/Inter-PLMN discovery.

(UE-NW relays)

Proposal 3: No new demodulation performance requirement test needed for UE-NW relays.

(Group Priority)

Proposal 4: No new demodulation performance requirement test needed for Group priority enhancement.

(Multicarrier support)

Observation 4: Rel-12 constraints of dropping D2D in case of any limitation at the UE for concurrency with WAN still apply. Hence all D2D demodulation performance tests are defined in DRX OFF duration and above multicarrier concurrencies do not affect D2D demodulation performance test.

Proposal 5: No new D2D Discovery demodulation test requirements needed due to multicarrier supported.

Proposal 6: RAN4 can consider extending the SDR test with active Sidelink (WAN+D2D concurrency test) for D2D Communication to include multicarrier operation.

· Scenario with D2D on PCell, and UE is configured with PCell and SCell can be considered

· Extensions similar to existing SDR test for 2CA can be considered, however, including the PDSCH scheduling constraints as defined in Rel-12.
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