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1   
Introduction
A basket WI for 3DL/1UL carrier aggregation was set up in RAN#70 [1]. This contribution presents the proposals on UE RF relaxation for FDD/TDD CA_8B-39A. 

2
Discussion

Inter band CA of band 8 and band 39 belongs to the inter-band combination class A1 for which no harmonic and intermodulation issue occur. It is proposed to reuse the UE RF relaxation values for those defined for the previous A1 combination. 
For the UE which supports inter-band CA_8B-39A configurations with uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 2-1.

Table 2-1: ΔTIB,c for 3DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_8B-39A
	8
	0.3

	
	39
	0.3


For the UE which supports inter-band CA_8B-39A configuration in Table 2-2 with uplink in one E-UTRA band, the minimum requirement for reference sensitivity in Table 7.3.1-1 (TS 36.101) shall be increased by the amount given in ΔRIB,c in Table 2-2 for the applicable E-UTRA bands.

Table 2-2: ΔRIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_8B-39A
	8
	0

	
	39
	0


3
Conclusion
This contribution presented UE RF relaxation values for CA_8B-39A. It is proposed that the attached text proposal is included in TR 36.714-03-01 [2].
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5
Annex
--------------------------------------------------------------Start of Text Proposal--------------------------------------------------------
6.x.4
ΔTIB,c and ΔRIB,c
For the UE which supports inter-band CA_8B-39A configurations with uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.x.4-1.

Table 6.x.4-1: ΔTIB,c for 3DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_8B-39A
	8
	0.3

	
	39
	0.3


For the UE which supports inter-band CA_8B-39A configuration in Table 6.x.4-2 with uplink in one E-UTRA band, the minimum requirement for reference sensitivity in Table 7.3.1-1 (TS 36.101) shall be increased by the amount given in ΔRIB,c in Table 6.x.4-2 for the applicable E-UTRA bands.

Table 6.x.4-2: ΔRIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_8B-39A
	8
	0

	
	39
	0


-----------------------------------------------------------End of Text Proposal------------------------------------------------------------
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