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1. Introduction

The 3A-3A BCS1 was introduced in completed rel.13 B3+B3+B8 CA WI. In RAN4#77 meeting, a CR proposed to modify 3A-3A BCS1 for correction of B3+B3+B8 CA BCS1 was approved [1]. To in line with the current TS 36.101 specification, we propose the corresponding TP for correction of CA_3A-3A BCS1.
2. References

[1]
R4-158414, 
“Modification and correction of CA_3A-3A BCS1 in Rel.13 36.101“, CHTTL
3. Text proposal to TR 36.853-13
6
Single UL: Specific Band Combination Part

6.1
Band 3, Band 3 and Band 8

6.1.1
Operating bands for CA
Table 6.1.1-1: 3DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3-3-8
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	

	NOTE 1:   The first part of the WI considers only one uplink component carrier to be used in any of the two frequency bands at any time.


6.1.2
Channel bandwidths per operating band for CA
Table 6.1.2-1: Supported E-UTRA CA configurations and bandwidth combination sets for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-3A-8A
	3
	See CA_3A-3A BCS0 in table below
	50
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	See CA_3A-3A BCS1 in table below
	40
	1

	
	8
	
	
	Yes
	Yes
	
	
	
	


Table 6.1.2-2: E-UTRA CA_3A-3A configurations and bandwidth combination sets defined for inter-band CA with 3DL
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_3A-3A
	5, 10, 15, 20
	5, 10, 15, 20
	40
	0

	
	5, 10
	5,10, 15, 20
	30
	1


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [2] when operating in single carrier mode.
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