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1. Introduction

At last meeting in Anaheim (RAN#77) all relevant sections to TS 37.105 [1] was included. Until this meeting an extensive review with focus on editorial corrections and references has been conducted. The outcome of the review is collected in a common text proposal in [2]. With corrections implemented the RF core specification is stable and can be used as base for deriving conformance test requirement for transmitter intermodulation. Based on the proposed structure in [3] draft text for transmitter intermodulation including co-location and intra-system transmitter intermodulation have been created. 

This contribution presents a draft text for conformance test requirement for transmitter intermodulation aimed for section 6.7 in TS 37.145-1. 

2. Discussion

A high-level document structure for 37.145-1 is proposed in [3]. To capture conformance test aspects a more detailed structure is required. Influenced by the specification format given in TS 37.141, sub-clause 4.11 a complete document structure can be created for TS 37.145-1.

The sub-structure per requirement suggested in TS 37.141 is visualized below:

6.7
Transmitter intermodulation
All tests are applicable to all equipment within the scope of the present document, unless otherwise stated.
6.7.1
Definition and applicability

This sub-clause gives the general definition of the parameter under consideration and specifies whether the test is applicable to all equipment or only to a certain subset. Required manufacturer declarations may be included here.

6.7.2
Minimum requirement

This sub-clause contains the reference to the sub-clause to the 3GPP reference (or core) specification which defines the minimum requirement.

6.7.3
Test purpose

This sub-clause defines the purpose of the test.

6.7.4
Method of test

6.7.4.1
Initial conditions

This sub-clause defines the initial conditions for each test, including the test environment, the RF channels to be tested and the basic measurement set-up. For the test of certain RF requirements the present specification refers to the test method of the single-RAT specifications. In this case, the initial conditions as defined within the referred test specification for the RF requirement shall be used.
6.7.4.2
Procedure

This sub-clause describes the steps necessary to perform the test and provides further details of the test definition like test object orientation (e.g. placement on positioner), domain (e.g. frequency-span), range, weighting (e.g. bandwidth), and algorithms (e.g. averaging). For the test of certain RF requirements the present specification refers to the test method of the single-RAT specifications. In this case, the test procedure as defined within the referred test specification for the RF requirement shall be used.

6.7.5
Test requirement

This sub-clause defines the pass/fail criteria for the equipment under test. See sub-clause 4.1.3, Interpretation of measurement results. For the test of certain RF requirements the present specification refers to the requirements of the single-RAT specifications. In this case, the test requirement as defined within the referred test specification for the RF requirement shall be used.

Since requirement text will differ for some sub-clauses between MSR and single RAT specifications, new sub-clauses must be introduced where it is required. 

The following approach has been used to develop the draft specification text for transmit intermodulation conformance test requirement for AAS base stations: 
1. Alignment with high-level document structure proposed in [3].


2. Alignment with low-level document structure proposed in TS 37.141, sub-clause 4.11.


3. Identify requirement text that is common for TS 25.141, TS 25.142, TS 36.141 and TS 37.141.
4. When required introduce sub-clauses for requirement that is different. Following approach used in RF core specification with sub-clauses for MSR operation, single RAT FDD UTRA operation, single RAT TDD UTRA 1,28 Mcps option operation and single RAT E-UTRA operation.
5. Add intra-system transmitter intermodulation testing for MSR and single RAT test requirements.

6. Remove text about GSM/EDGE, since it is not within the scope. 

7. Identify lose references by using [].
8. Identify references to other specification with [x].

9. Adapt to AAS terminology, such as TAB connector.

10. Editorial corrections to imported requirement text. 

Even though no specification structure is agreed draft text for sub-cause 6.7 in TS 37.145-1 have been created. The intention is to start discussion and get feedback on how the conformance specification can be created. We would like to encourage companies to comment and give feedback on this text proposal. 
3.
Conclusion

With this contribution a first version of specification text for transmitter intermodulation in sub-clause 6.7 in TS 37.145-1 have been put together. 
The procedure developing this text has been described. A review is required to update local references within the document.   

At the end of this contribution a text proposal for section 6.7 is attached for approval.
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[Text proposal]
6.7
Transmitter intermodulation

6.7.1
Definition and applicability

6.7.1.1
MSR operation

The transmitter intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its nonlinear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna. The requirement applies during the transmitter ON period and the transmitter transient period. The transmitter intermodulation level is the power of the intermodulation products when an interfering signal is injected into the TAB connector.
For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply regardless of the interfering signals position relative to the inter-RF bandwidth gap.

In case the test signals in [clause 5] refer to single-RAT specifications following shall apply:

-
For references to TS 25.141 [x], the method of test is specified in TS 25.141 [x], sub-clause 6.6.4.

-
For references to TS 25.142 [x], the method of test is specified in TS 25.142 [x], sub-clause 6.7.4.

-
For references to TS 36.141 [x], the method of test is specified in TS 36.141 [x], sub-clause 6.7.4.

NOTE:
In this case the test requirements of the present document defined in sub-clauses 6.6.2.5 and 6.6.4.5 apply.
6.7.1.2
Single RAT FDD UTRA operation
The transmitter intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its nonlinear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

The transmitter intermodulation level is the power of the intermodulation products when a WCDMA interfering signal is injected into a TAB connector at a power level of 30 dB lower than the rated total output power or corresponding to declared interference signal caused by intra-system antenna leakage in the operating band.

For BS capable of multi-band operation where multiple bands are mapped on separate TAB connectors, the single-band requirements apply regardless of the interfering signals position relative to the Inter RF Bandwidth gap.

For multi-carrier operation, the interfering signal offset is defined relative to the lower/upper edge of the wanted signal or edge of sub-block inside a gap.

The interfering signal frequency offset shall be as in Table 6.7.1.2-1.

Table 6.7.1.2-1 Interfering signal frequency offset

	Parameter
	Value

	Interfering signal centre frequency offset from the wanted signal centre frequency
	-5 MHz

-10 MHz

-15 MHz

+5 MHz

+10 MHz

+15 MHz

	Interfering signal centre frequency offset from the lower/upper edge of the wanted signal or edge of sub-block inside a gap
	-2.5 MHz

-7.5 MHz

-12.5 MHz

+2.5 MHz

+7.5 MHz

+12.5 MHz

	NOTE 1:
Interfering signal frequencies that are outside of any allocated frequency band for UTRA-FDD downlink specified in [sub-clause 3.4.1] are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area.

NOTE 2:
In certain regions, NOTE 1 is not applied in Band I, III, VI, VIII, IX, XI, XIX, XXI, and XXXII operating within 1475.9-1495.9MHz.


6.7.1.3
Single RAT TDD UTRA 1,28 Mcps option
The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its nonlinear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

The transmit intermodulation level is the power of the intermodulation products when a CDMA modulated interference signal is injected into the TAB connector at a power level of 30 dB lower than that of the rated total output power or corresponding to declared interference signal caused by intra-system antenna leakage in the operating band.

The interfering signal offset from the subject signal shall be as defined in table 6.7.1.3-1.

For BS capable of multi-band operation where multiple bands are mapped on separate TAB connectors, the single-band requirements apply regardless of the interfering signals position relative to the inter RF bandwidth gap.

Table 6.7.1.3-1: Interfering signal frequency offset

	Parameter
	Value

	Interfering signal frequency offset from the subject signal carrier frequency
	(1,6 MHz
 (3,2 MHz 
(4,8 MHz

	Interfering signal frequency offset from the edge of RF bandwidth
	(0.8MHz
 (2.4 MHz 
(4.0 MHz

	NOTE 1:
Interference frequencies that are outside of the allocated frequency band are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area.


6.7.1.4
Single RAT E-UTRA operation

The transmitter intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its non-linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna. The requirement applies during the transmitter ON period and the transmitter transient period. 

For BS capable of multi-band operation where multiple bands are mapped on separate TAB connectors, the single-band requirements apply regardless of the interfering signals position relative to the Inter RF Bandwidth gap.

The transmit intermodulation level is the power of the intermodulation products when an E-UTRA signal of channel bandwidth 5 MHz as an interfering signal is injected into an antenna connector at a power level of 30 dB lower than that of the rated total output power or corresponding to declared interference signal caused by intra-system antenna leakage in the operating band.

The wanted signal is E-UTRA single carrier or multi-carrier, or multiple contiguously aggregated carriers, for both contiguous and non-contiguous spectrum operation.

The interfering signal centre frequency offset shall be as in Table 6.7.1.4-1.

Table 6.7.1.4-1 Interfering signal centre frequency offset

	Parameter
	Value

	Interfering signal centre frequency offset from the lower/upper edge of the wanted signal or edge of sub-block inside a sub-block gap
	± 2.5 MHz

± 7.5 MHz

± 12.5 MHz

	NOTE 1:
Interfering signal positions that are partially or completely outside of the downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. 
NOTE 2:
In certain regions, NOTE 1 is not applied in Band 1, 3, 8, 9, 11, 18, 19, 21, 28, 32 operating within 1475.9-1495.9MHz, 34.


The wanted signal channel bandwidth BWChannel shall be the maximum channel bandwidth supported by the base station.

The requirements shall apply whatever the type of transmitter considered (single carrier, multi-carrier and/or CA) and for all transmission modes foreseen by the manufacturer's specification.

In case that none of the interfering signal positions according to the conditions of Table 6.7.1.4-1 is applicable, a wanted signal channel bandwidth BWChannel less than the maximum channel bandwidth supported by the base station shall be selected so that at least one applicable interfering signal position according to Table 6.7.1.4-1 is obtained. 
6.7.2
Minimum requirement

For MSR BS the minimum requirement is in TS 37.105 [x] sub-clause 6.7.2.
For single RAT FDD UTRA BS the minimum requirement is in TS 37.105 [x] sub-clause 6.7.3.1 and sub-clause 6.7.3.3.

For single RAT TDD UTRA 1,28 Mcps option BS the minimum requirement is in TS 37.105 [x] sub-clause 6.7.3.2 and sub-clause 6.7.3.3.

For single RAT E-UTRA BS the minimum requirement is in TS 37.105 [x] sub-clause 6.7.4.

6.7.3
Test purpose

The test purpose is to verify the ability of the BS transmitter to restrict the generation of intermodulation products in its nonlinear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna to below specified levels.
6.7.4
Method of test

6.7.4.1
Initial conditions
6.7.4.1.1
MSR operation
Test environment: normal; see [Annex B.2].

RF bandwidth position to be tested: according to the initial conditions specified in [sub-clauses 6.6.1, 6.6.2 and 6.6.4].

Connect the signal analyser to the Base Station antenna connector as shown in [Annex D.1.2].

6.7.4.1.2
Single RAT FDD UTRA operation

Test environment: normal; see [sub-clause 4.4.1].

RF channels to be tested for single carrier: B, M and T; see [sub-clause 4.8] 

Base Station RF Bandwidth positions to be tested for multi-carrier: BRFBW, MRFBW and TRFBW in single band operation; see [sub-clause 4.8.1].
1)
Test set-up in accordance to [annex B].
6.7.4.1.3
Single RAT TDD UTRA 1,28 Mcps option operation

{Text to be added, complex structure and figures}
6.7.4.1.4
Single RAT E-UTRA operation
Test environment: normal; see [Annex D.2].

RF channels to be tested for single carrier: B, M and T; see [sub-clause 4.7]. 

Base Station RF Bandwidth positions to be tested for multi-carrier and/or CA: BRFBW, MRFBW and TRFBW; see [sub-clause 4.7.1].
Connect the signal analyser to the base station antenna connector as shown in [Annex I.1.2].
6.7.4.2
Procedure

6.7.4.2.1
MSR operation

6.7.4.2.1.1
General minimum requirement test procedure

1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate the interfering signal using E-TM1.1 as defined in TS 36.141 [x] sub-clause 6.1.1.1, with 5 MHz channel bandwidth, at a centre frequency offset according to the conditions in Table 6.7.2.1-1 in TS 37.105 [x], but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies that are not completely within the sub-block gap or within the inter RF bandwidth gap.

3)
Adjust ATT1 so that level of the E-UTRA interfering signal is as defined in Table 6.7.2.1-1 in TS 37.105 [x].
4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. The width of the intermodulation products shall be taken into account.

5)
If the test signal is applicable according to [clause 5], perform the Transmitter spurious emissions test as specified in [sub-clause 6.6.1], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clause 6.6.1]. The width of the intermodulation products shall be taken into account.

6)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

7)
Repeat the test for the remaining interfering signal centre frequency offsets according to the conditions of Table 6.7.2.1-1 in TS 37.105 [x].

8)
Repeat the test for the remaining test signals defined in [clause 5] for requirements [sub-clauses 6.6.1, 6.6.2 and 6.6.4].

In addition, for a multi-band capable BS, the following steps shall apply:

9)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

10)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block in case of the interfering signal is located inside the sub-block gap and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1 + m*5MHz) for the nF1(mF2 products





●
 (n*5MHz + m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth in case of the interfering signal is located inside the sub-block gap.

6.7.4.2.1.2
Additional minimum requirement (BC1 and BC2) test procedure
1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate a CW signal as the interfering signal with a centre frequency offset of 0.8 MHz, but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies in a sub-block gap or in the inter RF bandwidth gap, in case the gap is smaller than two times the interfering signal centre frequency offset.

3)
Adjust ATT1 so that level of the interfering signal is as defined in Table 6.7.2.2-1 in TS 37.105 [x].
4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. 
5)
If the test signal is applicable according to [clause 5], perform the Transmitter spurious emissions test as specified in [sub-clause 6.6.1], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clause 6.6.1]. 

6)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

7)
Repeat the test for interfering signal centre frequency offsets of 2.0MHz, 3.2MHz and 6.2MHz. 

8)
Repeat the test for the remaining test signals defined in [clause 5] for requirements [sub-clauses 6.6.1, 6.6.2 and 6.6.4].

In addition, for a multi-band capable BS, the following steps shall apply:

9)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

10)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block in case of the interfering signal is located inside the sub-block gap and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1) for the nF1(mF2 products





●
 (m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth or channel bandwidth in case of single carrier, or sub-block bandwidth in case of the interfering signal is located inside the sub-block gap.
6.7.4.2.1.3
Additional minimum requirement (BC3) test procedure
1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate the interfering signal according to Table 6.38A in TS 25.142 [x] at a centre frequency offset according to the conditions in Table 6.7.2.3-1 in TS 37.105 [x], but exclude interfering frequencies that are outside of the allocated downlink operating band. 

3)
Adjust ATT1 so that level of the interfering signal is as defined in Table 6.7.2.3-1 in TS 37.105 [x].

4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. The width of the intermodulation products shall be taken into account.

5)
If the test signal is applicable according to [clause 5], perform the Transmitter spurious emissions test as specified in [sub-clause 6.6.1], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clause 6.6.1]. The width of the intermodulation products shall be taken into account.

6)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

7)
Repeat the test for the remaining interfering signal centre frequency offsets according to the conditions of Table 6.7.2.3-1 in TS 37.105 [x].

8)
Repeat the test for the remaining test signals and physical channels in [Table 4.9.2-1].

In addition, for a multi-band capable BS, the following steps shall apply:

9)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

10)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1 + m*1.6MHz) for the nF1(mF2 products





●
 (n*1.6MHz + m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth or channel bandwidth in case of single carrier.

6.7.4.2.1.4
Intra-system minimum requirement test procedure
1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate the interfering signal according to Table 6.7.2.5-1 in TS 37.105 [x].
3)
Adjust ATT1 so that level of the interfering signal is as defined in Table 6.7.2.5-1 in TS 37.105 [x].
4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. The width of the intermodulation products shall be taken into account.
5)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

In addition, for a multi-band capable BS, the following steps shall apply:

6)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block in case of the interfering signal is located inside the sub-block gap and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1 + m*5MHz) for the nF1(mF2 products





●
 (n*5MHz + m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth in case of the interfering signal is located inside the sub-block gap.
6.7.4.2.2
Single RAT FDD UTRA operation

6.7.4.2.2.1
Co-location minimum requirement test procedure
1)
For a BS declared to be capable of single carrier operation only, set the base station to transmit a signal according to TM1, [sub-clause 6.1.1.1] at manufacturer’s declared rated output power, Prated,c.

For a BS declared to be capable of multi-carrier operation, set the base station to transmit according to TM1 on all carriers configured using the applicable test configuration and corresponding power setting specified in sub-clause 4.12.
2)
Generate the interfering signal in accordance to TM1, [sub-clause 6.1.1.1] with a frequency offset of according to the conditions of [Table 6.48] but exclude interfering signal frequencies that are outside of the allocated downlink operating band or interfering signal frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.

3)
Adjust ATT1 so the level of the WCDMA interfering signal is as defined in [sub-clause 6.6.5].

4)
Perform the out of band emission test as specified in [sub-clause 6.5.2], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clause 6.5.2]. The width of the intermodulation products shall be taken into account.

5)
Perform the spurious emission test as specified in [sub-clause 6.5.3], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clause 6.5.3]. The width of the intermodulation products shall be taken into account.

6)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

7)
Repeat the test for the remaining interfering signal centre frequency offsets according to the conditions of [Table 6.48]. 

In addition, for a multi-band capable BS, the following step shall apply:
8)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band. For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.
NOTE: 
The third order intermodulation products are (F1(2F2) and (2F1(F2), the fifth order intermodulation products are (2F1(3F2), (3F1(2F2), (4F1(F2), and (F1(4F2), where F1 represents the wanted signal centre frequency or centre frequency of each sub-block and F2 represents the interfering signal centre frequency. The widths of intermodulation products are





●
 (n*BWF1 + m*5MHz) for the nF1(mF2 products





●
 (n*5MHz + m* BWF1) for the nF2(mF1 products


where BWF1 represents the wanted signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth.
6.7.4.2.2.2
Intra-system minimum requirement test procedure
1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate the interfering signal according to Table 6.7.3.3-1 in TS 37.105 [x].
3)
Adjust ATT1 so that level of the interfering signal is as defined in Table 6.7.3.3-1 in TS 37.105 [x].
4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. The width of the intermodulation products shall be taken into account.
5)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

In addition, for a multi-band capable BS, the following steps shall apply:

6)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block in case of the interfering signal is located inside the sub-block gap and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1 + m*5MHz) for the nF1(mF2 products





●
 (n*5MHz + m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth in case of the interfering signal is located inside the sub-block gap.
6.7.4.2.3
Single RAT TDD UTRA 1,28 Mcps option operation

6.7.4.2.3.1
Co-location minimum requirement test procedure
1)
Apply the single-band test procedures for out of band and spurious emissions as described in [sub-clause 6.6.2 and 6.6.3], respectively, at the frequencies of all third and fifth order intermodulation products. The frequency band occupied by the interference signal is excluded from the measurements.

In addition, for a multi-band capable BS, the following steps shall apply:

2)
For multi-band capable BS and single band tests, repeat the steps above per involved band with no carrier activated in the other band.

3)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.
NOTE:
The third order intermodulation products are at frequencies (F1 ( 2F2) and (2F1 ( F2), the fifth order intermodulation products are at frequencies (2F1 ( 3F2), (3F1 ( 2F2), (4F1 ( F2) and (F1 ( 4F2), where F1 represents the frequencies within the bandwidth of the wanted signal and F2 represents the frequencies within the bandwidth of the CDMA modulated interference signal.
6.7.4.2.3.2
Intra-system minimum requirement test procedure
1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate the interfering signal according to Table 6.7.3.3-1 in TS 37.105 [x].
3)
Adjust ATT1 so that level of the interfering signal is as defined in Table 6.7.3.3-1 in TS 37.105 [x].
4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. The width of the intermodulation products shall be taken into account.
5)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

In addition, for a multi-band capable BS, the following steps shall apply:

6)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block in case of the interfering signal is located inside the sub-block gap and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1 + m*5MHz) for the nF1(mF2 products





●
 (n*5MHz + m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth in case of the interfering signal is located inside the sub-block gap.
6.7.4.2.4
Single RAT E-UTRA operation

6.7.4.2.4.1
Co-location minimum requirement test procedure
1)
For a BS declared to be capable of single carrier operation only, generate the wanted signal according to E-TM1.1 at manufacturer’s declared rated output power.


For a BS declared to be capable of multi-carrier and/or CA operation, set the base station to transmit according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in [sub-clause 4.10 and 4.11].

2)
Generate the interfering signal according to E-TM1.1, with 5 MHz channel bandwidth and a centre frequency offset according to the conditions of [Table 6.7.1-1] but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.

3)
Adjust ATT1 so that level of the E-UTRA interfering signal is as defined in [sub-clause 6.7.5].

4)
Perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.3], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.3]. The width of the intermodulation products shall be taken into account.

5)
Perform the Transmitter spurious emissions test as specified in [sub-clause 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clause 6.6.4]. The width of the intermodulation products shall be taken into account.

6)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

7)
Repeat the test for the remaining interfering signal centre frequency offsets according to the conditions of [Table 6.7.1-1]. 

In addition, for a multi-band capable BS, the following step shall apply:

8)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band. For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.
NOTE: 
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the wanted signal centre frequency or centre frequency of each sub-block and F2 represents the interfering signal centre frequency.
The widths of intermodulation products are:

·  (n*BWF1 + m*5MHz) for the nF1(mF2 products

· (n*5MHz + m*BWF1) for the nF2(mF1 products

where BWF1 represents the wanted signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth.
6.7.4.2.4.2
Intra-system minimum requirement test procedure
1)
Set the BS to transmit the test signal according to [clause 5] at maximum output power according to the applicable test configuration.

2) 
Generate the interfering signal according to Table 6.7.4.3-1 in TS 37.105 [x].
3)
Adjust ATT1 so that level of the interfering signal is as defined in Table 6.7.4.3-1 in TS 37.105 [x].
4)
If the test signal is applicable according to [clause 5], perform the Out-of-band emission tests as specified in [sub-clauses 6.6.2 and 6.6.4], for all third and fifth order intermodulation products which appear in the frequency ranges defined in [sub-clauses 6.6.2 and 6.6.4]. The width of the intermodulation products shall be taken into account.
5)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

In addition, for a multi-band capable BS, the following steps shall apply:

6)
For multi-band capable BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7)
For multi-band capable BS with separate TAB connector, the TAB connector not being under test shall be terminated.

NOTE:
The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block in case of the interfering signal is located inside the sub-block gap and F2 represents the interfering signal centre frequency. The widths of intermodulation products are 





●
 (n*BWF1 + m*5MHz) for the nF1(mF2 products





●
 (n*5MHz + m* BWF1) for the nF2(mF1 products

where BWF1 represents the test signal RF bandwidth, or channel bandwidth in case of single carrier, or sub-block bandwidth in case of the interfering signal is located inside the sub-block gap.
6.7.5
Test requirements

6.7.5.1
MSR operation

6.7.5.1.1
General test requirement

In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.1, 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.2.1‑1 in TS 37.105 [x] for BS operation in BC1, BC2 and BC3. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.

The requirement is applicable outside the Base Station RF bandwidth or maximum radio bandwidth. The interfering signal offset is defined relative to the Base Station RF bandwidth edges or maximum radio bandwidth edges.

For BS operating in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For BS capable of multi-band operation, the requirement applies relative to the RF bandwidth edges of each operating band. In case the inter RF bandwidth gap is less than 15 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter RF bandwidth gap.

6.7.5.1.2
Additional test requirement (BC1 and BC2)

In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.1, 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.2.2-1 in TS 37.105 [x] for BS operation in BC2. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.

The requirement is applicable outside the Base Station RF bandwidth or maximum radio bandwidth for BC2. The interfering signal offset is defined relative to the Base Station RF bandwidth edges or maximum radio bandwidth edges.

For BS operating in non-contiguous spectrum in BC1 or BC2, the requirement is also applicable inside a sub-block gap larger than or equal to two times the interfering signal centre frequency offset. For BS operating in non-contiguous spectrum in BC1, the requirement is not applicable inside a sub-block gap with a gap size equal or larger than 5MHz. The interfering signal offset is defined relative to the sub-block edges.
For BS capable of multi-band operation, the requirement applies relative to the RF bandwidth edges of a BC2 operating band. The requirement is also applicable for BC1 and BC2 inside an inter RF bandwidth gap equal to or larger than two times the interfering signal centre frequency offset. For BS capable of multi-band operation, the requirement is not applicable for BC1 band inside an inter RF bandwidth gap with a gap size equal to or larger than 5MHz.

6.7.5.1.3
Additional test requirement (BC3)

In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.1, 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.2.3-1 in TS 37.105 [x] for BS operation in BC3. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.

For BS capable of multi-band operation, the requirement applies relative to the RF bandwidth edges of each operating band. In case the inter RF bandwidth gap is less than 3.2 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter RF bandwidth gap.
6.7.5.1.4
Additional test requirement for Band 41

In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the maximum levels according to [Table 6.6.1.5.5-3, Table 6.6.2.5.4.5-1 and Table 6.6.4.5.1-2] with a square filter in the first adjacent channel, in the presence of a wanted signal and an interfering signal according to [Table 6.7.4‑1 in TS 37.104 [x]] for a BS operating in Band 41. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.

6.7.5.1.5
Intra-system test requirement
In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.2.5‑1 in TS 37.105 [x] for BS operation in BC1, BC2 and BC3. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.
6.7.5.2
Single RAT FDD UTRA operation

6.7.5.2.1
General test requirement
In the frequency range relevant for this test, the transmit intermodulation level shall not exceed the out of band emission or the spurious emission requirements of [sub-clauses 6.5.2 and 6.5.3] in the presence of a WCDMA interfering signal with a power level 30 dB below the rated total output power in the operating band.

For a BS operating in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.

For a BS capable of multi-band operation, the requirement is also applicable inside an Inter RF Bandwidth gap for interfering signal offsets where the interfering signal falls completely within the Inter RF Bandwidth gap. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges.
The measurements for out of band emission or spurious emission requirement due to intermodulation can be limited to the frequency ranges of all third and fifth order intermodulation products, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in [sub-clause 4.2] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex F].
6.7.5.2.2
Intra-system test requirement
In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.3.3‑1 in TS 37.105 [x] for BS operation in BC1, BC2 and BC3. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.
6.7.5.3
Single RAT TDD UTRA 1,28 Mcps option

6.7.5.3.1
General test requirement
NOTE:
If the Test Requirement below differs from the Minimum Requirement, then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in [sub-clause 5.11] and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex D].

The power level of the CDMA modulated interference signal shall be 30 dB below the rated total output power in the operating band.

At the frequencies of all third and fifth order intermodulation products, the Test Requirements for out of band and spurious emissions as specified in [sub-clauses 6.6.2.1.5 (Spectrum emission mask), 6.6.2.2.5 (ACLR) and 6.6.3.5 (Spurious emissions)] shall be met.

The requirement is always applicable outside the Base Station RF bandwidth or maximum radio bandwidth.  
For a BS capable of multi-band operation, the requirement applies relative to the RF bandwidth edges in each supported operating band. In case the inter RF bandwidth gap is less than 4.8 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter RF bandwidth gap.
6.7.5.3.2
Intra-system test requirement
In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.3.3‑1 in TS 37.105 [x] for BS operation in BC1, BC2 and BC3. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.
6.7.5.4
Single RAT E-UTRA operation

6.7.5.4.1
General test requirement
In the frequency range relevant for this test, the transmit intermodulation level shall not exceed the out-of-band emission requirements of [sub-clauses 6.6.2 and  6.6.3] and transmitter spurious emissions requirements of[ sub-clause 6.6.4] in the presence of a E-UTRA interfering signal with a power level 30 dB below the rated total output power in the operating band.
The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges. 

For a BS capable of multi-band operation, the requirement applies relative to the Base Station RF Bandwidth edge of each supported operating band. In case the Inter RF Bandwidth gap is less than 15 MHz, the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the Inter RF Bandwidth gap.
The measurements for out-of-band emissions and spurious emission requirements due to intermodulation can be limited to the frequency ranges of all third and fifth order intermodulation products, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in [Annex G]. The explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in [Annex G].
6.7.5.4.2
Additional test requirement for Band 41

In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the maximum levels according to [Table 6.6.2-2] with a square filter in the first adjacent channel, [Table 6.6.3.5.3-7 and Table 6.6.4.5.4-6] in the presence of a wanted signal and an interfering signal according to Table 6.7.2‑1 in TS 36.104 [x] for a BS operating in Band 41. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.

6.7.5.4.3
Intra-system test requirement

In the frequency range relevant for this test, the transmitter intermodulation level shall not exceed the unwanted emission limits in [sub-clause 6.6.2 and 6.6.4] in the presence of a wanted signal and an interfering signal according to Table 6.7.4.3‑1 in TS 37.105 [x] for BS operation in BC1, BC2 and BC3. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products and excluding the bandwidths of the wanted and interfering signals.

[The end of text proposal]
