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1 Introduction
In RAN#70, a new CA configuration of band 3, band 3, band 41, band 41 and band 41 was introduced into the agreed 5DL/1UL basket WI [1]. This contribution provides a text proposal on supported channel bandwidths per operating band and co-existence study for CA_4DL_3C-41D_1UL_BCS0 for TR36.714-05-01[2]. 
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6.x  CA_3C-41D_BCS0

6.x.1
Channel bandwidths per operating band for CA

Table 6.x.1-1: 5DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-41
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD


Table 6.x.1-2: Supported E-UTRA bandwidths per CA configuration for 5DL inter-band CA 
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3C-41D
	3
	See CA_3C in Table 5.6A.1-1 in TS 36.101 of Bandwidth Combination Set 0
	100
	0

	
	41
	See CA_41D in Table 5.6A.1-1 in TS 36.101 of Bandwidth Combination Set 0
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [x] when operating in single carrier mode.
6.x.2
Co-existence studies
The 3rd order IMD products caused in the BS by transmitting CA_3C-41D (i.e. 5DL CA with two component carriers on bands 3 and three carriers on band 41) are derived in the constituent 4DL, 3DL and 2DL CA fall-back modes, which have been already analyzed and captured into 3GPP TR 36.852, TR 36.853 and TR36.714-04-01.
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