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1   Introduction
In the RAN4#78 meeting, there is a lot of discussion about the CSI class B test cases with K>1. For the test metric, the agreements are
Option 1: One throughput test with single CSI-RS resource and another throughput test with multiple CSI-RS resources.  
Alt.1: Check both CRI statistics and throughput ratio.
Alt.2: Check  throughput ratio only.
Option 2: One throughput test with multiple CSI-RS resources and check CRI statistics.
Other options will not be precluded.
For the beamforming model, there are two options, i.e. 
Option 1: Dynamic power scaling
Option 2: CSI-RS resource specific Beamforming and beam steering channel model
In this contribution, we will further analyse the CSI requirement for CSI class B with K>1.
2   Discussion
2.1   Test metric
For CSI Class B, a CSI process is associated with K CSI-RS resources.  When K≥1, there are K different beams in the different direction. So as a result, CRI (CSI-RS Resource Indicator) is defined to select NZP-CSI-RS resource. After receiving CSI-RS, UE need to find the best CSI-RS beam and feedback the corresponding CRI. Then estimate CQI, PMI and RI based on the selected CSI-RS resource.

Proposal 1: Introducing CRI test case for CSI Class B K>1 to verify UE reporting CRI accuracy.
2.2   Beamforming model
There are a lot of possible ways to introduce CRI test cases. Since the main purpose of the test cases is to verify the accuracy of UE reporting, it is very similar to the PMI test. The same methodology can be applied to the CRI test, i.e. relative throughput ratio between following CRI and random/fixed CRI can be used. 

The most straightforward and reasonable way is to design the test cases like PMI test cases. 
Proposal 2: Define PMI like test cases for CRI.

3   Conclusion

In summary, regarding the test CSI requirement for CSI class B with K>1, we propose that:
Proposal 1: Introducing CRI test case for CSI Class B K>1 to verify UE reporting CRI accuracy
Proposal 2: Define PMI like test cases for CRI.
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