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1 Introduction

Core requirements for eDRX in RRC_IDLE and RRC_CONNECTED were completed in RAN4#78.
In this contribution, we discuss the scope of test cases for eDRX.

2 Discussion
The eDRX functionality in RRC_CONNECTED is basically the support for two additional DRX cycles (5.12 s and 10.24 s) based on the same principles as used for the legacy DRX cycles. In RAN4, there are no test cases specifically to test the DRX functionality, rather some requirements are tested under some (typically one) but not all DRX configurations. Considering this and also that for eDRX in RRC_CONNECTED two new cycle length configuration parameters were added but no new measurement procedures, there is no need to test eDRX in RRC_CONNECTED.
· Proposal 1: No need for eDRX test cases in RRC_CONNECTED.
The situation is different for eDRX in RRC_IDLE, for which the concepts of H-SFN and Paging Transmission Windows were introduced and which impacted the cell reselection and MDT requirements in Section 4 of TS 36.133.
· Proposal 2: Specify eDRX test cases for cell reselection requirements in RRC_IDLE.

· Proposal 3: The set of eDRX test cases for cell reselection requirements in RRC_IDLE may cover intra-frequency, inter-frequency, and inter-RAT requirements.
· Proposal 4: RAN4 to discuss whether eDRX test cases for IncMon requirements in RRC_IDLE are needed in Rel-14.

· Proposal 5: The eDRX test cases are to be based on test cases with legacy DRX. Since most of the test configuration parameters are to be the same as in the reference test cases, only the differences need to be captured in the new test cases.
Based on the proposals above, a draft CR is provided in [1].
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