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1   Introduction
In this contribution, the impairment results of TM9 tests with MBSFN subframes configured for PDSCH are given.
2   Discussion
The simulation parameters are given in Table 1 and Table 2 for 2Rx and 4Rx respectively. The impairment results are listed in the table below.
	
	Impairment results

	2Rx
	-1.45 dB

	4Rx
	17.33 dB


Table 1 Parameters used for TM9 with 6/10 subframes configured as MBSFN subframes for 2Rx
	BW
	10MHz

	Allocated PRB
	50 PRBs

	Transmission mode
	9

	Control OFDM symbols
	2

	MBSFN subframes
	Subframes 1~6 (index starts from subframe 0)

	Propagation channel
	EVA5

	Modulation
	QPSK

	Coding rate
	1/3

	Number of layers
	1

	Number of Rx
	2


Table 2 Parameters used for TM9 with 6/10 subframes configured as MBSFN subframes for 4Rx
	BW
	10MHz

	Allocated PRB
	50 PRBs

	Transmission mode
	9

	Control OFDM symbols
	2

	MBSFN subframes
	Subframes 1,2,3,6,7,8

	Propagation channel
	EPA5

	MCS
	14

	Number of layers
	4

	Number of Rx
	4


3   Conclusion
In this contribution, the impairment results of TM9 tests with MBSFN subframes configured for PDSCH are given.















































































































































































































































































































