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---Start of changes---

Table 9.1.9.1-1: UE Rx – Tx time difference measurement accuracy

	Accuracy
	Conditions

	
	Ês/Iot
	Downlink transmission

bandwidth of PCell
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 6
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz Note 5
	dBm/BWChannel

	(20
	(-3 dB
	≥1.4 MHz
	FDD_A Note 7, TDD_A
	-121
	-50

	
	
	
	FDD_B
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G Note 4
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(14
	(-3 dB
	≥ 3 MHz
	Note 3
	Note 3
	Note 3

	(10
	(-3 dB
	≥ 5 MHz
	Note 3
	Note 3
	Note 3

	(7
	(-3 dB
	≥10 MHz
	Note 3
	Note 3
	Note 3

	NOTE 1:
When in dBm/15kHz, the minimum Io condition is expressed as the average Io per RE over all REs in that symbol. Io may be different in different symbols within a subframe.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≥1.4 MHz.

NOTE 4:
Except Band 29.

NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 6:
E-UTRA operating band groups are as defined in Section 3.5. 

NOTE 7:
Except Band 32.


--- Text omitted ---

Table 9.1.9.3-1: UE Rx–Tx time difference measurement accuracy under time domain measurement resource restriction

	Accuracy
	Conditions

	
	Ês/Iot Note 6
	Downlink transmission bandwidth of PCell
	Io Note 1, 5 range

	
	
	
	E-UTRA operating band groups Note 8
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz Note 7
	dBm/BWChannel

	(20
	(-3 dB
	≤ 3 MHz
	FDD_A Note 9, TDD_A
	-121
	-50

	
	
	
	FDD_B
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G Note 4
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(10
	(-3 dB
	≥ 5 MHz
	Note 3
	Note 3
	Note 3

	NOTE 1:
When in dBm/15kHz, the minimum Io condition is expressed as the average Io per RE over all REs in that symbol. Io may be different in different symbols within a subframe.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≤ 3 MHz.

NOTE 4:
Except Band 29.

NOTE 5:
Io is defined for the subframes indicated by the time-domain measurement resource restriction pattern for serving cell measurements. The specified Io range applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 6:
CRS Ês/Iot is in subframes indicated for PCell measurements by the time-domain measurement resource restriction pattern.

NOTE 7:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 8:
E-UTRA operating band groups are as defined in Section 3.5. 

NOTE 9:
Except Band 32.


--- Text omitted ---

Table 9.1.9.4-1: UE Rx–Tx time difference measurement accuracy

	Accuracy
	Conditions

	
	CRS

Ês/Iot Note 6
	Downlink transmission bandwidth of PCell
	Io range Note 5

	
	
	
	E-UTRA operating band groups Note 8
	Minimum 

Io Note 1, 7
	Maximum 

Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz Note 7
	dBm/BWChannel

	(20
	(-7.76
	≤ 3 MHz
	FDD_A Note 9, TDD_A
	-121
	-50

	
	
	
	FDD_B
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G Note 4
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(10
	(-7.76
	≥ 5 MHz
	Note 3
	Note 3
	Note 3

	NOTE 1:
This Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≤ 3 MHz.

NOTE 4:
Except Band 29.

NOTE 5:
Io is defined in subframes indicated for PCell measurements by the time domain measurement resource restriction pattern. The specified Io range applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 6:
CRS Ês/Iot is in subframes indicated for PCell measurements by the time-domain measurement resource restriction pattern.

NOTE 7:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 8:
E-UTRA operating band groups are as defined in Section 3.5. 

NOTE 9:
Except Band 32.



--- Text omitted ---

Table 9.1.20.1-1: SFN and subframe time difference measurement accuracy

	Accuracy
	Conditions

	
	Ês/Iot
	MIN(PCell downlink transmission

Bandwidth, PSCell downlink transmission

Bandwidth)
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 6
	Minimum Io
	Maximum Io

	Ts Note 2
	dB
	MHz
	
	dBm/15kHz Note 5
	dBm/BWChannel

	±52
	(-3 dB
	≥1.4 MHz
	FDD_A Note 7, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G Note 4
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	±40
	(-3 dB
	≥ 3 MHz
	Note 3
	Note 3
	Note 3

	NOTE 1:
When in dBm/15kHz, the minimum Io condition is expressed as the average Io per RE over all REs in that symbol. Io may be different in different symbols within a subframe.

NOTE 2:
Ts is the basic timing unit defined in TS 36.211.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with downlink bandwidth ≥1.4 MHz.

NOTE 4:
Except Band 29.

NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 6:
E-UTRA operating band groups are as defined in Section 3.5. 

NOTE 7:
Except Band 32.



--- Text omitted ---

Table A.9.1.1.2-1: RSRP FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
	
[image: image1.wmf]PRB
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
	
[image: image2.wmf]PRB
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	
[image: image3.wmf]oc

N

Note2


	Bands FDD_A Note 8
	dBm/15 kHz
	-106 
	-106
	-88
	-88
	-116

	
	Bands FDD_B
	
	
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-114

	
	Bands FDD_G Note 7
	
	
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	
	
	-112.5

	
[image: image4.wmf]ot

s

I

Ê


	dB
	2.5
	-6
	2.5
	-6
	0.46
	-5.76

	RSRPNote3
	Bands FDD_A Note 8
	dBm/15 kHz
	-100
	-105
	-82
	-87
	-113
	-117

	
	Bands FDD_B
	
	
	
	
	
	-112.5
	-116.5

	
	Bands FDD_C
	
	
	
	
	
	-112
	-116

	
	Bands FDD_D
	
	
	
	
	
	-111.5
	-115.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-111
	-115

	
	Bands FDD_G Note 7
	
	
	
	
	
	-110
	-114

	
	Bands FDD_H
	
	
	
	
	
	-109.5
	-113.5

	IoNote3
	Bands FDD_A Note 8
	dBm/9 MHz
	-70.27
	-70.27
	-52.27
	-52.27
	-82.43

	
	Bands FDD_B
	
	
	
	
	
	-81.93

	
	Bands FDD_C
	
	
	
	
	
	-81.43

	
	Bands FDD_D
	
	
	
	
	
	-80.93

	
	Bands  FDD_E, FDD_F Note 5 
	
	
	
	
	
	-80.43

	
	Bands FDD_G Note 7
	
	
	
	
	
	-79.43

	
	Bands FDD_H
	
	
	
	
	
	-78.93
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	dB
	6
	1
	6
	1
	3
	-1

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image6.wmf]oc

N

 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5. 

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.1.3.2-1: RSRP FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
	
	
	
	
	

	 
[image: image9.wmf]oc

N

Note2

	Bands FDD_A Note 8
	dBm/15 kHz
	-88.65
	-88.65 
	(
[image: image10.wmf]oc

N

 for Channel 2 +8dB)
	-117

	
	Bands FDD_B
	
	
	
	
	-116.5

	
	Bands FDD_C
	
	
	
	
	-116

	
	Bands FDD_D
	
	
	
	
	-115.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	-115

	
	Bands FDD_G Note 7
	
	
	
	
	-114

	
	Bands FDD_H
	
	
	
	
	-113.5

	
[image: image11.wmf]ot
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Ê


	dB
	10
	10
	13
	-4

	RSRPNote3
	Bands FDD_A Note 8
	dBm/15 kHz
	-78.65
	-78.65
	(RSRP for Cell 2 +25dB)
	-121

	
	Bands FDD_B
	
	
	
	
	-120.5

	
	Bands FDD_C
	
	
	
	
	-120

	
	Bands FDD_D
	
	
	
	
	-119.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	-119

	
	Bands FDD_G Note 7
	
	
	
	
	-118

	
	Bands FDD_H
	
	
	
	
	-117.5

	IoNote3
	Bands FDD_A Note 8
	dBm/9 MHz
	-50.45
	-50.45
	(Io for Channel 2 +19.75dB)
	-87.76

	
	Bands FDD_B
	
	
	
	
	-87.26

	
	Bands FDD_C
	
	
	
	
	-86.76

	
	Bands FDD_D
	
	
	
	
	-86.26

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	-85.76

	
	Bands FDD_G Note 7
	
	
	
	
	-84.76

	
	Bands FDD_H
	
	
	
	
	-84.26
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Ê


	dB
	10
	10
	13
	-4

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image13.wmf]oc
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.1.8.2-2: Cell-specific test parameters for E-UTRAN FDD RSRP intra-frequency test parameters under time-domain measurement resource restriction with non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
	
[image: image14.wmf]PRB
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
	
[image: image15.wmf]PRB
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.5 (OP.5 FDD) and A.3.2.1.6 (OP.6 FDD)
	
	OP.5 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	
[image: image16.wmf]oc

N

Note2


	Bands FDD_A Note 10
	dBm/15 kHz
	-106
	-88
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	-114

	
	Bands FDD_G Note 9
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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	dB
	5
	-2
	5
	-4
	5
	-4

	CRS 
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 Note 5
	dB
	2.88
	-2
	3.54
	-4
	3.54
	-4

	SCH 
[image: image19.wmf]ot
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	dB
	-1.12
	-5.54
	-0.46
	-7.54
	-0.46
	-7.54

	RSRP Note3,4,5
	Bands FDD_A Note 10
	dBm/15 kHz
	-101
	-108
	-83
	-92
	-111
	-120

	
	Bands FDD_B
	
	
	
	
	
	-110.5
	-119.5

	
	Bands FDD_C
	
	
	
	
	
	-110
	-119

	
	Bands FDD_D
	
	
	
	
	
	-109.5
	-118.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-109
	-118

	
	Bands FDD_G Note 9
	
	
	
	
	
	-108
	-117

	
	Bands FDD_H
	
	
	
	
	
	-107.5
	-116.5

	
[image: image20.wmf](

)

meas

Io

Note 3
	Bands FDD_A Note 10
	dBm/9 MHz
	-71.41
	-74.88
	-53.63
	-57.37
	-81.63
	-85.37

	
	Bands FDD_B
	
	
	
	
	
	-81.13
	-84.87

	
	Bands FDD_C
	
	
	
	
	
	-80.63
	-84.37

	
	Bands FDD_D
	
	
	
	
	
	-80.13
	-83.87

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-79.63
	-83.37

	
	Bands FDD_G Note 9
	
	
	
	
	
	-78.63
	-82.37

	
	Bands FDD_H
	
	
	
	
	
	-78.13
	-81.87

	Propagation condition
	
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image21.wmf]oc
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.1-1.
Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.

Note 9:
Except Band 29.
Note 10:
Except Band 32.


--- Text omitted ---

Table A.9.1.10.2-2: Cell-specific test parameters for E-UTRAN FDD RSRP intra-frequency test parameters under time-domain measurement resource restriction with MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.8 (OP.8 FDD) and A.3.2.1.6 (OP.6 FDD)
	
	OP.8 FDD
	OP.6 FDD
	OP.8 FDD
	OP.6 FDD
	OP.8 FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RB Note1 
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0
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Note 2


	Bands FDD_A Note 11
	dBm/15 kHz
	-106
	-88
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
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	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table A.3.4.2.1-1.

Note 7:
In the 1st OFDM symbol, Cell 2 is not expected to meet the Es/Iot side condition in 9.1.2.3 and 9.1.2.4.
Note 8:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 9:
E-UTRA operating band groups are as defined in Section 3.5.

Note 10:
Except Band 29.
Note 11:
Except Band 32.


--- Text omitted ---

Table A.9.1.14.2-2: Cell-specific test parameters for FDD RSRP under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	-
	R.0 FDD
	-
	-
	R.0 FDD
	-
	-

	PDSCH allocation
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	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.5 (OP.5 FDD) and A.3.2.1.6 (OP.6 FDD)
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	
	
	
	

	
[image: image34.wmf]oc

N

Note2


	Bands FDD_A Note 10
	dBm/15 kHz
	-106
	-88
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	-114

	
	Bands FDD_G Note 9
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
[image: image35.wmf]oc

s

N

E

/

ˆ


	dB
	4
	2
	-1.5
	4
	2
	-4
	4
	2
	-4

	CRS 
[image: image36.wmf](

)

meas

ot

s

I

Ê

 Note 5
	dB
	-1.18
	-0.32
	-6.96
	-0.75
	0.54
	-9.46
	-0.75
	0.54
	-9.46

	RSRP Note3,4,5
	Bands FDD_A Note 10
	dBm/15 kHz
	-102
	-104
	-107.5
	-84
	-86
	-92
	-112
	-114
	-120

	
	Bands FDD_B
	
	
	
	
	
	
	
	-111.5
	-113.5
	119.5

	
	Bands FDD_C
	
	
	
	
	
	
	
	-111
	-113
	-119

	
	Bands FDD_D
	
	
	
	
	
	
	
	-110.5
	-112.5
	-118.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	
	
	-110
	-112
	-118

	
	Bands FDD_G Note 9
	
	
	
	
	
	
	
	-109
	-111
	-117

	
	Bands FDD_H
	
	
	
	
	
	
	
	-108.5
	-110.5
	-116.5

	
[image: image37.wmf](

)

meas

Io

Note 3,5
	Bands FDD_A Note 10
	dBm/9 MHz
	-70.58
	-74.43
	-52.82
	-57.04
	-80.82
	-85.04

	
	Bands FDD_B
	
	
	
	
	
	-80.32
	-84.54

	
	Bands FDD_C
	
	
	
	
	
	-79.82
	-84.04

	
	Bands FDD_D
	
	
	
	
	
	-79.32
	-83.54

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-78.82
	-83.04

	
	Bands FDD_G Note 9
	
	
	
	
	
	-77.82
	-82.04

	
	Bands FDD_H
	
	
	
	
	
	-77.32
	-81.54

	Propagation condition
	
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements. 

Note 6:
Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.1-1.
Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.

Note 9:
Except Band 29.
Note 10:
Except Band 32.


--- Text omitted ---

Table A.9.1.25.2-1: RSRP FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Measurement bandwidth
	
[image: image39.wmf]PRB

n


	22—27

	DTMC period
	ms
	N/A
	160

	DTMC period offset
	
	N/A
	10

	Discovery signal occasion duration
	ms
	N/A
	1

	Time offset between cells
	µs
	2.3

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5. 

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.1.27.2-1: CRS RSRP FDD—FDD Inter frequency test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel 
	MHz
	10
	10

	Gap Pattern Id
	
	0
	-

	gapOffset
	ms
	9
	

	DMTC period
	ms
	-
	160

	DMTC period offset
	ms
	-
	10

	Discovery signal occasion duration
	ms
	-
	1

	Time offset between cells
	µs
	-
	3

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
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	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
DMTC is provided to the UE in the measDS-Config (in TS36.331) before the beginning of the test 
Note 9:
Except Band 32.


--- Text omitted ---

Table A.9.1.29.2-1: CSI-RSRP FDD Intra frequency test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel 
	MHz
	10

	DMTC period
	ms
	160

	DMTC period offset
	ms
	10

	Discovery signal occasion duration
	ms
	1

	CSI-RS resource configuration
	
	2
	4

	CSI-RS periodicity
	ms
	10

	CSI-RS subframe offset
	ms
	0

	CSI-RS individual offset[2]
	dB
	0
	0

	CSI-RS muting
	
	Enable
	Enable

	Time offset between cells
	µs
	-
	2.3

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
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	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement subframe.
Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
DMTC is provided to the UE in the measDS-Config (in TS36.331) before the beginning of the test
Note 9:
Except Band 32.


--- Text omitted ---

Table A.9.1.31.2-1: CSI-RSRP FDD—FDD Inter frequency test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel 
	MHz
	10
	10

	Gap Pattern Id
	
	0
	-

	gapOffset
	ms
	9
	

	DMTC period
	ms
	160
	160

	DMTC period offset
	ms
	0
	10

	Discovery signal occasion duration
	ms
	1
	1

	CSI-RS resource configuration
	
	2
	4

	CSI-RS periodicity
	ms
	10

	CSI-RS subframe offset
	ms
	0

	CSI-RS individual offset[2]
	dB
	0
	0

	CSI-RS muting
	
	Enable
	Enable

	Time offset between cells
	µs
	-
	3

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1 
	
	
	

	p-C-r10[2]
	dB
	0
	6

	 
[image: image62.wmf]oc

N

Note2

	Bands FDD_A Note 9
	dBm/15 kHz
	(
[image: image63.wmf]oc

N

 for Channel 2 +6dB)
	-115

	
	Bands FDD_B
	
	
	-114.5

	
	Bands FDD_C
	
	
	-114

	
	Bands FDD_D
	
	
	-113.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	-113

	
	Bands FDD_G Note 7
	
	
	-112

	
	Bands FDD_H
	
	
	-111.5

	CRS
[image: image64.wmf]ot

s

I

Ê


	dB
	13
	-6

	CSI-RS 
[image: image65.wmf]ot

s

I

Ê


	dB
	13
	0

	RSRPNote3
	Bands FDD_A Note 9
	dBm/15 kHz
	(RSRP for Cell 2 +25dB)
	-121

	
	Bands FDD_B
	
	
	-120.5

	
	Bands FDD_C
	
	
	-120

	
	Bands FDD_D
	
	
	-119.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	-119

	
	Bands FDD_G Note 7
	
	
	-118

	
	Bands FDD_H
	
	
	-117.5

	CSI-RSRP Note3
	Bands FDD_A Note 9
	dBm/15 kHz
	(RSRP for Cell 1 +0dB)
	(RSRP for Cell 2 +6dB)

	
	Bands FDD_B
	
	
	

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	

	
	Bands FDD_G Note 7
	
	
	

	
	Bands FDD_H
	
	
	

	IoNote3
	Bands FDD_A Note 9
	dBm/9 MHz
	(Io for Channel 2 +19.68dB)
	-86.25

	
	Bands FDD_B
	
	
	-85.75

	
	Bands FDD_C
	
	
	-85.25

	
	Bands FDD_D
	
	
	-84.75

	
	Bands FDD_E, FDD_F Note 5 
	
	
	-84.25

	
	Bands FDD_G Note 7
	
	
	-83.25

	
	Bands FDD_H
	
	
	-82.75

	CRS
[image: image66.wmf]oc

s

N

Ê


	dB
	13
	-6

	CSI-RS 
[image: image67.wmf]oc

s

N

Ê


	dB
	13
	0

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement subframe.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:      DMTC is provided to the UE in the measDS-Config (in TS36.331) before the beginning of the test 
Note 9:
Except Band 32.


--- Text omitted ---

Table A.9.1.41.2-1: FD-FDD RSRP Intra frequency test parameters for UE category 0
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.3
	
	R.13 FDD
	-
	R.13 FDD
	-
	R.13 FDD
	-

	PDSCH allocation
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	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
Es/Iot, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 5:
E-UTRA operating band groups are as defined in Section 3.5. 

Note 6:
Except Band 29.
Note 7:
Except Band 32.


--- Text omitted ---

Table A.9.1.42.2-1: HD-FDD RSRP Intra frequency test parameters for UE category 0
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.4
	
	R.1 HD-FDD
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	PDSCH allocation
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	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.3
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	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
Es/Iot, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 5:
E-UTRA operating band groups are as defined in Section 3.5. 

Note 6:
Except Band 29.
Note 7:
Except Band 32.


--- Text omitted ---

Table A.9.2.1.2-1: RSRQ FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
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	PDSCH allocation
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	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.2.3.2-1: RSRQ FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	10
	10
	10
	10
	10
	10

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
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	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: 
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5: 
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.2.7.2-2: Cell-specific test parameters for E-UTRAN FDD RSRQ intra frequency test parameters under time domain measurement resource restriction with non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
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	R.0 FDD
	-

	PDSCH allocation
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	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-109
	-118

	
	Bands FDD_G Note 9
	
	
	
	
	
	-108
	-117

	
	Bands FDD_H
	
	
	
	
	
	-107.5
	-116.5
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)

RSRQ

meas

 Note3,4,5
	Bands FDD_A Note 10, FDD_B, FDD_C, FDD_E, FDD_F Note 7, FDD_G Note 9, FDD_H
	dB
	-12.60
	-15.30
	-12.60
	-15.30
	-12.38
	-16.69
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)

meas

Io

 Note3
	Bands FDD_A Note 10
	dBm/9 MHz
	-50.17
	-53.64
	-69.26
	-72.73
	-81.63
	-85.37

	
	Bands FDD_B
	
	
	
	
	
	-81.13
	-84.87

	
	Bands FDD_C
	
	
	
	
	
	-80.63
	-84.37

	
	Bands FDD_D
	
	
	
	
	
	-80.13
	-83.87

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-79.63
	-83.37

	
	Bands FDD_G Note 9
	
	
	
	
	
	-78.63
	-82.37

	
	Bands FDD_H
	
	
	
	
	
	-78.13
	-81.87

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.1-1.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.

Note 9:
Except Band 29.
Note 10:
Except Band 32.


--- Text omitted ---

Table A.9.2.9.2-2: Cell specific test parameters for FDD RSRQ under time domain measurement resource restriction with MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	OCNG Patterns defined in A.3.2.1.8 (OP.8 FDD) and A.3.2.1.6 (OP.6 FDD) Note5
	
	OP.8 FDD
	OP.6 FDD
	OP.8 FDD
	OP.6 FDD
	OP.8 FDD
	OP.6 FDD

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0
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Note2


	Bands FDD_A Note 11
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	-114

	
	Bands FDD_G Note 10
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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s

N

Ê


	dB
	5
	-2
	5
	-2
	5
	-4

	CRS 
[image: image106.wmf](

)

meas

ot

s

I

Ê

 Note 5, 7 in the
1st  OFDM symbol
	dB
	2.88
	-8.19
	2.88
	-8.19 
	3.54
	-10.19

	CRS 
[image: image107.wmf](

)

meas

s

Iot

Ê

 note 5 in OFDM symbols 4,7,11
	dB
	2.88
	-2
	2.88
	-2 
	3.54
	-4

	SCH 
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	dB
	-1.12
	-5.54
	-1.12
	-5.54
	-0.46
	-7.54

	RSRP Note 3,4,5
	Bands FDD_A Note 11
	dBm/15 kHz
	-79.76
	-86.76
	-98.85
	-105.85
	-111
	-120

	
	Bands FDD_B
	
	
	
	
	
	-110.5
	-119.5

	
	Bands FDD_C
	
	
	
	
	
	-110
	-119

	
	Bands FDD_D
	
	
	
	
	
	-109.5
	-118.5

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	-109
	-118

	
	Bands FDD_G Note 10
	
	
	
	
	
	-108
	-117

	
	Bands FDD_H
	
	
	
	
	
	-107.5
	-116.5

	(RSRQ) meas Note 3,4,5
	Bands FDD_A Note 11
	dB
	-12.60
	-15.02
	-12.60
	-15.02
	-12.38
	-16.36

	
	Bands FDD_B
	
	
	
	
	
	
	

	
	Bands FDD_C
	
	
	
	
	
	
	

	
	Bands FDD_D
	
	
	
	
	
	
	

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	
	

	
	Bands FDD_G Note 10
	
	
	
	
	
	
	

	
	Bands FDD_H
	
	
	
	
	
	
	

	(Io) meas Note 3

1st OFDM symbol


	Bands FDD_A Note 11
	dBm/9 MHz
	-50.17
	-53.64
	-69.26
	-72.73
	-81.63
	-85.37

	
	Bands FDD_B
	
	
	
	
	
	-81.13
	-84.87

	
	Bands FDD_C
	
	
	
	
	
	-80.63
	-84.37

	
	Bands FDD_D
	
	
	
	
	
	-80.13
	-83.87

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	-79.63
	-83.37

	
	Bands FDD_G Note 10
	
	
	
	
	
	-78.63
	-82.37

	
	Bands FDD_H
	
	
	
	
	
	-78.13
	-81.87

	(Io) meas Note 3

OFDM symbols other than the 1st one
	Bands FDD_A Note 11
	dBm/9 MHz
	-50.17
	-54.85
	-69.26
	-73.94 
	-81.63
	-86.76

	
	Bands FDD_B
	
	
	
	
	
	-81.13
	-86.26

	
	Bands FDD_C
	
	
	
	
	
	-80.63
	-85.76

	
	Bands FDD_D
	
	
	
	
	
	-80.13
	-85.26

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	-79.63
	-84.76

	
	Bands FDD_G Note 10
	
	
	
	
	
	-78.63
	-83.76

	
	Bands FDD_H
	
	
	
	
	
	-78.13
	-83.26

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table A.3.4.2.1-1.
Note 7:
In the 1st  OFDM symbol, Cell 2 is not expected to meet the Es/Iot side condition in 9.1.5.2.
Note 8:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 9:
E-UTRA operating band groups are as defined in Section 3.5.

Note 10:
Except Band 29.
Note 11:
Except Band 32.


--- Text omitted ---

Table A.9.2.15.2-2: Cell-specific test parameters for E-UTRAN FDD RSRQ intra frequency test parameters under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.5 (OP.5 FDD) and A.3.2.1.6 (OP.6 FDD)
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	
	
	

	OCNG_RB Note 1 
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Note 2


	Bands FDD_A Note 10
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	-114

	
	Bands FDD_G Note 9
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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s

N

Ê

 
	dB
	4
	2
	-1.5
	4
	2
	-1.5
	4
	2
	-4

	CRS 
[image: image114.wmf](

)

meas

ot

s

I

Ê

 Note 5
	dB
	-1.18
	-0.32
	-6.96
	-1.18
	-0.32
	-6.96
	-0.75
	0.54
	-9.46

	RSRP Note 3,4,5
	Bands FDD_A Note 10
	dBm/15 kHz
	-80.76
	-82.76
	-86.26
	-99.85
	-101.85
	-105.35
	-112
	-114
	-120

	
	Bands FDD_B
	
	
	
	
	
	
	
	111.5
	113.5
	119.5

	
	Bands FDD_C
	
	
	
	
	
	
	
	-111
	-113
	-119

	
	Bands FDD_D
	
	
	
	
	
	
	
	110.5
	112.5
	118.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	
	
	-110
	-112
	-118

	
	Bands FDD_G Note 9
	
	
	
	
	
	
	
	-109
	-111
	-117

	
	Bands FDD_H
	
	
	
	
	
	
	
	108.5
	110.5
	116.5
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)

RSRQ

meas

 Note 3,4,5
	Bands FDD_A Note 10, FDD_B, FDD_C, FDD_D, FDD_E, FDD_F Note 7, FDD_G Note 9, FDD_H
	dB
	-14.43
	-11.59
	-15.09
	-14.43
	-11.59
	-15.09
	-14.19
	-10.81
	-16.81
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meas

Io

 Note 3
	Bands FDD_A Note 10
	dBm/9 MHz
	-49.34
	-53.19
	-68.43
	-72.28
	-80.82
	-85.03

	
	Bands FDD_B
	
	
	
	
	
	-80.32
	-84.54

	
	Bands FDD_C
	
	
	
	
	
	-79.82
	-84.04

	
	Bands FDD_D
	
	
	
	
	
	-79.32
	-83.54

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-78.82
	-83.04

	
	Bands FDD_G Note 9
	
	
	
	
	
	-77.82
	-82.04

	
	Bands FDD_H
	
	
	
	
	
	-77.32
	-81.54

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements. 

Note 6:
Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.1-1.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.

Note 9:
Except Band 29.
Note 10:
Except Band 32.


--- Text omitted ---

Table A.9.2.28.2-1: RSRQ FDD Intra frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Measurement bandwidth
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	DMTC period
	ms
	N/A
	160

	DMTC period offset
	ms
	N/A
	10

	Discovery signal occasion duration
	ms
	N/A
	1

	Time offset between cell 1 and cell 2
	(s
	0
	2.3

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1 
	
	
	

	 
[image: image120.wmf]oc
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Note2
	Bands FDD_A Note 8
	dBm/15 kHz
	-116

	
	Bands FDD_B
	
	-115.5

	
	Bands FDD_C
	
	-115

	
	Bands FDD_D
	
	-114.5

	
	Bands FDD_E, FDD_F Note 5 
	
	-114

	
	Bands FDD_G Note 7
	
	-113

	
	Bands FDD_H
	
	-112.5
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	dB
	-5.46
	-5.46

	RSRPNote3
	Bands FDD_A Note 8
	dBm/15 kHz
	-120
	-120

	
	Bands FDD_B
	
	-119.5
	-119.5

	
	Bands FDD_C
	
	-119
	-119

	
	Bands FDD_D
	
	-118.5
	-118.5

	
	Bands FDD_E, FDD_F Note 5 
	
	-118
	-118

	
	Bands FDD_G Note 7
	
	-117
	-117

	
	Bands FDD_H
	
	-116.5
	-116.5

	RSRQNote3
	Bands FDD_A Note 8
	dB
	-17.34
	-17.34

	
	Bands FDD_B
	
	
	

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	

	
	Bands FDD_G Note 7
	
	
	

	
	Bands FDD_H
	
	
	

	IoNote3
	Bands FDD_A Note 8
	dBm/9 MHz
	-85.67

	
	Bands FDD_B
	
	-85.17

	
	Bands FDD_C
	
	-84.67

	
	Bands FDD_D
	
	-84.17

	
	Bands FDD_E, FDD_F Note 5 
	
	-83.67

	
	Bands FDD_G Note 7
	
	-82.67

	
	Bands FDD_H
	
	-82.17
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	dB
	-4
	-4

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.2.30.2-1: RSRQ in discovery signal occasions FDD—FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	Gap Pattern Id
	
	0
	-

	Gap Offset
	ms
	9
	-

	DMTC period
	ms
	-
	160

	DMTC period offset
	ms
	-
	10

	Discovery signal occasion duration
	ms
	-
	1

	Time offset between cell 2 and cell 1
	(s
	3

	Measurement bandwidth
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	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	13-36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1 
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Note2

	Bands FDD_A Note 8
	dBm/15 kHz
	-117.5
	-117.5

	
	Bands FDD_B
	
	-117
	-117

	
	Bands FDD_C
	
	-116.5
	-116.5

	
	Bands FDD_D
	
	-116
	-116

	
	Bands FDD_E, FDD_F Note 5 
	
	-115.5
	-115.5

	
	Bands FDD_G Note 7
	
	-114.5
	-114.5

	
	Bands FDD_H
	
	-114
	-114
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	dB
	-6
	-6

	RSRPNote3
	Bands FDD_A Note 8
	dBm/15 kHz
	-123.5
	-123.5

	
	Bands FDD_B
	
	-123
	-123

	
	Bands FDD_C
	
	-122.5
	-122.5

	
	Bands FDD_D
	
	-122
	-122

	
	Bands FDD_E, FDD_F Note 5 
	
	-121.5
	-121.5

	
	Bands FDD_G Note 7
	
	-120.5
	-120.5

	
	Bands FDD_H
	
	-120
	-120

	RSRQNote3
	Bands FDD_A Note 8
	dB
	-17.77
	-17.77

	
	Bands FDD_B
	
	
	

	
	Bands FDD_C
	
	
	

	
	Bands FDD_D
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	

	
	Bands FDD_G Note 7
	
	
	

	
	Bands FDD_H
	
	
	

	IoNote3
	Bands FDD_A Note 8
	dBm/ 9 MHz
	-88.75
	-88.75

	
	Bands FDD_B
	
	-88.25
	-88.25

	
	Bands FDD_C
	
	-87.75
	-87.75

	
	Bands FDD_D
	
	-87.25
	-87.25

	
	Bands FDD_E, FDD_F Note 5 
	
	-86.75
	-86.75

	
	Bands FDD_G Note 7
	
	-85.75
	-85.75

	
	Bands FDD_H
	
	-85.25
	-85.25
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	dB
	-6
	-6

	Propagation condition
	-
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: 
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5: 
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- Text omitted ---

Table A.9.2.42.2-1: FD-FDD RSRQ Intra frequency test parameters for UE category 0

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.3
	
	R.13 FDD
	-
	R.13 FDD
	-
	R.13 FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2


	Bands FDD_A Note 7
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	-114

	
	Bands FDD_G Note 7
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5
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	dB
	3
	3
	-2.9
	-2.9
	-4
	-4
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	dB
	-1.76
	-1.76
	-4.7
	-4.7
	-5.46
	-5.46

	RSRPNote3
	Bands FDD_A Note 7
	dBm/15 kHz
	-81.76
	-81.76
	-106.75
	-106.75
	-120
	-120

	
	Bands FDD_B
	
	
	
	
	
	-119.5
	-119.5

	
	Bands FDD_C
	
	
	
	
	
	-119
	-119

	
	Bands FDD_D
	
	
	
	
	
	-118.5
	-118.5

	
	Bands FDD_E, FDD_F Note 4 
	
	
	
	
	
	-118
	-118

	
	Bands FDD_G Note 6
	
	
	
	
	
	-117
	-117

	
	Bands FDD_H
	
	
	
	
	
	-116.5
	-116.5

	RSRQNote3
	Bands FDD_A Note 7
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	Bands FDD_B
	
	
	
	
	
	
	

	
	Bands FDD_C
	
	
	
	
	
	
	

	
	Bands FDD_D
	
	
	
	
	
	
	

	
	Bands FDD_E, FDD_F Note 45 
	
	
	
	
	
	
	

	
	Bands FDD_G Note 6
	
	
	
	
	
	
	

	
	Bands FDD_H
	
	
	
	
	
	
	

	IoNote3
	Bands FDD_A Note 7
	dBm/9 MHz
	-50
	-73
	-85.67

	
	Bands FDD_B
	
	
	
	-85.17

	
	Bands FDD_C
	
	
	
	-84.67

	
	Bands FDD_D
	
	
	
	-84.17

	
	Bands FDD_E, FDD_F Note 4 
	
	
	
	-83.67

	
	Bands FDD_G Note 6
	
	
	
	-82.67

	
	Bands FDD_H
	
	
	
	-82.17

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Correlation Matrix and Antenna Configuration
	
	1x1
	1x1
	1x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
Es/Iot, RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 5:
E-UTRA operating band groups are as defined in Section 3.5.

Note 6:
Except Band 29.
Note 7:
Except Band 32.


--- Text omitted ---

Table A.9.2.43.2-1: HD-FDD RSRQ Intra frequency test parameters for UE category 0

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.3.1.1.4
	
	R.1 HD-FDD
	-
	R.1 HD-FDD
	-
	R.1 HD-FDD
	-

	PDSCH allocation
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	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.3
	
	R.3 HD-FDD
	R.3 HD-FDD
	R.3 HD-FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD
	OP.1 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands FDD_A Note 7
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands FDD_B
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 4 
	
	
	
	-114

	
	Bands FDD_G Note 7
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5
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	dB
	3
	3
	-2.9
	-2.9
	-4
	-4
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	dB
	-1.76
	-1.76
	-4.7
	-4.7
	-5.46
	-5.46

	RSRPNote3
	Bands FDD_A Note 7
	dBm/15 kHz
	-81.76
	-81.76
	-106.75
	-106.75
	-120
	-120

	
	Bands FDD_B
	
	
	
	
	
	-119.5
	-119.5

	
	Bands FDD_C
	
	
	
	
	
	-119
	-119

	
	Bands FDD_D
	
	
	
	
	
	-118.5
	-118.5

	
	Bands FDD_E, FDD_F Note 4 
	
	
	
	
	
	-118
	-118

	
	Bands FDD_G Note 6
	
	
	
	
	
	-117
	-117

	
	Bands FDD_H
	
	
	
	
	
	-116.5
	-116.5

	RSRQNote3
	Bands FDD_A Note 7
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	Bands FDD_B
	
	
	
	
	
	
	

	
	Bands FDD_C
	
	
	
	
	
	
	

	
	Bands FDD_D
	
	
	
	
	
	
	

	
	Bands FDD_E, FDD_F Note 4 
	
	
	
	
	
	
	

	
	Bands FDD_G Note 6
	
	
	
	
	
	
	

	
	Bands FDD_H
	
	
	
	
	
	
	

	IoNote3
	Bands FDD_A Note 7
	dBm/9 MHz
	-50
	-73
	-85.67

	
	Bands FDD_B
	
	
	
	-85.17

	
	Bands FDD_C
	
	
	
	-84.67

	
	Bands FDD_D
	
	
	
	-84.17

	
	Bands FDD_E, FDD_F Note 4 
	
	
	
	-83.67

	
	Bands FDD_G Note 6
	
	
	
	-82.67

	
	Bands FDD_H
	
	
	
	-82.17

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Correlation Matrix and Antenna Configuration
	
	1x1
	1x1
	1x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
Es/Iot, RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 5:
E-UTRA operating band groups are as defined in Section 3.5.

Note 6:
Except Band 29.
Note 7:
Except Band 32.


--- Text omitted ---

Table A.9.9.1.2-1: RSRP FDD Intra frequency test parameters

	Parameter
	Unit
	Test

	
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Measurement bandwidth
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	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD

	PDSCH allocation
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	13—36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD)
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	Bands FDD_A Note 8
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	Bands FDD_D
	
	-120.5

	
	Bands FDD_E, FDD_F Note 5 
	
	-120

	
	Bands FDD_G Note 7
	
	-119

	
	Bands FDD_H
	
	-118.5
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	dB
	-4

	RSRPNote3
	Bands FDD_A Note 8
	dBm/15 kHz
	-126

	
	Bands FDD_B
	
	-125.5

	
	Bands FDD_C
	
	-125

	
	Bands FDD_D
	
	-124.5

	
	Bands FDD_E, FDD_F Note 5 
	
	-124

	
	Bands FDD_G Note 7
	
	-123

	
	Bands FDD_H
	
	-122.5

	RSRQNote3
	Bands FDD_A Note 8
	dB
	-16.25

	
	Bands FDD_B
	
	

	
	Bands FDD_C
	
	

	
	Bands FDD_D
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	

	
	Bands FDD_G Note 7
	
	

	
	Bands FDD_H
	
	

	IoNote3
	Bands FDD_A Note 8
	dBm/9 MHz
	-92.76

	
	Bands FDD_B
	
	-92.26

	
	Bands FDD_C
	
	-91.76

	
	Bands FDD_D
	
	-91.26

	
	Bands FDD_E, FDD_F Note 5
	
	-90.76

	
	Bands FDD_G Note 7
	
	-89.76

	
	Bands FDD_H
	
	-89.26
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	dB
	-4

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.

Note 7:
Except Band 29.
Note 8:
Except Band 32.


--- End of changes ---
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