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Introduction
In previous meeting coex analysis was agreed, and the remaining requirements for deltaT and deltaR are left.

There was discussion on whether to limit the Pcell to only Band 1 and this was not agreed.

From operator’s perspective 1+38 combination it is desirable not to count with any deployment limitation and therefore consider that Pcell in B38 is necessary.

Additionally, it was discussed whether 1+38 needs to re-use Band 41 filter, and since 1+38 is not using Band 41then it should not use Band 41 filter that would reduce the performance which is otherwise not justified.

We understand the desire from device manufacturers to reduce the cost and simplify the design in the device, but this would come with an excessive performance impact that is not reasonable, hence acceptable. Additionally 1+38 implementation should not be different from 3+38 perspective and it would not make sense to have a different specification. Thus, we propose to re-use 3+38 implementation and specifications.

Text Proposal

<Start of Text Proposal for TR 36.714-02-01>
6.3.4
 ΔTIB,c and ΔRIB,c values

For the UE that supports CA_1A-38A the ΔTIB,c is defined for applicable bands in table 6.3.4-1.
Table 6.3.4-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-38A
	1
	0.5

	
	38
	0.5


For the UE that supports CA_1A-38A the ΔRIB,c is defined for applicable bands in table 6.3.4-2.
Table 6.3.4-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-38A
	1
	0

	
	38
	0


<End of Text Proposal>
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