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************************** Start of changes *******************************************
5.6D
Channel bandwidth for ProSe

5.6D.1
Channel bandwidths per operating band for ProSe
The ProSe combination of channel bandwidths and operating bands is shown in Table 5.6D.1-1 and Table 5.6D.1-2. The transmission bandwidth configuration in Table 5.6D.1-1 and Table 5.6D.1-2 shall be supported for each of the specified channel bandwidths. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.

Table 5.6D.1-1 ProSe Direct Discovery channel bandwidth

	E-UTRA ProSe band / ProSe channel bandwidth

	E-UTRA 

ProSe

 Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	2
	
	
	Yes
	Yes
	Yes
	Yes

	3
	
	
	Yes
	Yes
	Yes
	Yes

	4
	
	
	Yes
	Yes
	Yes
	Yes

	7
	
	
	Yes
	Yes
	Yes
	Yes

	14
	
	
	Yes
	Yes
	
	

	20
	
	
	Yes
	Yes
	Yes
	Yes

	26
	
	
	Yes
	Yes
	Yes
	

	28
	
	
	Yes
	Yes
	Yes
	Yes

	31
	
	
	Yes
	
	
	

	41
	
	
	Yes
	Yes
	Yes
	Yes


Table 5.6D.1-2 ProSe Direct Communication channel bandwidth

	E-UTRA ProSe band / ProSe channel bandwidth

	E-UTRA 

ProSe

Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	3
	
	
	
	Yes
	
	

	7
	
	
	
	Yes
	
	

	14
	
	
	
	Yes
	
	

	20
	
	
	
	Yes
	
	

	26
	
	
	
	Yes
	
	

	28
	
	
	
	Yes
	
	

	31
	
	
	Yes
	
	
	


5.6F
Channel bandwidth for category NB1

Channel bandwidth for NB-IoT is 200 kHz.
Figure 5.6F-1 shows the relation between the NB-IoT channel bandwidth (BWChannel) and the NB-IoT transmission bandwidth configuration (Ntone). The channel edges are defined as the lowest and highest frequencies of the carrier separated by the channel bandwidth, i.e. at FC +/- BWChannel /2.
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Figure 5.6F-1 Definition of Channel Bandwidth and Transmission Bandwidth configuration
************************** End of changes *******************************************
