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1
UTRA BHH average requirements
Side conditions

1. Same test tolerance applies for BHH as for BH
2. Current requirements are applicple for devices narrower than 72mm
3. Current requirements are not applicple for CDMA or carrier aggregation capable devices.
Proposal for the average measured total radiated power (TRP) of low, mid and high channel

	BHH

	Band
	TRP avg.
	TRS avg.

	I
	13,25
	-101

	II
	13,25
	-101

	V
	9,4
	-96,75

	VIII
	9,4
	-96,75


Discussion: Are these BHH values acceptable with the listed side conditions.
Blackberry: We wonder how many devices of the data sets would fail these requirements. This does not send good message to market place. 

AT&T:  We understand the comment with manufacturer perspective, here we are looking future devices. Also this is going to be next thing as we define requriemtns for E-UTRA.

Chair: Can you accept this proposal.

Blackberry: We need more time to consider.

Blackberry had a question on tolerances.

Sony: We accept this proposal to make progress in the topic.

MM: 0.7 dB for TRP and 0.9 dB for TRS are the test tolerances.
Chair: Apart from Blackberry other comppnpanies can accept the proposal

Blackberry: How many handset manufacturers are in the room.
Chair: 4

Blackberry: Tolerances CTIA labs are using larger tolerances what implications that might do.

TI: These values from RAN4 will be taken to RAN5.
Chair: Is blackberry able to provide answer wheather they are ok with the proposal tomorrow.

Blackberry: Yes we are.

Netherlad regulator: We need to have these number as those are needed in Europe.

AT&T: Can understand BB postion but we should have more discussion tomorrow once BB has got feedback.

BB: We are not going to stand against consensus but we need more time to get feedback.

Chair: We can close the meeting now and have 20 minutes offline. Tomorrow once BB has got feedback we will have offline discussion of the WF.

Conclusion: No agreement discussion continues.
2
UTRA BHH min/min and min/max requirements
Background:

· TRP BH min/min and delta to avegage requirement is 2 dB. 
· TRS BH min/max delta to avegage requirement is 3 dB.
Earlier proposals:

R4-157909

	 
	TRP
	TRS

	900
	1.5dB
	2.5dB

	2100
	2dB
	2dB


R4-154439
1. Delta is defined as 3 dB, and the average value is defined refer to 20% value of RAN4 CDF.
2. Delta is defined as 2.5 dB, and the average value is defined refer to 15% value of RAN4 CDF.
3. Delta is defined as 2 dB, and the average value is defined refer to 10% value of RAN4 CDF.
Discussion: 
MM: There has been also Nokia proposal earlier and were were ok with that. Especialy 1.5 for TRP is too tight. Above 2 contributions mentioned here. R4-157909 for example removed quite many UE’s from CDF so this has impact on delta. For R4-154439 there were only 14 devices. 

Conclusion: No conclusion. AVG values need to agreed first.
