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1   Introduction
In RAN#72 meeting, the WID for LTE DL 4Rx antenna ports was revised to capture the objectives to specify the SDR test and CA SDR tests. And the issues related to reuse 2Rx requirements for Type 2 4Rx UE by defining the proper connection method will also need to be further discussed.
Although 4Rx CA demodulation performance requirements may not be the objectives in this WID and a new WID for 4Rx CA requirements was proposed for approval, we may need some clarification on 4Rx CA demodulation performance requirements.
2   Discussion and proposal
In the new submitted WID, the 4Rx CA/DC demodulation performance requirements, including IRC+CA, TM9+CA, were proposed in Rel-14. And maybe all the CA requirements should be re-visited and re-defined based on 4Rx for 4Rx UE in Rel-14.
But as the existing specification 36.101, if any new CA band combination was introduced in a certain release, the corresponding demodulation performance requirements should also be introduced, or the existing demodulation performance requirements can cover it.
In Rel-13, the new bands which can support 4Rx were introduced, and correspondingly the new CA band combinations containing those bands were also defined implicitly. Because 4Rx demodulation requirements are introduced from Rel-13, it seems straightforward that there will be 4Rx demodulation performance requirements to cover those CA combinations. But unfortunately since the working load for 4Rx is high and there are still some remaining issues in Rel-13, most 4Rx CA demodulation performance requirements will be introduced in Rel-14.
Although there is release-independent way for 4Rx, we still think it would be good to keep Rel-13 specification completed such that there will be 4Rx CA demodulation performance requirements to cover the CA band combinations with support of 4Rx in the same release. So we propose that

· Proposal: Introduce all or part of 4Rx CA demodulation performance requirements, which will be specified in the future release, into Rel-13 to cover the CA band combinations specified in Rel-13 with support of 4Rx.
3   Reference

[1] Ericsson, RP-161237, “Revised WID: Perf. part: LTE DL 4 Rx antenna ports”, RAN#72 meeting. 















































































































































































































































































































