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1   Introduction
In this contribution, we go through all the CA band combinations to check the test coverage of CA demodulation performance requirements.
2   Discussion

According to the analysis in Annex, we summarize the CA band combinations specified in TS36.101 v13.4.0, which are not or partially covered by the existing CA demodulation performance requirements, in Table 1. In Table 2, we summarize the new CA demodulation test to be introduced.
Table 1: Summary of new CA band combinations which are not or partial covered by the exiting CA demodulation tests
	CA band combinations
	CA type
	Maximum supported bandwidth combinations
	New requirements

	CA_42E
	TDD Intra-band 4CC
	4x20MHz
	TDD 4x20MHz

	CA_1A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_2A-2A-12B
	FDD 4CC
	5+10+20+20MHz
	FDD 5+10+20+20MHz

	CA_2A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_3A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_4A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_5A-12B
	FDD 3CC
	5+10+10MHz
	FDD 5+10+10MHz

	CA_5A-40C
	TDD FDD 3CC
	10(FDD)+2x20(TDD)MHz
	TDD FDD 10(FDD)+2x20(TDD)MHz

	CA_7A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_8A-41C
	TDD FDD 3CC
	10(FDD)+2x20(TDD)MHz
	Add item to CA3_A2 TDD FDD

	CA_8A-42C
	TDD FDD 3CC
	10(FDD)+2x20(TDD)MHz
	Add item to CA3_A2 TDD FDD

	CA_28A-41C
	TDD FDD 3CC
	10(FDD)+2x20(TDD)MHz
	Add item to CA3_A2 TDD FDD

	CA_39A-41D
	TDD 4CC
	4x20MHz
	TDD 4x20MHz

	CA_39C-41C
	TDD 4CC
	15+3x20MHz
	TDD 15+3x20MHz

	CA_41C-42C
	TDD 4CC
	4x20MHz
	TDD 4x20MHz

	CA_41A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_42A-46A
	LAA
	20+20MHz
	LAA 20+20MHz

	CA_1A-7C-28A
	FDD 4CC
	4x20MHz
	FDD 4x20MHz

	CA_2A-5A-12B
	FDD 4CC
	5+10+10+20MHz
	FDD 5+10+10+20MHz

	CA_3A-7C-28A
	FDD 4CC
	4x20MHz
	Add item to CA4_A3 FDD

	CA_3C-7A-28A
	FDD 4CC
	4x20MHz
	Add item to CA4_A3 FDD

	CA_3A-41A-42A
	TDD FDD 3CC
	20(FDD)+2x20(TDD)MHz
	Add item to CA3_A3 TDD FDD

	CA_19A-21A-42A
	TDD FDD 3CC
	2x10(FDD)+20(TDD)MHz
	TDD FDD 2x10(FDD)+20(TDD)MHz

	CA_1A-3A-5A-40A
	TDD FDD 4CC
	2x20+10(FDD)+20(TDD)MHz
	TDD FDD 2x20+10(FDD)+20(TDD)MHz

	CA_1A-3A-7A-8A
	FDD 4CC
	10+3x20MHz
	Add item to CA4_A4 FDD

	CA_1A-3A-7A-28A
	FDD 4CC
	4x20MHz
	Add item to CA4_A4 FDD

	CA_1A-3A-8A-40A
	TDD FDD 4CC
	10+2x20(FDD)+20(TDD)MHz
	TDD FDD 10+2x20(FDD)+20(TDD)MHz

	CA_3A-3A set 1
	FDD 2CC
	10+20MHz
	Add item to CA2_N2

	CA_41A-41D
	TDD 4CC
	4x20MHz
	TDD 4x20MHz

	CA_41C-41C
	TDD 4CC
	4x20MHz
	TDD 4x20MHz


Table 2: Bandwidth combinations which should be covered by new CA demodulation performance requirements
	Description of test cases
	Max. Bandwidth combinations

	TDD
	4x20MHz

	TDD
	15+3x20MHz

	FDD
	5+10+20+20MHz

	FDD
	5+10+10MHz

	FDD
	5+10+10+20MHz

	TDD FDD
	2x10(FDD)+20(TDD)MHz

	TDD FDD
	2x20+10(FDD)+20(TDD)MHz

	TDD FDD
	2x15+20(FDD)+20(TDD)MHz


3   Conclusion and proposal
In this contribution we went through all the CA band combinations in TS36.101 v13.4.0 and found that some CA band combinations cannot be covered by the existing CA demodulation performance requirements. Based on our analysis, we propose that:
· Proposal: Introduce the new CA demodulation performance requirements and SDR tests with the bandwidth combinations as below:

	Description of test cases
	Max. Bandwidth combinations

	TDD
	4x20MHz

	TDD
	15+3x20MHz

	FDD
	5+10+20+20MHz

	FDD
	5+10+10MHz

	FDD
	5+10+10+20MHz

	TDD FDD
	2x10(FDD)+20(TDD)MHz

	TDD FDD
	2x20+10(FDD)+20(TDD)MHz

	TDD FDD
	2x15+20(FDD)+20(TDD)MHz


4   Reference

[1] TS36.101 v13.4.0.
5   Annex: Evaluation of coverage of CA demodulation tests

In Table A-1~A-5, we list all the CA band combinations in TS36.101 13.4.0, and analyze the coverage of CA demodulation performance requirements. The newly introduced CA band combinations which are not or partial covered by the existing CA demodulation performance requirements are highlighted by green.
Table A-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_1C
	CA_1C
	15
	15
	
	
	40
	0

	
	
	20
	20
	
	
	
	

	CA_2C
	
	5
	20
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	

	CA_3C
	CA_3C
	5, 10, 15
	20
	
	
	40
	0

	
	
	20
	5, 10, 15, 20
	
	
	
	

	CA_5B
	
	5, 10
	10
	
	
	20
	0

	
	
	10
	5
	
	
	
	

	CA_7B
	
	15
	5
	
	
	20
	0

	CA_7C
	CA_7C
	15
	15
	
	
	40
	0

	
	
	20
	20
	
	
	
	

	
	
	10
	20
	
	
	40
	1

	
	
	15
	15, 20
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	

	
	
	15
	10, 15
	
	
	40
	2

	
	
	20
	15, 20
	
	
	
	

	CA_8B
	CA_8B
	5,10
	10
	
	
	20
	0

	
	
	10
	5
	
	
	
	

	CA_12B
	-
	5
	5, 10
	
	
	15
	0

	CA_23B
	-
	10
	10
	
	
	20
	0

	
	
	5
	15
	
	
	
	

	CA_27B
	-
	1.4, 3, 5
	5
	
	
	13
	0

	
	
	1.4, 3
	10
	
	
	
	

	CA_38C
	CA_38C
	15
	15
	
	
	40
	0

	
	
	20
	20
	
	
	
	

	CA_39C
	CA_39C
	5,10,15
	20
	
	
	35
	0

	
	
	20
	5, 10, 15
	
	
	
	

	CA_40C
	CA_40C
	10
	20
	
	
	40
	0

	
	
	15
	15
	
	
	
	

	
	
	20
	10, 20
	
	
	
	

	
	
	10, 15
	20
	
	
	40
	1

	
	
	15
	15
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	

	CA_40D
	CA_40C
	10, 15, 20
	20
	20
	
	60
	0

	
	
	20
	10, 15
	20
	
	
	

	
	
	20
	20
	10, 15
	
	
	

	CA_41C
	CA_41C
	10
	20
	
	
	40
	0

	
	
	15
	15, 20
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	

	
	
	5, 10
	20
	
	
	40
	1

	
	
	15
	15, 20
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	

	
	
	10
	15, 20
	
	
	40
	2

	
	
	15
	10, 15, 20
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	

	
	
	10
	20
	
	
	40
	3

	
	
	20
	20
	
	
	
	

	CA_41D
	CA_41C
	10
	20
	15
	
	60
	0

	
	
	10
	15, 20
	20
	
	
	

	
	
	15
	20
	10, 15
	
	
	

	
	
	15
	10, 15, 20
	20
	
	
	

	
	
	20
	15, 20
	10
	
	
	

	
	
	20
	10, 15, 20
	15, 20
	
	
	

	CA_42C
	CA_42C
	5, 10, 15, 20
	20
	
	
	40
	0

	
	
	20
	5, 10, 15
	
	
	
	

	
	
	10, 15, 20
	20
	
	
	40
	1

	
	
	20
	10, 15
	
	
	
	

	CA_42D
	CA_42C
	5,10,15,20
	20
	20
	
	60
	0

	
	
	20
	20
	5,10,15
	
	
	

	CA_42E
	CA_42C
	5,10,15,20
	20
	20
	20
	80
	0

	
	
	20
	20
	20
	5,10,15
	
	

	CA_66B
	-
	5
	5, 10, 15
	
	
	20
	0

	
	
	10
	5, 10
	
	
	
	

	
	
	15 
	5 
	
	
	
	

	CA_66C
	-
	10
	15, 20
	
	
	40
	0

	
	
	15
	10, 15, 20
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	

	NOTE 1:
The CA configuration refers to an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 3: 
Uplink CA configurations are the configurations supported by the present release of specifications.


Table A-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-5A
	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	
	5
	
	
	
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A
	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-7C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	CA_1A-8A
	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A
	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	18
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A
	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-21A
	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-26A
	CA_1A-26A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-28A
	CA_1A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-41A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-41C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-42A
	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-46A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_2A-4A
	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-2A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A-4A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-4A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-5A
	CA_2A-5A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-5A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-5A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-7A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-12A
	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-12B
	-
	2
	See CA_2A-2A Bandwidth combination set 0 in Table 5.6A.1-3
	55
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2C-12A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-13A
	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-2A-13A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-17A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-28A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-29A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-29A
	-
	2
	See CA_2C Bandwidth Combination Set 0 in table 5.6A.1-1
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-30A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-46A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_3A-5A
	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3C-5A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7B
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_3A-7C
	CA_3A-7A

CA_7C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth combination set 1 in table 5.6A.1-1
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7C Bandwidth combination set 2 in table 5.6A.1-1
	
	

	CA_3C-7A
	CA_3A-7A

CA_3C
	3
	See CA_3C Bandwidth Combination Set 0 in table 5.6A.1-1
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-7C
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	CA_3A-8A
	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-3A-8A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in table 5.6A.1-3
	50

	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in table 5.6A.1-3
	40
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-19A
	CA_3A-19A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-20A
	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-26A
	CA_3A-26A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	3
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-27A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-28A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-28A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-31A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-38A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-41A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-41C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-42C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-46A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_4A-5A
	CA_4A-5A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-5A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-7A
	CA_4A-7A
	4
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-4A-7A
	-
	4
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-12A
	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	3

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	
	20
	5

	
	
	12
	
	
	Yes
	
	
	
	
	

	CA_4A-4A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12B
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-13A
	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-4A-13A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-27A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_4A-28A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-29A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-29A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-30A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-46A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_5A-7A
	CA_5A-7A
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	30
	1

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_5A-12A
	CA_5A-12A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-12B
	-
	5
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_5A-13A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_5A-17A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-25A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-29A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-30A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-38A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-40A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-40C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40C  of Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	50
	1

	
	
	40
	See CA_40C  of Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-8A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	30
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-12A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A
	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-22A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	22
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-28A
	CA_7A-28A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7B-28A
	-
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-28A
	-
	7
	See CA_7C bandwidth combination set 2 in table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40C
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-42A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-42A-42A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_7A-46A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_8A-11A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-20A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-40A
	-
	8
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	-
	8
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-41A
	
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	
	Yes
	
	Yes
	
	

	CA_8A-41C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C bandwidth combination set 3 in table 5.6A.1-1
	
	

	CA_8A-42A
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-42C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-18A
	-
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_12A-25A
	-
	12
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_12A-30A
	-
	12
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_18A-28A
	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-28A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-42A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-42C
	-
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_20A-31A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_20A-32A
	-
	20
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-38A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-40A
	-
	20
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_20A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-42A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_20A-67A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	67
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_21A-42A
	-
	21
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_21A-42C
	-
	21
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_23A-29A
	-
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	23
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_25A-26A
	-
	25
	
	Yes
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	25
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	25
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_25A-41A
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_25A-41C
	CA_41C
	25
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_25A-41D
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_26A-41A
	-
	26
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_26A-41C
	-
	26
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_28A-40A
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-40C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-40D
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_28A-41A
	-
	28
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-41C
	
	28
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C Bandwidth Combination set 0 in Table 5.6A.1-1
	
	

	CA_28A-42A
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-42C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_29A-30A
	-
	29
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_38A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	40
	0

	
	
	40
	
	
	
	Yes
	
	Yes
	
	

	CA_38A-40A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_38A-40C
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-41A
	CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41C
	CA_41C

CA_39A-41A
CA_39A-41C
	39
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41D
	CA_41C

CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41A
	CA_39C

CA_39A-41A
CA_39C-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41C
	CA_39C

CA_41C

CA_39A-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	75
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_41A-42A
	-
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41A-42C
	-
	41
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41C-42A
	-
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41C-42C
	-
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41A-46A
	-
	41
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_42A-46A
	-
	42
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 5: 
For TDD inter-band Carrier Aggregtion only non-simultaneous Rx/Tx uplink CA configurations can be supported by UE supporting corresponding DL CA configuration without simultaneous Rx/Tx.


Table A-3: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (three bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 5)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-5A
	CA_1A-3A

CA_1A-5A6 

CA_3A-5A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	40
	1

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-3A-7A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-7C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	CA_1A-3A-8A
	CA_1A-3A

CA_1A-8A6

CA_3A-8A6
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	40
	1

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	
	40
	2

	
	
	3
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	3

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-3A-19A
	CA_1A-3A

CA_1A-19A6
CA_3A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-3A-26A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-3A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes 
	Yes
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1 
	
	

	CA_1A-5A-40A 
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-5A-7A
	CA_1A-5A6 

CA_1A-7A
CA_5A-7A6
	1
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-7A-8A 
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-7C-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-8A-11A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-8A-40A
	-
	1
	
	
	Yes
	Yes
	Yes 
	Yes
	50
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-11A-18A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	
	
	18
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A-28A
	CA_1A-18A

CA_1A-28A6
CA_18A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	18
	
	
	Yes
	Yes
	
	
	
	

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A-21A
	CA_1A-19A6
CA_1A-21A

CA_19A-21A6
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-19A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-19A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	75
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_1A-21A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-21A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	75
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-4A-5A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-4A-5A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	70
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-7A
	.
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A-4A-5A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-12A
	CA_2A-4A
CA_4A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-4A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	70
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-4A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-13A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-4A-29A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-5A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-5A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-5A-12B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-5A-13A
	CA_2A-13A6
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-5A-29A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-5A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-5A-30A
	-
	2
	See CA_2C in Table 5.6A.1-1 Bandwidth combination set 0
	60
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-7A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-12A-30A
	-
	2
	See CA_2C in Table 5.6A.1-1 Bandwidth combination set 0
	60
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-29A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-29A-30A
	-
	2
	See CA_2C in Table 5.6A.1-1 Bandwidth Combination set 0
	60
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-5A-40A 
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-8A
	-
	3
	
	
	Yes
	Yes
	Yes
	
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	50
	1

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A-20A
	CA_3A-7A

CA_3A-20A CA_7A-20A6
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-28A
	CA_3A-7A

CA_7A-28A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7C-28A
	-
	3
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3C-7A-28A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3C-7C-28A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-38A7
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-8A-40A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-19A-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-19A-42C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	75
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_3A-28A-40A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-28A-40C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	40
	See CA_40C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_3A-41A-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_4A-5A-12A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-5A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-5A-13A
	CA_4A-13A6
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-5A-29A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-5A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-5A-30A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-7A-12A
	-
	4
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	50
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-12A-30A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-29A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-29A-30A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	60
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-8A-20A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A-38A8
	-
	7
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-21A-42A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	50
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-21A-42C
	-
	19
	
	
	Yes
	Yes
	Yes
	
	70
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.

NOTE 5: 
Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 6: 
If the UE supports uplink CA for corresponding downlink CA it shall support this uplink CA configuration.

NOTE 7:
UL carrier shall be supported in Band 3 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within [6dB].

NOTE 8:
UL carrier shall be supported in Band 20 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within [6dB]


Table A-4: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (four bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 5)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-5A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-7A-8A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-3A-7A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-7C-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	
	28
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-8A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-19A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	75
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-19A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	95
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_1A-19A-21A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-19A-21A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	90
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-4A-5A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-5A-29A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-5A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-7A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-12A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-4A-29A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.
NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.
NOTE 5: 
Uplink CA configurations are the configurations supported by the present release of specifications.


Table A-5: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_2A-2A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_3A-3A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	
	
	5, 10
	5, 10, 15, 20
	
	
	30
	1

	CA_4A-4A
	CA_4A-4A
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	
	
	5, 10
	5, 10
	
	
	20
	1

	CA_5A-5A
	-
	5,10
	5,10
	
	
	20
	0

	CA_7A-7A
	-
	5
	15
	
	
	40
	0

	
	
	10
	10, 15
	
	
	
	

	
	
	15
	15, 20
	
	
	
	

	
	
	20
	20
	
	
	
	

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	1

	CA_23A-23A
	-
	5
	10
	
	
	15
	0

	CA_25A-25A
	-
	5, 10
	5, 10
	
	
	20
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	1

	CA_40A-40A
	-
	10, 20
	10, 20
	
	
	40
	0

	CA_41A-41A
	-
	10, 15, 20
	10, 15, 20
	
	
	40
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	1

	CA_41A-41C
	-
	5, 10, 15, 20
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	60
	0

	
	
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	

	CA_41A-41D
	CA_41C
	5, 10, 15, 20
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	

	CA_41C-41C
	CA_41C
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	CA_42A-42A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	CA_42A-42C
	-
	5, 10, 15, 20
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	60
	0

	CA_42A-42D
	-
	5, 10, 15, 20
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	CA_42C-42A
	-
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	60
	0

	CA_42C-42C
	-
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	CA_42D-42A
	-
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	80
	0

	CA_66A-66A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	40
	0

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.

















































































































































































































































































































