Page 1



3GPP TSG-RAN WG4 Meeting #80bis 
R4-167414
Ljubljana, SI, October 10th ‒ 14th, 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3866
	rev
	-
	Current version:
	13.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Improvement of REFSENS requirement specification for band 46 CA combos

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	RAN4

	
	

	Work item code:
	LTE_LAA-Core
	
	Date:
	2016-09-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In RAN #80 it was agreed to improve the description of REFSENS exclusion region for Band 46. Following RAN #80 agreement clarifications and improvements of the REFSENS requirement for CA involving Band 46 is provided.

	
	

	Summary of change:
	· Reference to Table 7.3.1A-0eC is introduce.
· Note 5 in Table 7.3.1A-0eA is modified with a reference to Table 7.3.1A-0eC
· Table 7.3.1A-0eC is introduced.

	
	

	Consequences if not approved:
	REFSENS requirement for CA involving Band 46 is not clear and could lead to different interprations.

	
	

	Clauses affected:
	7.3.1A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of Changes>
For band combinations including operating band 46 (Table 5.5-1), the requirements are specified in Table 7.3.1A-0eA, Table 7.3.1A-0eB and Table 7.3.1A-0eC.

Table 7.3.1A-0eA: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_1A-46A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.741
	-99.74
	-97.94
	-96.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_2A-46A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_3A-46A
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_4A-46A
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_7A-46A
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_41A-46A
	41
	
	
	-98
	-95
	-93.2
	-92
	TDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_42A-46A
	42
	
	
	-99
	-96
	-94.2
	-93
	TDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-83
	TDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:
The signal power is specified per port.

NOTE 4:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 5:
The requirements do not apply when there is at least one individual RE within the uplink transmission bandwidth of the lower band for which the transmitter harmonic is within the reference sensitivity exclusion region specified in Table 7.3.1A-0eC. 



Table 7.3.1A-0eB: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_1A-46A
	1
	
	
	25 
	50 
	75 
	100 
	FDD

	CA_2A-46A
	2
	
	
	25
	50
	501
	501
	FDD

	CA_3A-46A
	3
	
	
	25 
	50 
	501
	501
	FDD

	CA_4A-46A
	4
	
	
	25 
	50 
	75 
	100 
	FDD

	CA_7A-46A
	7
	
	
	25 
	50 
	75
	751
	FDD

	CA_41A-46A
	41
	
	
	25
	50 
	75 
	100 
	TDD

	CA_42A-46A
	42
	
	
	25
	50 
	75 
	100 
	TDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).


Table 7.3.1A-0eC specifies the Band 46 reference measurement exclusion region for different licensed component carriers and channel bandwidth. The UL configurations to be adopted for the test are specified in Table 7.3.1A-0eB. 

Table 7.3.1A-0eC: Band 46 Reference sensitivity measurement exclusion region in MHz.
	Licensed Component Carriers / E-UTRA Band / Harmonic order / Channel BW in UL

	Licensed Component Carriers
	Harmonic order
	5MHz
	10MHz
	15MHz
	20MHz

	1
	3
	+/- 11.25
	+/- 22.5
	+/- 33.75
	+/- 45

	2
	3
	+/- 11.25
	+/- 22.5
	+/- 33.75
	+/- 45

	3
	3
	+/- 11.25
	+/- 22.5
	+/- 33.75
	+/- 45

	4
	3
	+/- 11.25
	+/- 22.5
	+/- 33.75
	+/- 45

	71
	2
	+/- [12.5]
	+/- [25]
	+/- [37.5]
	+/- [50]

	41
	41
	+/- [12.5]
	+/- [25]
	+/- [37.5]
	+/- [50]

	NOTE 1:   Even though UL harmonic does not fall directly into Band 46 the exclusion region still applies.
NOTE 2:   The center of the exclusion region is obtained by multiplying the UL channel center frequency by the harmonic order.
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