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1. Introduction
In RAN#70 new work item [1] was agreed for enhanced LAA (eLAA) for LAA in unlicensed band 5 GHz. Compare to LAA work item in Rel-13, in eLAA Rel-14 UL transmission is considered in addition to specified DL CA. For Rel-14 eLAA two channels with 10 MHz bandwidth were introduced. 
In this contribution, we discuss base station adjacent channel leakage ratio (ACLR) values for eLAA operation in unlicensed band with 10 MHz channel.
2. Discussion
Base station ACLR values for Band 46 LAA for 20 MHz channel bandwidth were carefully studied by RAN4. For Rel-14 eLAA 10 MHz channel bandwidth is introduce for operation in unlicensed band 5 GHz [2]. 
However, for licensed-assisted access only two 10 MHz channels for Band 46 are introduced in such following way:
And the following NDL and NUL are allowed for operation in Band 46 assuming 10MHz channel bandwidth NDL =NUL = {n-2, n-1, n, n+1, n+2 | n = 52590 (5730 MHz), 53590 (5830 MHz)} . 10 MHz operation in Band 46 is specified for deployment in India and other regions are FFS. 10 MHz bandwidth shall not be used when overlapping with a 20MHz channel where the absence of non 3GPP technologies cannot be guaranteed on a long term basis (e.g., by level of regulation) unless additional work on channel access is agreed and completed to ensure fair coexistence with these other non 3GPP technologies
It is clear, that newly introduce 10 MHz channels in such way as above, are not adjacent channel to itself, thus for each 10 MHz in Band 46 adjacent channel will be 20 MHz channel only. That is why, it reasonable to use the same ACLR values for 10 MHz channel BW as are already introduced for 20 MHz.
Proposal: For eLAA  ACLR requirements for 10 MHz channel bandwidth, same values as for 20 MHz should be used.
3. Conclusion

In this contribution, we discuss base station operating band unwanted emission mask for eLAA 10 MHz bandwidth. We provide accompanying CR in [3].

Proposal: For eLAA ACLR requirements for 10 MHz channel bandwidth, same values as for 20 MHz should be used.
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