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1 Introduction
This contribution is a text proposal for TR 38.803 on RRM.
Definitions of beam-related procedures are based on [1].

2 References

[1]
R1-168468
Definitions supporting beam related procedures, Nokia, Qualcomm, CATT, Intel, NTT DoCoMo, Mediatek, Ericsson, ASB, Samsung, LG, Aug. 2016.
3 Text Proposal for TR 38.803
----- Unchanged sections omitted -----
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [2].

example: text used to clarify abstract rules by applying them literally.
Beam determination: an operation for TRP(s) or UE to select at least one of its own transmit/receive beam(s). 

Beam management: a set of L1/L2 procedures to acquire and maintain a set of TRP(s) and/or UE beams that can be used for DL and UL transmission/reception, which include at least following aspects: beam determination, beam measurement, beam reporting, beam sweeping.
Beam measurement: an operation for TRP(s) or UE to measure characteristics of received and/or transmitted beamformed signals.
Beam reporting: an operation for UE to report information of beamformed signal(s) based on beam measurement.
Beam sweeping: an operation of covering a spatial area, with beams transmitted and/or received during a time interval in a predetermined way.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [2] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [2].

<ACRONYM>
<Explanation>
BS
Base Station

CA
Carrier Aggregation

RAT
Radio Access Technology

Rx
Receiver

TRP
Transmission Reception Point
Tx
Transmitter
UE
User Equipment
----- Unchanged sections omitted -----

9
Radio resource management
Editor’s note: intended to capture potential issues for radio resource management
9.1
Mobility aspects
Editor’s note: intended to capture potential issues related to finding and selecting best cell, TRP and/or beam
9.2
Beam management
Editor’s note: intended to capture potential issues related to finding and maintaining best TRP-UE beam combination
9.3
Timing aspects
9.4
Power consumption related aspects

9.5
Measurements and measurement related requirements
9.5.1
Measurement procedures
9.5.2
Measurement reporting
9.5.3
Measurements by carrier frequency relation
Editor’s note: intended to capture potential issues for intra-frequency, inter-frequency, inter-RAT, and CA measurements, as well as using measurement gaps
9.5.3.1
Intra-frequency measurements

9.5.3.2
Inter-frequency measurements

9.5.3.3
Inter-RAT measurements

9.5.3.4
CA measurements
9.5.4
Measurements in relation to beams
9.5.4.1
Beamformed measurements

9.5.4.2
Non-beamformed measurements
9.6
Measurement capacity
----- Unchanged sections omitted -----

10
Testability
Editor’s note: intended to capture potential issues for testability due to not having antenna connector due to extremely high integrated RF circuit implementation
10.1
RRM requirements testability
10.2
RF testability
----- End of Text Proposal -----
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